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	Reason for change:
	When UE released cell 13 at step 17Aa2, if pc_noOf_PDUsNewConnection > 0 and UE doesn’t start PDU session establish automatically, UE will select cell 12 rather than cell 11 (as expected at step 20) 


	
	

	Summary of change:
	At step 17Aa3a1, refer to cell 12 instead of cell 11 for checking access.
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	A conformant UE can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc78271350]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc78271351]Corrections required
1. [bookmark: _Toc30685521]Change 1
	Function name
	fl_TC_6_3_1_5_TestBody

	Reason for change
	When UE released cell 13 at step 17Aa2, if pc_noOf_PDUsNewConnection > 0 and UE doesn’t start PDU session establish automatically, UE will select cell 12 rather than cell 11 (as expected at step 20) 

	Summary of change
	At step 17Aa3a1, refer to cell 12 instead of cell 11 for checking access.

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	function fl_TC_6_3_1_5_TestBody() runs on NR5GC_PTC
  {
…………………
[bookmark: OLE_LINK2]    //@siclog "Step 17Aa2" siclog@ //@sic R5-216162 sic@
    //The SS transmits an RRCRelease message.
    f_NR_RRCRelease(nr_Cell13);
    //EXCEPTION: Step 17Aa3a1 is performed if pc_noOf_PDUsNewConnection > 0 and the UE starts PDU session establishment automatically //@sic R5-216162 sic@
    //@siclog "Step 17Aa3a1" siclog@  //@sic R5-216162 sic@
    //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5.2.2-4, takes place from step 2 to 9a1 performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsNewConnection and then release the RRC Connection.
    if (pc_noOf_PDUsNewConnection > 0 ){
      t_Wait.start;
      alt {
        [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell13, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
          {
            t_Wait.stop;
            f_NR5GC_ExIdlePDUsession(nr_Cell13);
          }
        [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell11, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
          {
            t_Wait.stop;
          }
        [] t_Wait.timeout{}
      }
}
…………………
}



After Change
	function fl_TC_6_3_1_5_TestBody() runs on NR5GC_PTC
  {
……………..
    //@siclog "Step 17Aa2" siclog@ //@sic R5-216162 sic@
    //The SS transmits an RRCRelease message.
    f_NR_RRCRelease(nr_Cell13);
    //EXCEPTION: Step 17Aa3a1 is performed if pc_noOf_PDUsNewConnection > 0 and the UE starts PDU session establishment automatically //@sic R5-216162 sic@
    //@siclog "Step 17Aa3a1" siclog@  //@sic R5-216162 sic@
    //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5.2.2-4, takes place from step 2 to 9a1 performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsNewConnection and then release the RRC Connection.
    if (pc_noOf_PDUsNewConnection > 0 ){
      t_Wait.start;
      alt {
        [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell13, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
          {
            t_Wait.stop;
            f_NR5GC_ExIdlePDUsession(nr_Cell13);
          }
        [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell12, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
          {
            t_Wait.stop;
          }
        [] t_Wait.timeout{}
      }
}
…………………..
}




