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	Reason for change:
	Following the change 1 of R5-216186, the specific message contents for AuthorizedQodRules in PDU SESSION ESTABLISHMENT ACCEPT at step 17 were removed, causing the IE to have the default contents of 38.508-1 which includes QoS rule #1 referencing QoS flow ID #1. This means the QoS flow with ID #3 added in the IE “AuthorizedQoSFlows” has no matching QoS rule in the configuration, which can cause the UE to reject the message and immediately send PDU SESSION RELEASE REQUEST according to 24.501 6.1.4.1.  


	
	

	Summary of change:
	Reinstate the Qos Rule with QFI 3.

Note: An associate prose CR on 38.523-1 will be raised at RAN5#93.
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	A conformant UE may fail this test case

	
	8.

	Clauses affected:
	10.1.1.1.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	38.523-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc85201470]Table of Contents
Table of Contents	2
1	Overview	3
2	Corrections required	3
2.1	Change 1	3


1. [bookmark: _Toc122434485][bookmark: _Toc85201471]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc85201472]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc84540153][bookmark: _Toc85201473]Change 1
	Function name
	fl_TC_10_1_1_1_Body()

	Reason for change
	Following the change 1 of R5-216186, the specific message contents for AuthorixedQodRules in PDU SESSION ESTABLISHMENT ACCEPT at step 17 were removed, causing the IE to have the default contents of 38.508-1 which includes QoS rule #1 referencing QoS flow ID #1. This means the QoS flow with ID #3 added in the IE “AuthorizedQoSFlows” has no matching QoS rule in the configuration, which can cause the UE to reject the message and immediately send PDU SESSION RELEASE REQUEST according to 24.501 6.1.4.1.  

	Summary of change
	Reinstate the Qos Rule with QFI 3.

Note: An associate prose CR on 38.523-1 will be raised at RAN5#93.

	TTCN module
	GSM_Testcases_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	  function fl_TC_10_1_1_1_Body() runs on NR5GC_PTC
  {
…
…
    
    //@siclog "Step 14 - 19a1" siclog@
    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA,
                                     1, -, // @sic R5s210110 sic@
                                     cs_SDAP_Config(-,-,{3}),   // @sic R5s201371 sic@
                                     -, -, -,
                                     v_DNN_1,  // @sic R5s201371 sic@
                                     -, // @sic R5-216186 sic@
                                     -, -,
                                     cs_QoSFlowDescr ({cs_QoS_Flow ('000011'B, { cs_QoSParameters(tsc_QoSFlowParameter_5QI, '01'O, '09'O)})}),
                                     -,-,-,-,-,-,
                                     -,-,-,-,-,-,-,-,-,
                                     cs_EAP_Message(bit2oct(encvalue(cs_EAP_Success))) , -, true);

…
…

    } //End of test body of TC_10_1_1_1



After Change
	  function fl_TC_10_1_1_1_Body() runs on NR5GC_PTC
  {
…
…
    
    //@siclog "Step 14 - 19a1" siclog@
    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA,
                                     1, -, // @sic R5s210110 sic@
                                     cs_SDAP_Config(-,-,{3}),   // @sic R5s201371 sic@
                                     -, -, -,
                                     v_DNN_1,  // @sic R5s201371 sic@
                                     cs_QoS_Rules ({cs_QoS_Rule('01'O, int2bit(3,6), '00'O)}), 
                                     -, -,
                                     cs_QoSFlowDescr ({cs_QoS_Flow ('000011'B, { cs_QoSParameters(tsc_QoSFlowParameter_5QI, '01'O, '09'O)})}),
                                     -,-,-,-,-,-,
                                     -,-,-,-,-,-,-,-,-,
                                     cs_EAP_Message(bit2oct(encvalue(cs_EAP_Success))) , -, true);

…
…

    } //End of test body of TC_10_1_1_1




