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1 Baseline Moving – 38.331 ASN.1
Type change of nonCriticalExtension
	ASN.1 type affected
	New nonCriticalExtension type

	RRCRelease-v1610-IEs
	RRCRelease-v1650-IEs

	UE-NR-Capability-v1610
	UE-NR-Capability-v1650


 no changes in TTCN

Name changes
	ASN.1 type affected
	Renaming
	Impact on TTCN

	SCGFailureInformationEUTRA-v1590-IEs
	Values scg-lbtFailure-r16, beamFailureRecoveryFailure-r16, t312-Expiry-r16, spare

renamed respectively to 

spare4, spare3, spare2, spare1
	No changes in TTCN

	RLF-Report-r16
	Field timeUntilReconnection-16 renamed to timeUntilReconnection-r16

Type TimeUntilReconnection-16 renamed to TimeUntilReconnection-r16            
	cr_NR_Rlf_Report
cr_NR_RLF_Report_r16

	maxAI-DCI-PayloadSize-r16-1
	maxAI-DCI-PayloadSize-1-r16
	No changes in TTCN

	maxNrofAvailabilityCombinationsPerSet-r16-1
	maxNrofAvailabilityCombinationsPerSet-1-r16
	No changes in TTCN

	CellAccessRelatedInfo
	Field plmn-IdentityList     
renamed to
plmn-IdentityInfoList
	Field renamed in:
cs_38508_CellAccessRelatedInfo
f_NR_CellInfo_SetPLMN
f_NR_CellInfo_SetTAC
fl_TC_8_1_4_1_2_TestBody
f_NR_CellInfo_SetCellReservedForOperatorUse

	maxNrofConfiguredGrantConfig-r16-1
	maxNrofConfiguredGrantConfig-1-r16
	No changes in TTCN

	maxNrofConfiguredGrantConfigMAC-r16-1
	maxNrofConfiguredGrantConfigMAC-1-r16
	No changes in TTCN

	maxNrofCLI-RSSI-Resources-r16-1
	maxNrofCLI-RSSI-Resources-1-r16
	No changes in TTCN

	maxNrofSPS-Config-r16-1
	maxNrofSPS-Config-1-r16
	No changes in TTCN

	SRS-PosResource-r16
	Field combOffset-n4-16
renamed to 
combOffset-n4-r16
	No changes in TTCN

	maxCI-DCI-PayloadSize-r16-1
	maxCI-DCI-PayloadSize-1-r16
	No changes in TTCN

	CA-ParametersNR-v1610
	Field jointSearchSpaceGroupSwitchingAcrossCells-r16     
renamed to
jointSearchSpaceSwitchAcrossCells-r16             
	No changes in TTCN

	SharedSpectrumChAccessParamsPerBand-r16
	Field searchSpaceSetGroupSwitchingwithDCI-r16                         renamed to searchSpaceSwitchWithDCI-r16 

Field searchSpaceSetGroupSwitchingwithoutDCI-r16 renamed to searchSpaceSwitchWithoutDCI-r16
                       
Field searchSpaceSetGroupSwitchingcapability2-r16 renamed to  searchSpaceSwitchCapability2-r16
	No changes in TTCN

	maxNrofCG-SL-r16-1
	maxNrofCG-SL-1-r16
	No changes in TTCN

	SL-MappedQoS-FlowsListDedicated-r16
	Field sl-MappedQoS-FlowsToReleaseList-16 renamed to 
sl-MappedQoS-FlowsToReleaseList-r16      
	No changes in TTCN



Fields added with extension marker (ellipsis)
	ASN.1 type affected
	New fields
	Impact on TTCN

	RA-InformationCommon-r16
	perRAInfoListExt-v1660               
	Field added with * in cr_RA_InformationCommon_r16

	RLF-Report-r16
	csi-rsRLMConfigBitmap-v1650
	Field added with * in cr_NR_Rlf_Report, cr_NR_RLF_Report_r16

	CGI-InfoEUTRALogging
	cellReservedForOtherUse-r16
	No changes in TTCN

	EventTriggerConfigInterRAT
	includeCommonLocationInfo-r16
includeBT-Meas-r16       
includeWLAN-Meas-r16     
includeSensor-Meas-r16
	Fields added as omit in cs_NR_ReportConfigInterRAT_Trigger_Periodical_UTRA,
cs_NR_ReportConfigInterRAT_Trigger_eventB2_EUTRA
cs_NR_ReportConfigInterRAT_Trigger_eventB1_EUTRA
cs_NR_ReportConfigInterRAT_Trigger_eventB2_EUTRA_Sinr
cs_NR_ReportConfigInterRAT_Trigger_eventB2_UTRA


	PeriodicalReportConfigInterRAT
	includeCommonLocationInfo-r16
includeBT-Meas-r16
includeWLAN-Meas-r16
includeSensor-Meas-r16

	Fields added as omit in cs_NR_ReportConfigInterRAT_Trigger_periodical_EUTRA
For the field includeCommonLocationInfo-r16 added a new parameter used in TC 8.1.6.2.1.

	SlotFormatCombinationId
	switchTriggerToAddModListSizeExt-r16    switchTriggerToReleaseListSizeExt-r16  
	No changes in TTCN

	FreqSeparationClass
	Values added: mhz400-v1650, mhz600-v1650
	No changes in TTCN

	MAC-ParametersCommon
	srs-ResourceId-Ext-r16                   
	Field added as * in cr_NR_MAC_Parameters

	MIMO-ParametersPerBand
	maxMIMO-LayersForMulti-DCI-mTRP-r16
	No changes in TTCN

	Phy-ParametersCommon
	newBeamIdentifications2PortCSI-RS-r16
pathlossEstimation2PortCSI-RS-r16
	Fields added as * in cr_Phy_ParametersCommon

	Phy-ParametersFRX-Diff
	cri-RI-CQI-WithoutNon-PMI-PortInd-r16
	Field added as * in cr_NR_Phy_ParametersFRX_Diff

	RF-Parameters
	supportedBandCombinationList-v1650
supportedBandCombinationList-UplinkTxSwitch-v1650
extendedBand-n77-r16
	Field added as * in cr_NR_RF_Parameters

	BandNR
	type1-PUSCH-RepetitionMultiSlots-v1650
type2-PUSCH-RepetitionMultiSlots-v1650
pusch-RepetitionMultiSlots-v1650
configuredUL-GrantType1-v1650             
configuredUL-GrantType2-v1650
sharedSpectrumChAccessParamsPerBand-v1650
enhancedSkipUplinkTxConfigured-v1660
enhancedSkipUplinkTxDynamic-v1660
	No TTCN  changes

	UE-CapabilityRequestFilterCommon
	requestedCellGrouping-r16 
	No TTCN  changes

	SL-ConfiguredGrantConfig-r16
	sl-N1PUCCH-AN-Type2-r16
	No TTCN  changes

	SL-PSSCH-TxConfig-r16
	sl-ParametersAboveThres-v1650
sl-ParametersBelowThres-v1650
	No TTCN  changes

	SL-UE-SelectedConfigRP-r16
	sl-CBR-PriorityTxConfigList-v1650
	No TTCN  changes




