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<START OF CHANGES>
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 36.579-1: "Mission Critical (MC) services over LTE; Part 1: Common test environment".
[3]	3GPP TS 36.579-3: " Mission Critical (MC) services over LTE; Part 3: Mission Critical Push To Talk (MCPTT) Server Application test specification".
[4]	3GPP TS 36.579-4: " Mission Critical (MC) services over LTE; Part 4: Test Applicability and Implementation Conformance Statement (ICS).
[5]	3GPP TS 36.579-5: "Mission Critical (MC) services over LTE; Part 5: Abstract test suite (ATS)".
[6]	3GPP TS 36.523-1: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification".
[7]	3GPP TS 22.179: "Mission Critical Push To Talk (MCPTT) over LTE; Stage 1".
[8]	3GPP TS 23.179: "Functional architecture and information flows to support mission critical communication services; Stage 2".
[9]	3GPP TS 24.379: "Mission Critical Push To Talk (MCPTT) call control; Protocol specification".
[10]	3GPP TS 24.380: "Mission Critical Push To Talk (MCPTT) media plane control; Protocol specification ".
[11]	3GPP TS 24.481: "Mission Critical Services (MCS) group management; Protocol specification".
[12]	3GPP TS 24.482: "Mission Critical Services (MCS) identity management; Protocol specification".
[13]	3GPP TS 24.483: "Mission Critical Services (MCS) Management Object (MO)".
[14]	3GPP TS 24.484: "Mission Critical Services (MCS) configuration management; Protocol specification".
[15]	3GPP TS 33.179: " Security of Mission Critical Push To Talk (MCPTT) over LTE ".
[16]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[17]	Void.
[18]	Void.
[19]	3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
[20]	3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".
[21]	Void.
[22]	Void.
[23]	3GPP TS 36.509: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Special conformance testing functions for User Equipment (UE)".
[24]	3GPP TS 36.508: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Common Test Environments for User Equipment (UE) Conformance Testing".
[25]	OpenID Connect 1.0: "OpenID Connect Core 1.0 incorporating errata set 1", http://openid.net/specs/openid-connect-core-1_0.html.
[26]	Void.
[27]	Void
[28]	Void.
[29]	Void.
[30]	3GPP TS 33.310: "Network Domain Security (NDS); Authentication Framework (AF)".
[31]	Void.
[32]	3GPP TS 23.003: "Numbering, addressing and identification".
[33]	3GPP TS 33.180: "Security of the mission critical service".
[34]	IETF RFC 4354 "A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-Talk over Cellular (PoC) Service"
[35]	IETF RFC 4575 " A Session Initiation Protocol (SIP) Event Package for Conference State"

<END OF CHANGES>
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