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[bookmark: _Toc75786246]5.3.28	Generic Test Procedure for MCPTTX CO Temporary Group Tear Down
5.3.28.1	Initial conditions
As specified in the test case which calls the procedure.
Within the context of this procedure, MCX refers to MCPTT, MCVideo or MCData.
5.3.28.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.3.28.3	Procedure
Table 5.3.28.3-1: MCXPTT CO Temporary Group Creation procedure
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE (MCXPTT Client) send a HTTP DELETE to the SS to request for tear down of a temporary group?
	-->
	HTTP DELETE
	-
	P

	2
	The SS (MCXPTT Server) sends a HTTP 200 (OK).
	<--
	HTTP 200 (OK)
	-
	-



5.3.28.4	Specific message contents
All message contents are as specified in clause 5.5 and in the test case calling the procedure, with the following clarifications:
none
Table 5.3.28.4-1: HTTP DELETE (Step 1, Table 5.3.28.3-1)Void
	Derivation Path: Table 5.5.4.5-1, condition TEMPGROUP



