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<Start of modification>
[bookmark: _Toc75458410][bookmark: _Toc27405390][bookmark: _Toc51831939][bookmark: _Toc68109159]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 36.579-1: "Mission Critical (MC) services over LTE; Part 1: Common test environment".
[3]	3GPP TS 36.579-2: "Mission Critical (MC) services over LTE; Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification".
[4]	3GPP TS 36.579-3: "Mission Critical (MC) services over LTE; Part 3: Mission Critical Push To Talk (MCPTT) Server Application test specification".
[5]	3GPP TS 36.579-5: "Mission Critical (MC) services over LTE; Part 5: Abstract test suite (ATS)".
[6]	3GPP TS 36.523-2: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification".
[7]	ISO/IEC 9646-1: "Information technology - Open Systems Interconnection - Conformance testing methodology and framework - Part 1: General concepts".
[8]	ISO/IEC 9646-7: "Information technology - Open systems interconnection - Conformance testing methodology and framework - Part 7: Implementation Conformance Statements".
[9]	3GPP TS 23.179: "Functional architecture and information flows to support mission critical communication services; Stage 2".
[10]	3GPP TS 23.401: "3GPP System Architecture Evolution; GPRS enhancements for E-UTRAN access".
[11]	3GPP TS 36.579-6: "Mission Critical (MC) services over LTE; Part 6: Mission Critical Video (MCVideo) User Equipment (UE) Protocol conformance specification".
[12]	3GPP TS 36.579-7: "Mission Critical (MC) services over LTE; Part 7: Mission Critical Data (MCData) User Equipment (UE) Protocol conformance specification".
[13]	3GPP TS 23.379: "Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); Stage 2".
[14]	3GPP TS 33.180: "Security of the mission critical service".
[15]	3GPP TS 24.379: "Mission Critical Push To Talk (MCPTT) call control; Protocol specification".
[16]	3GPP TS 24.380: "Mission Critical Push To Talk (MCPTT) floor control; Protocol specification".
[17]	3GPP TS 24.581: "Mission Critical Video (MCVideo) media plane control; Protocol specification".


<End of modification>
<Start of modification>
[bookmark: _Toc75458428][bookmark: _Toc27405408][bookmark: _Toc51831957][bookmark: _Toc68109177]A.4	ICS proforma tables
[bookmark: _Toc75458429]A.4.1	Implementation Types
Table A.4.1-1: Mission Critical Services general functionality
	Item
	Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	MCPTT Client
	TS 23.179 [9]
	Rel-13
	pc_MCPTTClient
	IUT containing MCPTT Client

	2
	MCPTT Server
	TS 23.179 [9]
	Rel-13
	pc_MCPTTServer
	

	3
	MCVideo Client
	TS 23.281 [13]
	Rel-14
	pc_MCVideoClient
	

	4
	MCData Client
	TS 23.282 [14]
	Rel-14
	pc_MCDataClient
	

	NOTE 1:	TS 23.179 [9] has been superseeded from Release 14 by TS 23.379 [15]



[bookmark: historyclause]Table A.4.1-2: Mission Critical Services supplementary functionality
	Item
	Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Void
	
	
	
	



[bookmark: _Toc75458430]A.4.2	Additional information
Table A.4.2-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of KMS request security 
	TS 33.180 [14] Annex D.2.2 
	N/A
	pc_MCX_KMS_RequestSecurity
	UE applies KMS request security is applied

	2
	The UE is capable of displaying emergency call information to the user
	TS 24.379 [15]
	N/A
	pc_MCX_DisplayInfoEmergencyCall
	

	3
	The UE is capable of letting the user change a pre-established session by MMI
	
	N/A
	pc_MCX_UserInitiatedPreestablishedSessionModification
	

	4
	The UE will use on-demand sessions when it is requested to remotely initiate a private call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_OnDemanSeRemotePrivCall
	NOTE 1

	5
	The UE will use pre-established sessions when it is requested to remotely initiate a private call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_PreEstablishedSeRemotePrivCall
	NOTE 1

	6
	The UE will use on-demand session for initiating a first-to-answer call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_OnDemanSeFirstToAnswerCall
	NOTE 1

	7
	The UE will use pre-established session for initiating a first-to-answer call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_PreEstablishedSeFirstToAnswerCall
	NOTE 1

	8
	The UE automatically initiates emergency alert for emergency calls
	
	N/A
	pc_MCX_EmergencyIndWithAlertInd
	In case of an emergency call in addition to the <emergency-ind> the UE automatically sets the <alert-ind> in the mcptt-info to true

	[bookmark: _Hlk86316692][bookmark: _Hlk86323984]9
	[bookmark: _Hlk86316385]The UE supports floor request queueing
	TS 24.380 [16]

	Rel-14
	pc_MCPTT_FloorRequestQueueing
	The UE applies Floor Request Queueing

	10
	The UE supports transmission request queueing
	TS 24.581 [17]
	Rel-14
	pc_MCVideo_TransmissionRequestQueueing
	The UE applies Transmission Request Queueing

	11
	Support of MCData Short Data Service (SDS)
	TS 23.282 [14]
	Rel-14
	pc_MCData_SDS
	

	12
	Support of MCData File Distribution (FD)
	TS 23.282 [14]
	Rel-14
	pc_MCData_FD
	

	NOTE 1:	If the UE behaviour will depend on the availability or not of a pre-established session then both ICS shall be set to TRUE. This applies for ICS pairs 4 and 5, 6 and 7.
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