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[bookmark: _Toc52382250][bookmark: _Toc60687145][bookmark: _Toc68726302][bookmark: _Toc75786224]5.3.4	Generic Test Procedure for MCPTTX CT session establishment/modification without provisional responses other than 100 Trying
5.3.4.1	Initial conditions
As specified in the test case which calls the procedure in its entirety or refers to parts of it.
Within the context of this procedure, MCX refers to MCPTT, MCVideo or MCData.
5.3.4.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.3.4.3	Procedure
Table 5.3.4.3-1: MCXPTT CT session establishment/modification without provisional responses other than 100 Trying
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1a1 describes behaviour that depends on the E-UTRA RRC state at the time the present procedure is called.
	-
	-
	-
	-

	1a1
	IF in RRC_IDLE state, the E-UTRA/EPC actions which are related to the MCXPTT call establishment described in clause 5.4.4 'Generic Test Procedure for MCPTT CT communication in E-UTRA' take place.take place.
Dependent on the MC service calling the procedure the Generic test procedure 5.4.4 for MCPTT, 5.4.4A for MCVideo or 5.4.4B for MCData is executed.
	-
	-
	-
	-

	2
	The SS (MCXPTT Server) sends a SIP INVITE requesting the establishment/modification of an MCPTT call.
	<--
	SIP INVITE
	-
	-

	-
	EXCEPTION: Step 3a1 describes behaviour that depends on the UE implementation; the "lower case letter" identifies a step sequence that take place if the UE responds to a SIP INVITE with a SIP 100 (Trying) 
	-
	-
	-
	-

	3a1
	The UE (MCXPTT client) sends SIP 100 (Trying)
	-->
	SIP 100 (Trying)
	-
	-

	4
	Check: Does the UE (MCXPTT client) respond to the SIP INVITE with SIP 200 (OK)?
	-->
	SIP 200 (OK)
	-
	P

	5
	The SS (MCXPTT server) sends a SIP ACK to acknowledge the session establishment/modification
	<--
	SIP ACK
	-
	-



5.3.4.4	Specific message contents
All message contents are as specified in clause 5.5 with the following clarifications:
none
Table 5.3.4.4-1: SIP 200 (OK) (step 4, Table 5.3.4.3-1)Void
	Derivation Path: Table 5.5.2.17.1.1-1 with condition INVITE-RSP and MCPTT



