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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
· [1] to [30]	(void)
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 36.579-1: "Mission Critical (MC) services over LTE; Part 1: Common test environment".
[3]	Void
[4]	3GPP TS 36.579-4: " Mission Critical (MC) services over LTE; Part 4: Test Applicability and Implementation Conformance Statement (ICS).
[5]	3GPP TS 36.579-5: "Mission Critical (MC) services over LTE; Part 5: Abstract test suite (ATS)".
[6]	3GPP TS 36.523-1: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification".
[7]	Void
[8]	Void
[9]	3GPP TS 24.379: "Mission Critical Push To Talk (MCPTT) call control; Protocol specification".
[10]	3GPP TS 24.380: "Mission Critical Push To Talk (MCPTT) media plane control; Protocol specification ".
[11]	3GPP TS 24.481: "Mission Critical Services (MCS) group management; Protocol specification".
[12]	3GPP TS 24.482: "Mission Critical Services (MCS) identity management; Protocol specification".
[13]	3GPP TS 24.483: "Mission Critical Services (MCS) Management Object (MO)".
[14]	3GPP TS 24.484: "Mission Critical Services (MCS) configuration management; Protocol specification".
[15]	3GPP TS 33.179: " Security of Mission Critical Push To Talk (MCPTT) over LTE".
[16]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[17]	Void
[18]	Void.
[19]	3GPP TS 36.509: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Special conformance testing functions for User Equipment (UE)".
[20]	3GPP TS 36.508: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Common Test Environments for User Equipment (UE) Conformance Testing".
[21]	OpenID Connect 1.0: "OpenID Connect Core 1.0 incorporating errata set 1", http://openid.net/specs/openid-connect-core-1_0.html.
[22]	3GPP TS 33.310: "Network Domain Security (NDS); Authentication Framework (AF)".
[23]	Void
[24]	3GPP TS 36.579-2: "Mission Critical (MC) services over LTE; Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification".
[25]	3GPP TS 36.579-7: "Mission Critical (MC) services over LTE; Part 7: Mission Critical Data (MCData) User Equipment (UE) Protocol conformance specification".
[26]	3GPP TS 24.281: Mission Critical Video (MCVideo) signalling control; Protocol specification".
[27]	3GPP TS 24.581: "Mission Critical Video (MCVideo) media plane control; Protocol specification".
[28]	3GPP TS 23.281: "Functional architecture and information flows to support Mission Critical Video (MCVideo); Stage 2".
[29]	3GPP TS 22.281: "Mission Critical Video over LTE".
[30]	3GPP TS 33.180: "Security of the mission critical service".
[31]	3GPP TS 36.579-6 Release 15: "Mission Critical (MC) services over LTE; Part 6: Mission Critical Video (MCVideo) User Equipment (UE) Protocol conformance specification"
[bookmark: definitions][bookmark: _Toc52787437][bookmark: _Toc52787617]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc52787438][bookmark: _Toc52787618]3.1	Terms
Void
For the purposes of the present document, the terms given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
For the purpose of the present document, the following terms and definitions given in TS 24.281 [26] apply:
An MCVideo user is affiliated to an MCVideo group
An MCVideo user is affiliated to an MCVideo group at an MCVideo client
Affiliation status
Group identity
MCVideo client ID
MCVideo emergency alert state
MCVideo emergency group state
MCVideo emergency group call state
MCVideo emergency private call
MCVideo emergency private call state
MCVideo emergency private priority state
MCVideo imminent peril group call state
MCVideo imminent peril group state
MCVideo private call
MCVideo private emergency alert state
MCVideo video media
Media-transmission control entity
Private call
Remote change of an MCVideo user's selected group
Temporary MCVideo group identity
Trusted mutual aid
Untrusted mutual aid

For the purpose of the present document, the following terms and definitions given in TS 33.180 [30] apply:
Client Server Key (CSK)
Private Call Key (PCK)
Signalling Protection Key (SPK)
XML Protection Key (XPK)
[bookmark: _Toc52787439][bookmark: _Toc52787619]3.2	Symbols
For the purposes of the present document, the following symbols apply:
None.
[bookmark: _Toc52787440][bookmark: _Toc52787620]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
[bookmark: clause4]CSK		Client-Server Key 
ECGI		E-UTRAN Cell Global Identification
FFS		For Further Study
ICS		Implementation Conformance Statement
IPEG		In-Progress Emergency Group
IPEPC		In-Progress Emergency Private Call
IPIG		In-Progress Imminent peril Group
IUT		Implementation Under Test
IXIT		Implementation eXtra Information for Testing
MBMS		Multimedia Broadcast and Multicast Service
MBSFN		Multimedia Broadcast multicast service Single Frequency Network
MC		Mission Critical
MCData		Mission Critical Data
MCPTT		Mission Critical Push To Talk
MCS		Mission Critical Service
MCVideo		Mission Critical Video
MCVideo group ID	MCVideo group Identity
MIME		Multipurpose Internet Mail Extensions
MVEA		MCVideo Emergency Alert
MVEG		MCVideo Emergency Group
MVEGC		MCVideo Emergency Group Call
MVEPC		MCVideo Emergency Private Call
MVEPP		MCVideo Emergency Private Priority
MVES		MCVideo Emergency State
MVIG		MCVideo Imminent peril Group
MVIGC		MCVideo Imminent peril Group Call
MONP		MC service Off-Network Protocol
MVPEA		MCVideo Private Emergency Alert
NAT		Network Address Translation
PCC		Policy and Charging Control
PCCB		Private Call Call-Back
PLMN		Public Land Mobile Network
QCI		QoS Class Identifier
RTP		Real-time Transport Protocol
SAI		Service Area Identifier
SDP		Session Description Protocol
SIP		Session Initiation Protocol
SPK		Signalling Protection Key
SS		System Simulator
SSRC		Synchronization SouRCe
TGI		Temporary MCVideo Group Identity
TMGI		Temporary Mobile Group Identity
TP		Transmission Point
TP		Test Purpose
UE		User Equipment
URI		Uniform Resource Identifier
XPK		XML Protection Key
[bookmark: _Toc52787441][bookmark: _Toc52787621]4	General
[bookmark: _Toc52787442][bookmark: _Toc52787622]4.1	Test methodology
[bookmark: _Toc52787443][bookmark: _Toc52787623]The requirements of the present document are provided in 3GPP TS 36.579-6 Release 15 [31].
4.1.1	Testing of optional functions and procedures
Any function or procedure which is optional, may be subject to a conformance test if it is implemented in the MCVideo Client.
A declaration by the MCVideo Client supplier (to use the Implementation Conformance Statement (ICS) proforma specified in TS 36.579-4 [4]) is used to determine whether an optional function/procedure has been implemented.
[bookmark: _Toc52787444][bookmark: _Toc52787624]4.1.2	Test interfaces and facilities
Detailed descriptions of the MCVideo
Client test interfaces and special facilities for testing are provided in TS 36.509 [19].
[bookmark: _Toc52787445][bookmark: _Toc52787625]4.2	Implicit testing
For some 3GPP MCVideo protocol features conformance is not verified explicitly in the present document. This does not imply that correct functioning of these features is not essential, but that these are implicitly tested to a sufficient degree in tests which are not explicitly dedicated to test the feature.
[bookmark: _Toc52787446][bookmark: _Toc52787626]4.3	Repetition of tests
As a general rule, the test cases specified in the present document are highly reproducible and do not need to be repeated unless otherwise stated.
[bookmark: _Toc52787447][bookmark: _Toc52787627]4.4	Handling of differences between conformance requirements in different releases of cores specifications
The conformance requirements which determine the scope of each test case are explicitly copy-pasted from relevant core specifications in the especially dedicated for this clause of each test with the title 'Conformance requirements'.
NOTE:	When in the copy/pasted text there are references to other specifications the reference numbers will not match the reference numbers used in the present document. This approach has been taken in order to allow easy copy and then search for conformance requirements in those specifications.
When differences between conformance requirements in different releases of the cores specifications have impact on the Pre-test conditions, Test procedure sequence or/and the Specific message contents, the Conformance requirements related to different releases are specified separately with clear indication of the Release of the spec from which they were copied.
When there is no Release indicated for a conformance requirement text, this should be understood either as the Conformance requirements in the latest version of the spec with release = the TC Applicability release (which can be found in TS 36.579-4 [4], Table 4-1: Applicability of tests and additional information for testing, column 'Release'), or, as the Conformance requirements in the latest version of the spec of the release when the feature was introduced to the core specs.
[bookmark: _Toc52787448][bookmark: _Toc52787628]4.5	Reference conditions
The reference environments used by all signalling and protocol tests is specified in TS 36.579-1 [2]. Where a test requires an environment that is different, this will be specified in the test itself.
[bookmark: _Toc52787449][bookmark: _Toc52787629]4.6	Generic setup procedures
A set of basic generic procedures for MCVideo Client-Server communication are described in TS 36.579-1 [2]. These procedures will be used in numerous test cases throughout the present document.
[bookmark: _Toc52787450][bookmark: _Toc52787630]5 to 7	VoidMCVideo Client Configuration
[bookmark: _Toc52787451][bookmark: _Toc52787631]5.1	Configuration / Authentication / User Authorization / UE Configuration / User Profile / Key Generation
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