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<<Start of Change>>
[bookmark: _Toc83580299][bookmark: _Toc84404808][bookmark: _Toc84413417]4.3	Specification suffix information
Unless stated otherwise the following suffixes are used for indicating at 2nd level clause, shown in Table 4.3-1.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO

	E
	V2X

	F
	Shared spectrum channel access

	G
	Tx Diversity (TxD)

	H
	Carrier Aggregation(CA) for UL MIMO



A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffixes A to F) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes A to F) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional clause.
A terminal which supports more than one feature in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly. For a terminal that supports SUL, the current version of the specification assumes the terminal is not configured with UL MIMO on SUL carrier.
For a terminal that supports operation in shared spectrum, the current version of this specification assumes in the uplink sub-bands within a wideband channel shall be contiguously allocated to the UE.  The uplink requirements for one or more non-transmitted sub-bands between two transmitted sub-bands does not form a part of the current version of this specification.
<<End of Change>>



3GPP TSG

-

RAN WG4 Meeting # 

10

1

-

e                              

                              

R4

-

2117708

 

Electronic Meeting, 

1

–

 

12

 

November

, 2021

 

CR

-

Form

-

v

12.

1

 

CHANGE REQUEST

 

 

 

38

.

101

-

1

 

CR

 

0941

 

rev

 

-

 

Current version:

 

1

7

.

3

.0

 

 

 

For 

HELP

 

on using this form

: c

omprehensive instructions can be found at 

 

http://www.3gpp.org/Change

-

Requests

.

 

 

 

Proposed change

 

affects:

 

UICC apps

 

 

ME

 

X

 

Radio Access Network

 

 

Core Network

 

 

 

 

Title:

 

 

CR for 38.101

-

1 to remove UL MIMO restriction for SUL carrier

 

 

 

Source to WG:

 

CMCC

, 

Huawei, HiSilicon

 

Source to TSG:

 

R4

 

 

 

Work item code

:

 

NR_RF_FR1_enh

-

Core

 

 

Date:

 

202

1

-

10

-

21

 

 

 

 

 

 

Category:

 

F

 

 

Release:

 

Rel

-

1

7

 

 

Use 

one

 

of the following categories:

 

F

  

(correction)

 

A

  

(mirror corresponding to a change in an earlier 

 

 

 

 

 

 

 

 

 

 

 

 

 

release)

 

B

  

(addition of feature), 

 

C

  

(functional modification of feature)

 

D

  

(editorial modification)

 

Detailed explanations of the above categories can

 

be found in 3GPP 

TR 21.900

.

 

Use 

one

 

of the following releases:

 

Rel

-

8

 

(Release 8)

 

Rel

-

9

 

(Release 9)

 

Rel

-

10

 

(Release 10)

 

Rel

-

11

 

(Release 11)

 

…

 

Rel

-

15

 

(Release 15)

 

Rel

-

16

 

(Release 16)

 

Rel

-

17

 

(Release 17)

 

Rel

-

18

 

(Release 18)

 

 

 

Reason for change:

 

Based on the agreement in 

R4

-

2016909

, RAN4 agreed to 

remove the 

restrictions on 

configuring UL MIMO for SUL bands

. As agreed CR 

R4

-

2100799

, UL MIMO has been introduced for SUL bands. The restriction on 

UL MIMO in clause 4.3 should be removed for SUL bands.

 

 

 

Summary of change

:

 

1.

 

T

o remove the restrictions on configuring UL MIMO for 

SUL bands

 

in 

clause 4.3

.

 

 

 

Consequences if not 

approved:

 

The restriction on UL MIMO for SUL bands in clause 4.3 

is not aligned with 

RAN4’s agreement

.

 

 

 

Clauses affected:

 

4

.3

 

 

 

 

Y

 

N

 

 

 

Other specs

 

 

X

 

 

Other core specifications

 

 

TS/TR ... CR ... 

 

affected:

 

X

 

 

 

Test specifications

 

TS

 

38.521

-

3

 

(show 

related 

CR

s

)

 

 

X

 

 

O&M Specifications

 

TS

/TR ... CR ... 

 

 

 

Other comments:

 

 

 

 

This CR's revision history:

 

 

 

 

