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---Start of changes---
[bookmark: _Hlk80685309][bookmark: _Hlk87528426][bookmark: _Hlk87527747]The configuration tables for CA describe Bandwidth Combination Sets. Bandwidth Combination Set 4 and 5 contain all possible defined channel bandwidths for each band in the combination. The fact that BCS4 and BCS5 contain all channel bandwidths for each band does not alter if a bandwidth is mandatory or optional for a given band. Bandwidths that are identified as optional in Table 5.3.5-1 for a given release are still optional for UEs that support BCS4 or BCS5, where the bandwidths the UE supports for each band, the maximum bandwidth and/or minimum bandwidth for the band in the band combination are indicated in the UE capabilities. Note that the minimum bandwidth is indicated only in BCS5. For inter-band CA combinations including FR1 intra-band CA and with BCS4 or BCS5, the Bandwidth Combination Sets for the FR1 intra-band CA are BCS4 or BCS5.

[bookmark: _Toc29801708][bookmark: _Toc29802132][bookmark: _Toc29802757][bookmark: _Toc36107499][bookmark: _Toc37251258][bookmark: _Toc45888057][bookmark: _Toc45888656][bookmark: _Toc61367297][bookmark: _Toc61372680][bookmark: _Toc68230620][bookmark: _Toc69084033][bookmark: _Toc75467040][bookmark: _Toc76509062][bookmark: _Toc76718052][bookmark: _Toc83580362][bookmark: _Toc84404871][bookmark: _Toc84413480]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n7B
	CA_n7B
	10
	10, 15, 20, 30, 40
	
	
	
	50
	0

	
	
	15
	15, 20, 30
	
	
	
	
	

	
	
	20
	20, 30
	
	
	
	
	

	CA_n40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	CA_n41B
	CA_n41B
	10, 20, 30, 40, 50
	10, 20, 30, 40, 50
	
	
	
	100
	0

	CA_n41C
	CA_n41C
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10
	100
	
	
	
	190
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	
	50, 60, 80, 90
	60, 80, 90, 100
	
	
	
	
	

	
	
	10
	100
	
	
	
	190
	2

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	30, 40
	80, 90, 100
	
	
	
	
	

	
	
	50, 60, 80, 90
	60, 80, 90, 100
	
	
	
	
	

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	190
	4 and 5

	CA_n46B
	-
	20, 40, 60
	20, 40
	
	
	
	100
	0

	CA_n46C
	-
	60, 80
	60, 80
	
	
	
	160
	0

	CA_n46D
	-
	60, 80
	80
	80
	
	
	240
	0

	CA_n46M
	-
	20, 40, 60
	20, 40
	20, 40
	
	
	140
	0

	CA_n46N
	-
	20, 40, 80
	20, 40
	20, 40
	20, 40
	
	200
	0

	CA_n46O
	-
	20, 60
	20, 40
	20, 40
	20, 40
	20, 40
	220
	0

	CA_n48B
	CA_n48B
	5
	15, 20
	
	
	
	40
	0

	
	
	10, 15, 20
	10, 15, 20
	
	
	
	
	

	
	
	15, 20
	15, 20
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90
	
	
	
	100
	2

	CA_n48C
	-
	10
	100
	
	
	
	140
	0

	
	
	15
	90,100
	
	
	
	
	

	
	
	20
	90, 100
	
	
	
	
	

	
	
	40
	80, 90, 100
	
	
	
	
	

	
	-
	10, 15, 20, 30, 40
	70, 80, 90, 100
	
	
	
	140
	1

	CA_n66B
	-
	5 1
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	15, 20
	
	
	
	
	

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	10
	20
	
	
	
	35
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	5, 10, 15
	15, 20
	
	
	
	35
	2

	CA_n77C
	CA_n77C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10
	100
	
	
	
	200
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	25, 30
	80, 90, 100
	
	
	
	
	

	
	
	40
	70, 80, 90, 100
	
	
	
	
	

	
	
	50, 60, 70, 80, 90, 100
	60, 70, 80, 90, 100
	
	
	
	
	

	CA_n77D
	-
	100
	100
	100
	
	
	300
	0

	CA_n78B
	-
	20
	50
	
	
	
	70
	0

	CA_n78C

	CA_n78C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	
	
	10
	100
	
	
	
	200
	1

	
	
	15, 20
	90, 100
	
	
	
	
	

	
	
	25, 30
	80, 90, 100
	
	
	
	
	

	
	
	40
	70, 80, 90, 100
	
	
	
	
	

	
	
	50, 60, 70, 80, 90, 100
	60, 70, 80, 90, 100
	
	
	
	
	

	CA_n78D
	-
	100
	100
	100
	
	
	300
	0

	CA_n79C
	CA_n79C
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n79D
	-
	100
	100
	100
	
	
	300
	0

	NOTE 1:	5 MHz is not applicable for 30/60 kHz SCS.
NOTE 2:	The aggregated bandwidth must be greater than or equal to the minimum for the bandwidth class defined in Table 5.3A.5-1, and smaller than or equal to the maximum aggregated bandwidth




[bookmark: _Toc21344225][bookmark: _Toc29801709][bookmark: _Toc29802133][bookmark: _Toc29802758][bookmark: _Toc36107500][bookmark: _Toc37251259][bookmark: _Toc45888058][bookmark: _Toc45888657]Table 5.5A.1-2: Void
[bookmark: _Toc61367298][bookmark: _Toc61372681][bookmark: _Toc68230621][bookmark: _Toc69084034][bookmark: _Toc75467041][bookmark: _Toc76509063][bookmark: _Toc76718053][bookmark: _Toc83580363][bookmark: _Toc84404872][bookmark: _Toc84413481]5.5A.2	Configurations for intra-band non-contiguous CA
Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink Configurations
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n2(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n3(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n5(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	25
	0

	CA_n7(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n25(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n41(2A)
	CA_n41(2A)
	40, 50, 60, 80, 100
	40, 50, 60, 80, 100
	
	
	180
	0

	
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	190
	1

	
	-
	10, 15, 20, 30, 40, 50, 60, 80, 90
	15, 20, 30, 40, 50, 60, 80, 90, 100
	
	
	190
	2

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	190
	4 and 5

	CA_n48(2A)
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	1402
	1

	CA_n48(3A)
	-
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	1402
	1

	CA_n48(4A)
	-
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1352
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1352
	1

	CA_n66(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	
	60
	0

	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	80
	1

	
	
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	
	80
	2

	CA_n66(3A)
	-
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	80
	0

	CA_n71(2A)
	-
	5,10, 15, 20
	5,10,15, 20
	
	
	30
	0

	CA_n77(2A)
	CA_n77(2A)
	20, 40, 80, 100
	20, 40, 80, 100
	
	
	200
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	1

	CA_n77(3A)
	-
	20, 40, 80, 100
	20, 40, 80, 100
	20, 40, 80, 100
	
	300
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	300
	1

	CA_n78(2A)
	CA_n78(2A)
	10, 20, 40, 50, 60, 80, 90, 100
	10, 20, 40, 50, 60, 80, 90, 100
	
	
	200
	0

	
	
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	
	
	200
	1

	
	
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	2

	NOTE 1:	Void.
NOTE 2:	Parameter value accounts for both, the maximum frequency range of band n48 (150 MHz), and the minimum frequency gaps in between NR non-contiguous component carriers.





Table 5.5A.2-2: NR CA configurations and bandwidth combination sets defined for mixed intra-band contiguous and non-contiguous CA
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n48(A-B)
	CA_n48B
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	CA_n48B
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	1

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	

	CA_n48(A-C)
	-
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	-
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	1

	
	
	n48
	See CA_n48C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink






[bookmark: _Toc21344226][bookmark: _Toc29801710][bookmark: _Toc29802134][bookmark: _Toc29802759][bookmark: _Toc36107501][bookmark: _Toc37251260][bookmark: _Toc45888059][bookmark: _Toc45888658][bookmark: _Toc61367299][bookmark: _Toc61372682][bookmark: _Toc68230622][bookmark: _Toc69084035][bookmark: _Toc75467042][bookmark: _Toc76509064][bookmark: _Toc76718054][bookmark: _Toc83580364][bookmark: _Toc84404873][bookmark: _Toc84413482]5.5A.3	Configurations for inter-band CA
Table 5.5A.3-1: Void
Table 5.5A.3-2: Void
Table 5.5A.3-3: Void
[bookmark: _Toc83580365][bookmark: _Toc84404874][bookmark: _Toc84413483]5.5A.3.1	Configurations for inter-band CA (two bands)


[bookmark: _Toc45888061][bookmark: _Toc45888660][bookmark: _Toc61367301][bookmark: _Toc61372684][bookmark: _Toc68230624][bookmark: _Toc69084037][bookmark: _Toc75467044][bookmark: _Toc76509066][bookmark: _Toc76718056]Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n1A-n3A
	CA_n1A-n3A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1B-n3A
	CA_n1A-n3A
	n1
	See CA_n1B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	
	n1
	See CA_n1B Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1A-n3(2A)
	CA_n1A-n3A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n3
	See CA_n3(2A) bandwidth combination set 0 in Table 5.5A.2-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n3
	See CA_n3(2A) bandwidth combination set 0 in Table 5.5A.2-1
	

	CA_n1A-n5A
	CA_n1A-n5A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n7A
	CA_n1A-n7A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n1A-n7B
	CA_n1A-n7A
CA_n7B

	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1A-n8A
	CA_n1A-n8A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n18A
	CA_n1A-n18A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n20A
	-
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n28A
	CA_n1A-n28A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n40A
	CA_n1A-n40A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	CA_n1A-n40B
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	See CA_n40B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1A-n41A
	CA_n1A-n41A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n74A
	CA_n1A-n74A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n77A
	CA_n1A-n77A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n77(2A)
	CA_n1A-n77A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	2

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	3

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	2

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n1A-n78C
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	2

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1A-n79A
	CA_n1A-n79A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n1A-n79C
	CA_n1A-n79A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n2A-n5A
	CA_n2A-n5A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n2A-n5B
	CA_n2A-n5A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n5
	See CA_n5B Bandwidth Combination Set 0 in Table 5.5A.1-1 
	

	CA_n2(2A)-n5A
	CA_n2A-n5A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n2A-n7A
	CA_n2A-n7A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n2A-n7(2A)
	CA_n2A-n7A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n2A-n12A
	CA_n2A-n12A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n2A-n14A
	CA_n2A-n14A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n2(2A)-n14A
	CA_n2A-n14A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n2A-n30A
	CA_n2A-n30A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n2(2A)-n30A
	CA_n2A-n30A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n2A-n48A
	CA_n2A-n48A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	

	CA_n2A-n48B
	CA_n2A-n48A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n2A-n48C
	CA_n2A-n48A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n2A-n48(2A)
	CA_n2A-n48A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n2A-n48(A-B)
	CA_n2A-n48A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(A-B) Bandwidth Combination Set 0 in Table 5.5A.2-2
	

	
	
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n48
	See CA_n48(A-B) Bandwidth Combination Set 1 in Table 5.5A.2-2
	

	CA_n2A-n48(A-C)
	CA_n2A-n48A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(A-C) Bandwidth Combination Set 0 in Table 5.5A.2-2
	

	CA_n2A-n66A
	-
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	CA_n2A-n66A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n2(2A)-n66A
	CA_n2A-n66A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n2A-n66(2A)
	CA_n2A-n66A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n2(2A)-n66(2A)
	CA_n2A-n66A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n2(2A)-n66(3A)
	CA_n2A-n66A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	See CA_n66(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n2A-n66(3A)
	CA_n2A-n66A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n2A-n66B
	CA_n2A-n66A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n2A-n77A
	CA_n2A-n77A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n2A-n77(2A)
	CA_n2A-n77A
CA_n77(2A)7
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n2A-n77C
	CA_n2A-n77A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n2(2A)-n77A
	CA_n2A-n77A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n2(2A)-n77(2A)
	CA_n2A-n77A
CA_n77(2A)7
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n2(2A)-n77C
	CA_n2A-n77A
	n2
	See CA_n2(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n2A-n78A
	CA_n2A-n78A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n2A-n78(2A)
	CA_n2A-n78A
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n2
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n3A-n5A
	CA_n3A-n5A
	n3
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n7A
	CA_n3A-n7A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n3A-n7B
	CA_n3A-n7A
CA_n7B
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n3A-n8A
	CA_n3A-n8A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n18A
	CA_n3A-n18A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n20A
	-
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n28A
	CA_n3A-n28A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n34A
	CA_n3A-n34A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n34
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n38A
	CA_n3A-n38A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n38
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	CA_n3A-n40A
	CA_n3A-n40A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	CA_n3A-n41A
	CA_n3A-n41A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	2

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n3A-n41C
	CA_n3A-n41A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n3A-n41(2A)
	CA_n3A-n41A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n3A-n74A
	CA_n3A-n74A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n77A
	CA_n3A-n77A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n3A-n77(2A)
	CA_n77(2A)
CA_n3A-n77A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n3A-n77(3A)
	CA_n3A-n77A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n3A-n78A
	CA_n3A-n78A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n3A-n78C
	CA_n3A-n78A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n3A-n78(2A)
	CA_n3A-n78A
CA_n78(2A)
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	CA_n3A-n78A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n3A-n79A
	CA_n3A-n79A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n3A-n79C
	CA_n3A-n79A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n5A-n7A
	CA_n5A-n7A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n5A-n7B
	CA_n5A-n7A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n5A-n12A
	CA_n5A-n12A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n5A-n14A
	CA_n5A-n14A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n5A-n25A
	CA_n5A-n25A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n5A-n25(2A)
	CA_n5A-n25A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n5A-n30A
	CA_n5A-n30A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n5A-n48A
	CA_n5A-n48A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n5A-n48(2A)
	CA_n5A-n48A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in 38.101-1
	

	CA_n5A-n48B
	CA_n5A-n48A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1 in 38.101-1
	

	CA_n5A-n48C
	CA_n5A-n48A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1 in 38.101-1
	

	CA_n5A-n48(A-B)
	CA_n5A-n48A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(A-B) Bandwidth Combination Set 0 in Table 5.5A.2-2
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n48
	See CA_n48(A-B) Bandwidth Combination Set 1 in Table 5.5A.2-2
	

	CA_n5A-n66A
	CA_n5A-n66A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n5A-n66(2A)
	CA_n5A-n66A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1 
	

	CA_n5A-n66(3A)
	CA_n5A-n66A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n5A-n77A
	CA_n5A-n77A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n5A-n77(2A)
	CA_n5A-n77A
CA_n77(2A)
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n5(2A)-n77A
	CA_n5A-n77A
	n5
	See CA_n5(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n5A-n77C
	CA_n5A-n77A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n5(2A)-n77C
	CA_n5A-n77A
	n5
	See CA_n5(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n5
	See CA_n5(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n5B-n77A
	CA_n5A-n77A
	n5
	See CA_n5B Bandwidth Combination Set 0 in Table 5.5A.1-1 
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n5B-n77C
	CA_n5A-n77A
	n5
	See CA_n5B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n5
	See CA_n5B Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n5A-n78A
	CA_n5A-n78A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n5A-n78(2A)
	CA_n5A-n78A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n5A-n78C
	CA_n5A-n78A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n5A-n79A
	CA_n5A-n79A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n5A-n79C
	CA_n5A-n79A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n7A-n25A
	CA_n7A-n25A
	n7
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n7A-n25(2A)
	CA_n7A-n25A
	n7
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n7(2A)-n25A
	CA_n7A-n25A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n7(2A)-n25(2A)
	CA_n7A-n25A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n7A-n28A
	CA_n7A-n28A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n7B-n28A
	CA_n7A-n28A
CA_n7B
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n7A-n66A
	CA_n7A-n66A
	n7
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n7A-n66(2A)
	CA_n7A-n66A
	n7
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n7(2A)-n66A
	CA_n7A-n66A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n7(2A)-n66(2A)
	CA_n7A-n66A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n7A-n77A
	CA_n7A-n77A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n7(2A)-n77A
	CA_n7A-n77A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n7A-n77(2A)
	CA_n7A-n77A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n7(2A)-n77(2A)
	CA_n7A-n77A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n7A-n78A
	CA_n7A-n78A
	n7
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n7B-n78A
	CA_n7A-n78A
CA_n7B
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n7A-n78(2A)
	CA_n7A-n78A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n7(2A)-n78A
	CA_n7A-n78A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n7(2A)-n78(2A)
	CA_n7A-n78A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n8A-n20A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n8A-n28A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n8A-n34A
	CA_n8A-n34A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n34
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n8A-n39A
	CA_n8A-n39A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n8A-n40A
	CA_n8A-n40A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	CA_n8A-n41A
	CA_n8A-n41A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	
	

	CA_n8A-n75A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n8A-n77A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n8A-n77(2A)
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n8A-n78(2A)
	CA_n8A-n78A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n8A-n79A
	CA_n8A-n79A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n12A-n25A
	-
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n12A-n30A
	CA_n12A-n30A
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n12A-n48A
	-
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	
	10
	15
	20
	
	30
	40
	
	
	
	
	
	
	

	CA_n12A-n66A
	CA_n12A-n66A
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	CA_n12A-n71A
	-
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n12A-n77A
	CA_n12A-n77A
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	

	CA_n12A-n77(2A)
	CA_n12A-n77A
	n12
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n13A-n25A
	CA_n13A-n25A
	n13
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n13A-n66A
	CA_n13A-n66A
	n13
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n13
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n13A-n77A
	CA_n13A-n77A
	n13
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	

	CA_n14A-n30A
	CA_n14A-n30A
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n14A-n66A
	CA_n14A-n66A
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n14A-n66(2A)
	CA_n14A-n66A
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n14A-n66(3A)
	CA_n14A-n66A
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n14A-n77A
	CA_n14A-n77A
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	

	CA_n14A-n77(2A)
	CA_n14A-n77A
	n14
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n18A-n28A
	CA_n18A-n28A
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n18A-n41A
	CA_n18A-n41A
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n18A-n74A
	CA_n18A-n74A
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n18A-n77A
	CA_n18A-n77A
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n18A-n78A
	CA_n18A-n78A
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n20A-n28A
	CA_n20A-n28A
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n20A-n75A
	-
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n20A-n78A
	CA_n20A-n78A
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n24A-n41A
	CA_n24A-n41A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n24A-n48A
	CA_n24A-n48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n24A-n48B
	CA_n24A-n48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n24A-n48(3A)
	CA_n24A-n48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n24A-n77A
	CA_n24A-n77A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	 
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n24A-n77C
	CA_n24A-n77A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n24A-n77(2A)
	CA_n24A-n77A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n25A-n29A
	-
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n25A-n38A
	CA_n25A-n38A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n38
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n25(2A)-n38A
	CA_n25A-n38A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n38
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n25A-n41A
	CA_n25A-n41A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25(2A)-n41A
	CA_n25A-n41A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n25A-n41C
	CA_n25A-n41A
CA_n41C
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n25A-n41(2A)
	CA_n25A-n41A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n25A-n46A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	

	CA_n25A-n48A
	CA_n25A-n48A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n25A-n48(2A)
	CA_n25A-n48A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n25A-n48C
	CA_n25A-n48A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n25A-n66A
	CA_n25A-n66A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	30
	40
	
	
	
	
	
	
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n25A-n66(2A)
	CA_n25A-n66A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n25(2A)-n66A
	CA_n25A-n66A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	
	10
	15
	20
	
	30
	40
	
	
	
	
	
	
	

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n25(2A)-n66(2A)
	CA_n25A-n66A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n25A-n71A
	CA_n25A-n71A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n25A-n71B
	CA_n25A-n71A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n25A-n71(2A)
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	CA_n25A-n71A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n25A-n77A
	CA_n25A-n77A
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n78A
	CA_n25A-n78A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n78(2A)
	CA_n25A-n78A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n25(2A)-n78A
	CA_n25A-n78A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25(2A)-n78(2A)
	CA_n25A-n78A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n26A-n66A
	CA_n26A-n66A
	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n26A-n66(2A)

	CA_n26A-n66A

	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n26A-n70A
	CA_n26A-n70A
	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n28A-n40A
	CA_n28A-n40A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	CA_n28A-n40B
	-
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	See CA_n40B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n28A-n41A
	CA_n28A-n41A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n41C
	CA_n28A-n41A
CA_n41C
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n28A-n46A
	CA_n28A-n46A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	

	CA_n28A-n46C
	CA_n28A-n46A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n28A-n46D
	CA_n28A-n46A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n28A-n50A
	CA_n28A-n50A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n50
	5
	10
	15
	20
	
	
	40
	50
	60
	
	801
	
	
	

	CA_n28A-n71A
	-
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n28A-n74A
	CA_n28A-n74A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n28A-n75A
	-
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	-
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n75
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n28A-n77A
	CA_n28A-n77A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n77(2A)
	CA_n77(2A)
CA_n28A-n77A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n28A-n77(3A)
	CA_n28A-n77A
	n28
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n28A-n78A
	CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n28A-n78(2A)
	CA_n78(2A)
CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n28A-n79A
	CA_n28A-n79A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n29A-n66A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n29A-n66B
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n29A-n66(2A)
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	1

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n29A-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n30A-n66A
	CA_n30A-n66A
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n30A-n66(2A)
	CA_n30A-n66A
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n30A-n66(3A)
	CA_n30A-n66A
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n30A-n77A
	CA_n30A-n77A
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	

	CA_n30A-n77(2A)
	CA_n77(2A)
CA_n30A-n77A
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n34A-n40A
	CA_n34A-n40A
	n34
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	CA_n34A-n79A
	CA_n34A-n79A
	n34
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n38A-n66A
	CA_n38A-n66A
	n38
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	30
	40
	
	
	
	
	
	
	

	
	
	n38
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n38A-n66(2A)
	CA_n38A-n66A
	n38
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n38
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n38A-n78A
	CA_n38A-n78A
	n38
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n38
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n38A-n78(2A)
	CA_n38A-n78A
	n38
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n38
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n39A-n40A
	CA_n39A-n40A
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	CA_n39A-n41A
	CA_n39A-n41A
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n39A-n41C
	CA_n39A-n41A
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n39A-n41(2A)
	CA_n39A-n41A
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n39A-n79A
	CA_n39A-n79A
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n40A-n41A
	CA_n40A-n41A
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	
	

	CA_n40A-n41C
	CA_n41C
CA_n40A-n41A
	n40
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth combination Set 0 in Table 5.5A.2-1
	

	CA_n40A-n78A
	CA_n40A-n78A
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n40B-n78A
	-
	n40
	See CA_n40B Bandwidth combination Set 0 in Table 5.5A.2-1
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n40A-n78(2A)
	CA_n40A-n78A
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n40A-n79A
	CA_n40A-n79A
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n41A-n50A
	CA_n41A-n50A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n50
	5
	10
	15
	20
	
	
	40
	50
	60
	
	801
	
	
	

	CA_n41A-n66A
	CA_n41A-n66A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	See n41 and n66 channel bandwidths in Table 5.3.5-1 for each carrier
	

	CA_n41(2A)-n66A
	-
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 inTable 5.5A.2-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	CA_n41A-n66A
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66(2A)
	CA_n41A-n66A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	1

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in inTable 5.5A.2-1
	

	CA_n41C-n66A
	-
	n41
	See CA_n41C Bandwidth Combination Set 0 in  Table 5.5A.1-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	CA_n41C
CA_n41A-n66A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n41
	CA_n41C BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n71A
	CA_n41A-n71A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n41A-n71B
	CA_n41A-n71A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n71
	See CA_n71B Bandwidth Combination Set 0 in  Table 5.5A.1-1
	

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	
	n71
	See CA_n71B Bandwidth Combination Set 2 in  Table 5.5A.1-1
	

	CA_n41A-n71(2A)
	CA_n41A-n71A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in  Table 5.5A.1-1
	

	CA_n41C-n71A
	CA_n41C
CA_n41A-n71A
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	1

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n41C-n71(2A)
	CA_n41A-n71A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n41(2A)-n71A
	CA_n41A-n71A
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n41(2A)-n71(2A)
	CA_n41A-n71A
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n41(2A)-n71B
	CA_n41A-n71A
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in  Table 5.5A.2-1
	0

	
	
	n71
	See CA_n71B Bandwidth Combination Set 0 in  Table 5.5A.1-1
	

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in  Table 5.5A.2-1
	1

	
	
	n71
	See CA_n71B Bandwidth Combination Set 2 in  Table 5.5A.1-1
	

	CA_n41C-n71B
	CA_n41A-n71A
	n41
	See CA_n41C Bandwidth Combination Set 0 in  Table 5.5A.1-1
	0

	
	
	n71
	See CA_n71B Bandwidth Combination Set 0 in  Table 5.5A.1-1
	

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in  Table 5.5A.1-1
	1

	
	
	n71
	See CA_n71B Bandwidth Combination Set 2 in  Table 5.5A.1-1
	

	CA_n41A-n74A
	CA_n41A-n74A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n41A-n77A
	CA_n41A-n77A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n41(2A)-n77A
	CA_n41A-n77A
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n41C-n77A
	CA_n41A-n77A
CA_n41C
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n41A-n77(2A)
	CA_n41A-n77A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n41A-n77(3A)
	CA_n41A-n77A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n77
	See CA_n77(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n41A-n78A
	CA_n41A-n78A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n41A-n78(2A)
	CA_n41A-n78A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n41A-n79A
	CA_n41A-n79A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	
	1

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n41C-n79A
	CA_n41A-n79A
CA_n41C
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n46A-n48A
	CA_n46A-n48A
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	1

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	

	CA_n46B-n48A
	CA_n46A-n48A
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	

	CA_n46C-n48A
	CA_n46A-n48A
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	

	CA_n46D-n48A
	CA_n46A-n48A
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	

	CA_n46N-n48A
	CA_n46A-n48A
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	

	CA_n46A-n48B
	CA_n46A-n48A
CA_n46A-n48B
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46A-n48C
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46B-n48B
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46B-n48C
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46C-n48B
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46C-n48C
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46D-n48B
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46D-n48C
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46N-n48B
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46N-n48C
	CA_n46A-n48A 
CA_n46A-n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46A-n66A
	-
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n46A-n78A
	CA_n46A-n78A
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n46C-n78A
	CA_n46A-n78A
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n46D-n78A
	CA_n46A-n78A
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n48A-n53A
	-
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n53
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n48(2A)-n53A
	-
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n53
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n48A-n66A
	CA_n48A-n66A
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	2

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48B-n66A
	CA_n48A-n66A

	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 1 in Table 5.5A.1-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	2

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48B-n66(2A)
	CA_n48A-n66A
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48C-n66A
	CA_n48A-n66A

	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	2

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48(2A)-n66(2A)
	CA_n48A-n66A
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48(A-B)-n66A
	CA_n48A-n66A
	n48
	See CA_n48(A-B) Bandwidth Combination Set 0 in Table 5.5A.2-2
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(A-B) Bandwidth Combination Set 1 in Table 5.5A.2-2
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48(A-C)-n66A
	CA_n48A-n66A
	n48
	See CA_n48(A-C) Bandwidth Combination Set 0 in Table 5.5A.2-2
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(A-C) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48A-n70A
	CA_n48A-n70A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n48(2A)-n70A
	CA_n48A-n70A
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n70
	5
	10
	15
	20
	25
	
	
	
	
	
	
	
	
	

	CA_n48B-n70A
	CA_n48A-n70A
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n48A-n71A
	CA_n48A-n71A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48A-n71A(2A)
	CA_n48A-n71A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48(2A)-n71A
	CA_n48A-n71A
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48(2A)-n71A(2A)
	CA_n48A-n71A
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48(3A)-n71A
	CA_n48A-n71A
	n48
	See CA_n48(3A) Bandwidth Combination Set 0 in Table 5.5A.2-1 
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48(4A)-n71A
	CA_n48A-n71A
	n48
	See CA_n48(4A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48B-n71A
	CA_n48A-n71A
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48B-n71A(2A)
	CA_n48A-n71A
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48C-n71A
	CA_n48A-n71A
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1 
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48A-n77A
	-
	n48
	5
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n48A-n77C
	-
	n48
	5
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n48
	5
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n48(2A)-n77A
	-
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n48(2A)-n77C
	-
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	2

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	3

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n48B-n77A
	-
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 1 in Table 5.5A.1-1
	1

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	2

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n48B-n77C
	-
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	2

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	3

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n48(A-B)-n77A
	-
	n48
	See CA_n48(A-B) Bandwidth Combination Set 0 in Table 5.5A.2-2
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n48
	See CA_n48(A-B) Bandwidth Combination Set 1 in Table 5.5A.2-2
	1

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n50A-n78A
	CA_n50A-n78A
	n50
	5
	10
	15
	20
	
	30
	40
	50
	60
	
	801
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n66A-n70A
	-
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66B-n70A
	-
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A
	-
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66A-n71B
	CA_n66A-n71A
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n66A-n71(2A)
	-
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	CA_n66A-n71A
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n66B-n71A
	CA_n66A-n71A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66A-n77A

	CA_n66A-n77A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n66(2A)-n77A
	CA_n66A-n77A
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n66A-n77(2A)
	CA_n66A-n77A
CA_n77(2A)
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n66(2A)-n77(2A)
	CA_n66A-n77A
CA_n77(2A)
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n66A-n77C
	CA_n66A-n77A
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n66(2A)-n77C
	CA_n66A-n77A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n66B-n77A
	CA_n66A-n77A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n66B-n77C
	CA_n66A-n77A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	1

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n66A-n78A
	CA_n66A-n78A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n66A-n78(2A)
	CA_n66A-n78A
	n66
	5
	10
	15
	20
	
	30
	40
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n66(2A)-n78A
	CA_n66A-n78A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0  in Table 5.5A.2-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n66(2A)-n78(2A)
	CA_n66A-n78A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n70A-n71A
	CA_n70A-n71A
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n70A-n71A(2A)
	CA_n70A-n71A
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n71A-n77A
	CA_n71A-n77A
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n71A-n77(2A)
	CA_n71A-n77A
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n71A-n78A
	CA_n71A-n78A
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n71A-n78(2A)
	CA_n71A-n78A
	n71
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n74A-n77A
	CA_n74A-n77A
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n74A-n78A
	CA_n74A-n78A
	n74
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n75A-n78A
	-
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n75A-n78(2A)
	-
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n76A-n78A
	-
	n76
	5
	
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n77A-n78A2
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n77A-n79A
	CA_n77A-n79A
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n77(2A)-n79A
	CA_n77A-n79A
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n78A-n79A
	CA_n78A-n79A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	1

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n78(2A)-n79A
	CA_n78A-n79A
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n78A-n92A
	CA_n78A-n92A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n92
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n78(2A)-n92A
	CA_n78A-n92A
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n92
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification.
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration
NOTE 7:	Limited to operation at 3450-3550 MHz and 3700–3980 MHz


---End of changes---
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