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	Reason for change:
	
Last RAN3#113-e meeting agreed to support direct data forwarding indication for intra-5GS system handover, as follows. 
· Support the direct forwarding indication with the intra-NR system case, upon SA2 agreements if any impact on SA2 identified

In the disaggregated node case, last RAN3#113-e meeting agreed to introduce the Direct Forwarding Path Availability IE with the “inter-system direct path available” codepoint, so that the target gNB-CU-UP can assign the UP Transport Layer Information for inter-system direct data forwarding. Then another codepoint “intra-system direct path available” is need for intra-system handover with direct data forwarding. 


	
	

	Summary of change:
	· Add the codepoint “intra-system direct path available” in the Direct Forwarding Path Availability IE for intra-system handover. 
 
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the NG based handover.



	
	

	Consequences if not approved:
	The target CU-UP node is not able to assign the approriate TNL addresses for direct data forwarding in case of intra-system handover. 
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The purpose of the Bearer Context Setup procedure is to allow the gNB-CU-CP to establish a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
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Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.

<Unchanged Text Omitted>
If the Additional Handover Information IE is included in the BEARER CONTEXT SETUP REQUEST message and set to “Discard PDCP SN”, the gNB-CU-UP shall, if supported, remove the forwarded PDCP SNs if received in the forwarded GTP-U packets, and deliver the forwarded PDCP SDUs to the UE, as specified in TS 38.300 [8].
If the Ignore Mapping Rule Indication IE is contained within the DRB To Setup List IE for a DRB in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, ignore the QoS flow mapping information indicated by the QoS Flows Information To Be Setup IE for the concerned DRB.
If the Direct Forwarding Path Availability IE set to "inter-system direct path available" is included in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, assign the UP Transport Layer Information for inter-system direct data forwarding from the appropriate address space, if applicable.
If the Direct Forwarding Path Availability IE set to “intra-system direct path available” is included in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, assign the UP Transport Layer Information for intra-system direct data forwarding from the appropriate address space, if applicable.
If the gNB-CU-UP UE E1AP ID IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP may use it to identify the UE context as specified in TS 38.401 [2].

<Unchanged Text Omitted>

[bookmark: _Toc81380682]9.3.1.98	Direct Forwarding Path Availability
This IE indicates whether a direct forwarding path is available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Direct Forwarding Path Availability
	M
	
	ENUMERATED (inter-system direct path available, …, intra-system direct path available) 
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<Unchanged Text Omitted>
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }


<Unchanged Text Omitted>

DirectForwardingPathAvailability ::= ENUMERATED {
	inter-system-direct-path-available,
	...,
	intra-system-direct-path-available
}
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