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[bookmark: OLE_LINK61]<<Start of Change1>>
[bookmark: _Toc45888146][bookmark: _Toc45888745][bookmark: _Toc61367390][bookmark: _Toc61372773][bookmark: _Toc68230714][bookmark: _Toc69084127][bookmark: _Toc75467137][bookmark: _Toc76509159][bookmark: _Toc76718149][bookmark: _Toc83580459][bookmark: _Toc84404968][bookmark: _Toc84413577]6.2E.1.1	General
When NR V2X UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the allowed NR V2X UE maximum output power is specified in Table 6.2.1-1 in clause 6.2.1.
When a UE is configured for NR V2X sidelink transmissions in NR Band n47, the V2X UE shall meet the following additional requirements for transmission within the frequency ranges 5855-5925 MHz:
-	The maximum mean power spectral density shall be restricted to 23 dBm/MHz EIRP when the network signaling value NS_33 is indicated.
where the network signaling values are specified in clause 6.2E.3.
NOTE:	The PSD limit in EIRP shall be converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
For NR V2X UE supporting SL MIMO, the maximum output power requirements in Table 6.2E.1.1-1 shall be met with the SL MIMO configurations specified in Table 6.2D.1-2. The maximum output power is defined as the sum of the maximum output power from each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms).
Table 6.2E.1.1-1: NR V2X UE Power Class for SL-MIMO
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n38
	
	
	
	
	23
	+2/-3
	
	

	[bookmark: _Hlk85623221]n47
	
	
	26
	+2/-3
	23
	+2/-3
	
	



If the UE transmits on one antenna connector at a time, the requirements in Table 6.2.1-1 shall apply to the active antenna connector.
<<End of Change1>>

<<Start of Change2>>
[bookmark: OLE_LINK63][bookmark: OLE_LINK62][bookmark: _Toc45888150][bookmark: _Toc45888749][bookmark: _Toc61367394][bookmark: _Toc61372777][bookmark: _Toc68230718][bookmark: _Toc69084131][bookmark: _Toc75467141][bookmark: _Toc76509163][bookmark: _Toc76718153][bookmark: _Toc83580463][bookmark: _Toc84404972][bookmark: _Toc84413581]6.2E.2.2	MPR for Power class 3 V2X UE
[bookmark: OLE_LINK72]For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power for NR V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2E.2.2-1 for Power class 3 NR V2X UE and Table 6.2E.2.2-1a for power class 2 NR V2X UE.
Table 6.2E.2.2-1: Maximum Power Reduction (MPR) for power class 3 NR V2X
	[bookmark: OLE_LINK52]Modulation
	Channel bandwidth/MPR (dB)

	
	Outer RB allocations
	Inner RB allocations

	CP-OFDM
	QPSK
	≤ 4.5
	≤ 2.5

	
	16QAM
	≤ 4.5
	≤ 2.5

	
	64 QAM
	≤ 4.5

	
	256 QAM
	≤ 7.0


Table 6.2E.2.2-1a: Maximum Power Reduction (MPR) for power class 2 NR V2X
	Modulation
	Channel bandwidth/MPR (dB)

	
	Outer RB allocations
	Inner RB allocations

	
	QPSK
	≤ 5.5
	≤ 2.5

	[bookmark: _Hlk85623481]CP-OFDM
	16QAM
	
	

	
	64 QAM
	≤ 6
	≤ 4.5

	
	256 QAM
	≤ 7.0



Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1. 
RBStart,Low = max(1, floor(LCRB/2))
where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x.
RBStart,High = NRB – RBStart,Low – LCRB
The RB allocation is an Inner RB allocation if the following conditions are met
RBStart,Low  ≤  RBStart  ≤  RBStart,High, and
LCRB  ≤  ceil(NRB/2)
where ceil(x) is the smallest integer greater than or equal to x.
The RB allocation is an Outer RB allocation for all other allocations which are not an Inner RB allocation.

For PSFCH with single RB transmission for PC3 NR V2X UE, the required MPR is defined as follow
MPR_PSFCH =  3.5 dB
For contiguous and non-contiguous allocation for simultaneous PSFCH transmission for PC3 and PC2 NR V2X UE, the required MPR are specified as follow
MPR_PSFCH = CEIL {MA_PSFCH, 0.5}
[bookmark: OLE_LINK76]Where MA_PSFCH for power class 3 is defined as follows
MA_PSFCH =	7.5		; 0.00< NGap/NRB ≤ 0.55
=    12.0	; 0.55< NGap/NRB ≤1.0
Where MA_PSFCH for power class 2 is defined as follows
MA_PSFCH =	8.5		; 0.00 ≤ NGap/NRB < 0.4
[bookmark: OLE_LINK77]=   10.0	; 0.4 ≤ NGap/NRB < 0.55
=   14.0	; 0.55 ≤ NGap/NRB ≤ 1.0
Where, 
NGap is the gap RB amount between RBstart and RBend for contiguous and non-contiguous allocation simultaneous PSFCH transmission. (NGap = RBend - RBstart)
CEIL{MA, 0.5} means rounding upwards to closest 0.5dB.
[bookmark: OLE_LINK79]The allowed MPR for the maximum output power for NR V2X physical channels on S-SSB transmission shall be specified in Table 6.2E.2.2-2 for power class 3 and power class 2.
Table 6.2E.2.2-2: Maximum Power Reduction (MPR) for S-SSB transmission for power class 3 and power class 2 NR V2X
	Channel
	MPRS-SSB (dB)

	
	Outer RB allocations
	Inner RB allocations

	S-SSB
	≤ 6.0
	≤ 2.5



For NR V2X UE with two transmit antenna connectors, the allowed Maximum Power Reduction (MPR) values specified in clause 6.2E.2 shall apply to the maximum output power specified in Table 6.2E.1.1-1. The requirements shall be met with SL MIMO configurations defined in Table 6.2D.1-2. For UE supporting SL MIMO, the maximum output power is defined as the sum of the maximum output power from each UE antenna connector.
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2E.4 apply.
<<End of Change2>>

<<Start of Change3>>
[bookmark: _Toc45888151][bookmark: _Toc45888750][bookmark: _Toc61367395][bookmark: _Toc61372778][bookmark: _Toc68230719][bookmark: _Toc69084132][bookmark: _Toc75467142][bookmark: _Toc76509164][bookmark: _Toc76718154][bookmark: _Toc83580464][bookmark: _Toc84404973][bookmark: _Toc84413582]6.2E.2.3	MPR for Power class 3 V2X con-current operation
For the inter-band con-current NR V2X operation, the allowed maximum power reduction (MPR) for the maximum output power shall be applied per each component carrier. The MPR requirements in clause 6.2.2 apply for NR Uu operation in licensed band, and the MPR requirements in in clause 6.2E.2 apply for NR sidelink operation in licensed band or Band n47.
<<End of Change3>>

<<Start of Change4>>
[bookmark: _Toc45888154][bookmark: _Toc45888753][bookmark: _Toc61367398][bookmark: _Toc61372781][bookmark: _Toc68230722][bookmark: _Toc69084135][bookmark: _Toc75467145][bookmark: _Toc76509167][bookmark: _Toc76718157][bookmark: _Toc83580467][bookmark: _Toc84404976][bookmark: _Toc84413585]6.2E.3.2	A-MPR for Power class 3 V2X UE by NS_33
When NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the additional maximum output power reduction specified as
	A-MPR = CEIL {MA, 0.5}
Where MA is defined as follows
	MA = A-MPRBase + Gpost connector* A-MPRStep
CEIL{MA, 0.5} means rounding upwards to closest 0.5dB. 
A-MPRBase  and A-MPRStep  are specified in Tables 6.2E.3-1, 6.2E.3-2 is allowed when network signalling value is provided. A-MPRBase is the default A-MPR value when no Gpost connector is declared. The supported post antenna connector gain Gpost connector is declared by the UE following the principle described in annex I in [11]. The A-MPRstep is the increase in A-MPR allowance to allow UE to meet tighter conducted A-SE and A-SEM requirements with higher value of declared Gpost connector.
[bookmark: OLE_LINK81][bookmark: OLE_LINK91]For the contiguous PSSCH and PSCCH transmission when NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements specified in Table 6.2E.3.2-1 and 6.2E.3.2-2 for power class 3. And A-MPR requirements specified in Table 6.2E.3.2-2a and 6.2E.3.2-2b for power class 2 are allowed for NR V2X UE.
[bookmark: OLE_LINK80]Table 6.2E.3.2-1: PC3 A-MPR for PSSCH/PSCCH by NS_33 (at Fc =5860MHz)
	Carrier frequency [MHz]
	Resources Blocks (LCRB)
	Start Resource
Block
	A-MPRBase (dB)

	
	
	
	QPSK/16QAM
	64QAM
	256QAM

	5860
	≥ 10 and ≤ 15
	0
	≤ 24

	
	
	≥ 1 and ≤ 3
	≤19

	
	≥ 10 and ≤ 15
	≥ 26 and ≤ 38
	≤6

	
	≥ 10 and ≤ 15
	≥38
	≤ 6

	
	≥ 10 and ≤ 20
	≥ 12 and ≤ 14
	≤11

	
	
	≥ 15 and ≤ 19
	≤9.5

	
	
	≥ 20 and ≤ 25
	≤8.0

	
	> 15 and < 25
	≥ 25
	≤ 8

	
	≥ 10 and < 40
	≥ 4 and ≤7
	≤ 16

	
	
	≥ 8 and ≤ 11
	≤ 13.5

	
	≥ 20 and < 40 
	≥ 0 and ≤ 3
	≤ 22

	
	≥ 25 and < 40
	≥ 16 and ≤ 21
	≤ 9.5

	
	
	≥ 22 and ≤ 27
	≤ 8.0

	
	≥ 24 and ≤ 40
	≥ 12 and ≤ 15
	≤ 12

	
	40 and 45
	0 and 1
	≤ 19

	
	
	≥ 2 and ≤ 5
	≤ 16

	
	
	≥ 6 and ≤ 11
	≤ 13.5

	
	>45
	≥ 0
	≤ 16

	[bookmark: OLE_LINK85]NOTE 1:	A-MPRstep =1.2 dB is applied for RBstart 0 and 1 and A-MPRstep =0.7 dB is applied for all other RBstart
NOTE 2:	Applicable for Channel Bandwidth = 10 MHz



[bookmark: OLE_LINK86][bookmark: OLE_LINK84]Table 6.2E.3.2-2: PC3 A-MPR for PSSCH/PSCCH by NS_33 (at other carrier frequency)
	Carrier frequency [MHz]
	RB allocations
	A-MPRBase  (dB)
	A-MPRstep (dB)

	
	
	QPSK
	16QAM
	64QAM
	256QAM
	

	5870, 5880, 5890, 5900, 5910, 5920
	Inner
	≤ 3.0
	≤ 5.0
	≤ 6.0
	0.5

	
	Outer
	≤ 4.5
	
	
	

	[bookmark: OLE_LINK89][bookmark: OLE_LINK90]NOTE 1:	Inner and Outer RB allocations are defined in clause 6.2E.2.1
NOTE 2:	Applicable for Channel Bandwidth = 10 MHz



Table 6.2E.3.2-2a: PC2 A-MPR for PSCCH/PSSCH by NS_33 (at Fc=5860MHz)
	Carrier frequency [MHz]
	Resource Block (LCRB)
	Start Resource Block
	A-MPR(dB)

	
	
	
	QPSK/16QAM
	64QAM
	256QAM

	5860
	≥ 10 and ≤ 15
	0 and 1
	≤ 24

	
	
	2 and 3
	≤ 22

	
	
	4
	≤ 20

	
	≥ 10 and ≤ 25
	≥ 5 and ≤ 7
	≤ 17.5

	
	≥ 10 and ≤ 30
	10
	≤ 16

	
	≥ 10
	8 and 9
	≤ 16

	
	
	≥ 11 and ≤ 14
	≤ 14.5

	
	
	≥ 15 and ≤ 19
	≤ 13

	
	
	≥ 20 and ≤ 24
	≤ 11.5

	
	
	≥ 25 and ≤ 29
	≤ 10

	
	
	≥ 30
	≤ 8.5

	
	≥ 20 and ≤ 24
	1
	≤ 22

	
	≥ 20 and ≤ 30
	0
	≤ 22

	
	
	2 and 3
	≤ 20

	
	
	4
	≤ 17.5

	
	≥ 25 and ≤ 40
	1
	≤ 20

	
	≥ 30
	≥ 5 and ≤ 7
	≤ 16

	
	≥ 36
	0
	≤ 20

	
	
	≥ 2 and ≤ 4
	≤ 17.5

	
	
	10
	≤ 14.5

	
	≥ 45
	1
	≤ 17.5

	NOTE 1:	A-MPRstep =1.2 dB is applied for RBstart 0 and 1 and A-MPRstep =0.7 dB is applied for all other RBstart
NOTE 2:	Applicable for Channel Bandwidth = 10 MHz



Table 6.2E.3.2-2b: PC2 A-MPR for PSSCH/PSCCH by NS_33 (at other carrier frequency)
	Carrier frequency [MHz]
	RB allocations
	A-MPR (dB)

	
	
	QPSK
	16QAM
	64QAM
	256QAM

	5870,5910,5920
	outer
	≤ 8.5
	≤ 8.5

	
	inner
	≤ 6.0
	

	5880,5890,5900
	outer
	≤ 6.0
	≤ 6.5

	
	inner
	≤ 3.5
	≤ 4.5
	

	NOTE 1:	Inner and Outer RB allocations are defined in clause 6.2E.2.1
NOTE 2:	Applicable for Channel Bandwidth = 10 MHz



[bookmark: OLE_LINK94][bookmark: OLE_LINK95]For the simultaneous PSFCH transmission when NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements specified in Table 6.2E.3.2-3 for power class 3 and in Table 6.2E.3.2-3a for power class 2.
[bookmark: OLE_LINK93]Table 6.2E.3.2-3: PC3 A-MPR for simultaneous PSFCH by NS_33
	Channel Bandwidth
[MHz]
	Center Frequency
[MHz]
	RB allocation
	A-MPRBase  (dB)
	A-MPRstep (dB)

	
	
	
	0 ≤ NGap / NRB < 0.15
	0.15≤ NGap / NRB < 0.3
	0.3≤ NGap / NRB ≤ 1
	

	10
	5860
	NRB =1
	19.0
	1.0

	
	
	NRB > 1
	22.0
	

	
	5870, 5880, 5890, 5900, 5910, 5920
	NRB =1
	5
	0.8

	
	
	NRB > 1
	14
	7
	18.5
	

	Note 1:	NGap is the gap RB amount between RBstart and RBend for contiguous and non-contiguous allocation simultaneous PSFCH transmission. (NGap = RBend - RBstart)



Table 6.2E.3.2-3a: PC2 A-MPR for simultaneous PSFCH by NS_33
	Channel Bandwidth
[MHz]
	Center Frequency
[MHz]
	RB allocation
	A-MPRBase  (dB)
	A-MPRstep (dB)

	
	
	
	0 ≤ NGap / NRB < 0.2
	0.2≤ NGap / NRB < 0.4
	0.4≤ NGap / NRB ≤ 1
	

	10
	5860
	NRB =1
	25.0
	1.0

	
	
	NRB > 1
	22.0
	

	
	5870, 5880, 5890, 5900, 5910, 5920
	NRB =1
	5
	0.8

	
	
	NRB > 1
	16.5
	12
	20
	

	Note 1:	NGap is the gap RB amount between RBstart and RBend for contiguous and non-contiguous allocation simultaneous PSFCH transmission. (NGap = RBend - RBstart)



For the S-SSB transmission when NS_33 is indicated by the network or pre-configured radio parameters for NR V2X UE, the NR UE allow the follow A-MPR requirements specified in Table 6.2E.3.2-4 for power class 3 and in Table 6.2E.3.2-5 for power class 2.
[bookmark: OLE_LINK96][bookmark: OLE_LINK97]Table 6.2E.3.2-4: PC3 A-MPR for S-SSB transmission by NS_33
	Carrier Frequency (MHz)
	RBStart * 12*SCS
[MHz]
	A-MPRBase (dB)
	AMPRStep (dB)

	5860
	≤1.0
	≤ 25
	0.6

	
	>1.0 and ≤2.0
	≤ 19
	

	
	>2.0 and ≤3.24
	≤ 12
	

	
	>3.24 and ≤3.6
	≤ 10
	

	
	>3.6
	≤ 9
	

	5870, 5880, 5890, 5900, 5910, 5920
	≤1.0
	≤ 7.0
	0.85

	
	>1.0 and ≤1.6
	≤ 6.5
	

	
	>1.6 and ≤2.6
	≤ 5.8
	

	
	>2.6 and ≤3.24
	≤ 4.5
	

	
	>3.24 and ≤4.32
	≤ 5.5
	

	
	>4.32
	≤ 6.5
	



Table 6.2E.3.2-5: PC3 A-MPR for S-SSB transmission by NS_33
	Carrier Frequency (MHz)
	RBStart * 12*SCS
[MHz]
	A-MPRBase (dB)
	AMPRStep (dB)

	5860
	≤1.0
	≤ 25
	0.6

	
	>1.0 and ≤2.0
	≤ 19
	

	
	>2.0 and ≤3.24
	≤ 12
	

	
	>3.24 and ≤3.6
	≤ 10
	

	
	>3.6
	≤ 14
	

	5870, 5880, 5890, 5900, 5910, 5920
	≤1.0
	≤ 7.0
	0.85

	
	>1.0 and ≤1.6
	≤ 6.5
	

	
	>1.6 and ≤2.6
	≤ 5.8
	

	
	>2.6 and ≤3.24
	≤ 4.5
	

	
	>3.24 and ≤4.32
	≤ 5.5
	

	
	>4.32
	≤ 6.5
	



[bookmark: OLE_LINK66][bookmark: OLE_LINK102][bookmark: OLE_LINK103]<<End of Change4>>

<<Start of Change5>>
[bookmark: _Toc45888156][bookmark: _Toc45888755][bookmark: _Toc61367400][bookmark: _Toc61372783][bookmark: _Toc68230724][bookmark: _Toc69084137][bookmark: _Toc75467147][bookmark: _Toc76509169][bookmark: _Toc76718159][bookmark: _Toc83580469][bookmark: _Toc84404978][bookmark: _Toc84413587]6.2E.3.4	A-MPR for power class 3 V2X con-current operation
For the inter-band con-current NR V2X operation, the allowed additional maximum power reduction (A-MPR) for the maximum output power shall be applied per each component carrier. The A-MPR requirements in clause 6.2.3 apply for NR Uu operation in licensed band, and the A-MPR requirements in in clause 6.2E.3 apply for NR sidelink operation in Band n47.
<<End of Change5>>
