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[bookmark: _Toc415085486]10.2	Uplink HARQ-ACK timing
<Unchanged parts are omitted>

For FDD, if a BL/CE UE is configured with CEModeA, and if the UE is configured with higher layer parameter harq-AckBundling in ce-PDSCH-MultiTB-Config and multiple TB are scheduled in the corresponding DCI, the BL/CE UE shall upon detection of a PDSCH intended for the UE and for which an HARQ-ACK shall be provided, transmit the HARQ-ACK response using the same  derived according to Clause 10.1.2.1 in subframe(s)  with ,  i =0,1, …, N-1, where

-	is the number of scheduled TB determined in the corresponding DCI;

-	 is the number of TB bundles, and is determined according to clause 7.3the multi-TB HARQ-ACK bundling size;
-	if the UE is not configured with higher layer parameter interleaving in ce-PDSCH-MultiTB-Config and the UE is not in half-duplex FDD operation
-	, 
-	otherwise
-	subframe , 
-	subframe  is the last subframe in which the PDSCH containing TB bundle  is transmitted;
-	subframe  is the last subframe in which the PDSCH is transmitted; 
-	 denotes the number of consecutive subframes including non-BL/CE subframes where the PUCCH with HARQ ACK for TB bundle  with repetition number of N is transmitted;
and
<Unchanged parts are omitted>
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