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	Reason for change:
	According to discussion of R3-215498, 

“QoS Mapping Information” IE is introduced to be used together with DL F1-U TNL information, furthermore, DL F1-U TNL address information is provided to CU-UP only by E1AP Bearer Context Modification Request message, therefore, this IE only can be included in the E1AP Bearer Context Modification Request message.
However, in the current TS 38.463, “QoS Mapping Information” IE is also specified to be transmitted by the BEARER CONTEXT SETUP REQUEST message by mistake. 
Therefore, we should correct the text of current specification of stage 3 TS 38.463, i.e., remove the below text in section 8.3.1 Bearer Context Setup of TS 38.463.

For each requested DRB, if the QoS Mapping Information IE is contained in the DL UP Parameters IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall use it to set DSCP and/or flow label fields in the downlink IP packets which are transmitted through the GTP tunnels indicated by the UP Transport Layer Information IE. The Diffserv code point (DSCP) marking is performed as specified in TS 38.474 [28].
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR only impacts QoS Mapping Information for BEAERE CONTEXT SETUP REQUEST message.

	
	

	Summary of change:
	Remove the corresponding text related QoS Mapping Information in BEARER CONTEXT SETUP REQUEST message.
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	The text of stage 3 is not correct.
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	This CR's revision history:
	Rev1: corrections for removing corresponding text related with “QoS Mapping Information” IE in Bearer Context Setup procedure based on latest version of TS 38.463-16.7.0, however, previous agreed CR R3-215499 is drafted by mistake based on old version of TS 38.463.


------------------------------------------------Start Change -----------------------------------------------------
8.3
Bearer Context Management procedures

8.3.1
Bearer Context Setup 

8.3.1.1
General

The purpose of the Bearer Context Setup procedure is to allow the gNB-CU-CP to establish a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation


[image: image1.emf]gNB-CU-CP

BEARER CONTEXT SETUP REQUEST

BEARER CONTEXT SETUP RESPONSE

gNB-CU-UP


Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BEARER CONTEXT SETUP RESPONSE message.

......<non-related part omitted>......
For each QoS flow whose DRB has been successfully established and the QoS Monitoring Request IE was included in the QoS Flow Level QoS Parameters IE contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store this information, and, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [20]. If the QoS Monitoring Reporting Frequency IE was included in the QoS Flow Level QoS Parameters IE contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store this information, and, if supported, use it for RAN part delay reporting.

If the BEARER CONTEXT SETUP REQUEST message contains the NPN Context Information IE the gNB-CU-UP shall, if supported, take it into account when allocating UP resources for the bearer context.

......<non-related part omitted>......
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