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[bookmark: _Toc27477958][bookmark: _Toc36226651][bookmark: _Toc44323908][bookmark: _Toc52990091][bookmark: _Toc60823290][bookmark: _Toc60825212][bookmark: _Toc69306109][bookmark: _Toc69309844][bookmark: _Toc76020159][bookmark: _Toc83720638]<Unchanged sections skipped>
6.3.4	Power control
[bookmark: _Toc27477959][bookmark: _Toc36226652][bookmark: _Toc44323909][bookmark: _Toc52990092][bookmark: _Toc60823291][bookmark: _Toc60825213][bookmark: _Toc69306110][bookmark: _Toc69309845][bookmark: _Toc76020160][bookmark: _Toc83720639]6.3.4.1	General
The requirements on power control accuracy apply under normal conditions.
[bookmark: _Toc27477960][bookmark: _Toc36226653][bookmark: _Toc44323910][bookmark: _Toc52990093][bookmark: _Toc60823292][bookmark: _Toc60825214][bookmark: _Toc69306111][bookmark: _Toc69309846][bookmark: _Toc76020161][bookmark: _Toc83720640]6.3.4.2	Absolute power tolerance
[bookmark: _Toc27477961][bookmark: _Toc36226654][bookmark: _Toc44323911][bookmark: _Toc52990094][bookmark: _Toc60823293][bookmark: _Toc60825215][bookmark: _Toc69306112]6.3.4.2.1	Test purpose
To verify the ability of the UE transmitter to set its initial output power to a specific value at the start of a contiguous transmission or non-contiguous transmission with a long transmission gap, i.e. transmission gap is larger than 20ms.
[bookmark: _Toc27477962][bookmark: _Toc36226655][bookmark: _Toc44323912][bookmark: _Toc52990095][bookmark: _Toc60823294][bookmark: _Toc60825216][bookmark: _Toc69306113]6.3.4.2.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
[bookmark: _Toc27477963][bookmark: _Toc36226656][bookmark: _Toc44323913][bookmark: _Toc52990096][bookmark: _Toc60823295][bookmark: _Toc60825217][bookmark: _Toc69306114]6.3.4.2.3	Minimum conformance requirements
The absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame(1ms) at the start of a contiguous transmission or non-contiguous transmission with a transmission gap larger than 20ms. The tolerance includes the channel estimation error.
The minimum requirement specified in Table 6.3.4.2.3-1 apply in the power range bounded by the minimum output power as specified in sub-clause 6.3.1 and the maximum output power as specified in sub-clause 6.2.1.
Table 6.3.4.2.3-1: Absolute power tolerance
	Conditions
	Tolerance

	Normal
	± 9.0 dB



The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.4.2
[bookmark: _Toc27477964][bookmark: _Toc36226657][bookmark: _Toc44323914][bookmark: _Toc52990097][bookmark: _Toc60823296][bookmark: _Toc60825218][bookmark: _Toc69306115]6.3.4.2.4	Test description
6.3.4.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.4.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation (NOTE 1)

	1
	N/A for Absolute power tolerance test case
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1.
NOTE 2:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.3.4.2.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.3.4.2.4.3. Note that PDCCH DCI format 0_1 sent after resetting uplink power with RRC Connection Reconfiguration, should have TPC command 0dB.
6.3.4.2.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 with TPC command 0dB for C_RNTI to schedule the UL RMC according to Table 6.3.4.2.4.1-1 and Table 6.3.4.2.4.1-2. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Measure the initial output power of the first sub-frame (1ms) of UE PUSCH first transmission.
3.	Repeat for the two test points as indicated in section 6.3.4.2.4.3. The timing of the execution between the two test points shall be larger than 20ms.
6.3.4.2.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 with the following exceptions:
Table 6.3.4.2.4.3-1: UplinkPowerControlCommon: Test point 1
	Derivation Path: TS 38.508-1 [5] subclause 4.6.3 Table 4.6.3-119 PUSCH-ConfigCommon

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-114
	Test point 1 to verify a UE relative low initial power transmission
	

	}
	
	
	



Table 6.3.4.2.4.3-2: UplinkPowerControlCommon: Test point 2
	Derivation Path: TS 38.508-1 [5] subclause 4.6.3 Table 4.6.3-119 PUSCH-ConfigCommon

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-100
	Test point 2 to verify a UE relative high initial power transmission
	

	}
	
	
	



Table 6.3.4.2.4.3-3: Void

Table 6.3.4.2.4.3-4: ServingCellConfigCommon
	Derivation Path: 38.508-1[5], Table 4.6.3-168

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  ss-PBCH-BlockPower
	18
	
	SCS_15kHz

	
	21
	
	SCS_30kHz

	}
	
	
	



	Condition
	Explanation

	SCS_15kHz
	SCS=15kHz for SS/PBCH block

	SCS_30kHz
	SCS=30kHz for SS/PBCH block



[bookmark: _Toc27477965][bookmark: _Toc36226658][bookmark: _Toc44323915][bookmark: _Toc52990098][bookmark: _Toc60823297][bookmark: _Toc60825219][bookmark: _Toc69306116]6.3.4.2.5	Test requirement
The requirement for the power measured in step (2) of the test procedure is not to exceed the values specified in Table 6.3.4.2.5-1 and 6.3.4.2.5-2.
Table 6.3.4.2.5-1: Absolute power tolerance: test point 1
	
	Channel bandwidth / expected output power (dBm)

	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz

	Expected Measured power 
	SCS15
	-17.6
	-14.4
	-12.6
	-11.3
	-10.4
	-9.6
	-8.3
	-7.3
	N/A
	N/A
	N/A
	N/A
	N/A

	
	SCS30
	-18.2
	-14.8
	-12.8
	-11.5
	-10.5
	-9.7
	-8.3
	-7.4
	-6.5
	-5.8
	-5.2
	-4.7
	-4.2

	
	SCS60
	
	-15.2
	-13.0
	-11.8
	-10.7
	-9.8
	-8.5
	-7.5
	-6.6
	-5.9
	-5.3
	-4.8
	-4.3

	Power tolerance
	± (9+TT)dB

	Note 1:	The lower power limit shall not exceed the minimum output power requirements defined in sub-clause 6.3.2.3
Note 2:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3.4.2.5-3.



Table 6.3.4.2.5-2: Absolute power tolerance: test point 2
	
	Channel bandwidth / expected output power (dBm)

	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz

	Expected Measured power 
	SCS15
	-3.6
	0.4
	1.4
	2.7
	3.6
	4.4
	5.7
	6.7
	N/A
	N/A
	N/A
	N/A
	N/A

	
	SCS30
	-4.2
	-0.8
	1.2
	2.5
	3.5
	4.3
	5.7
	6.6
	7.5
	8.2
	8.8
	9.3
	9.8

	
	SCS60
	N/A
	-1.2
	1.0
	2.2
	3.3
	4.2
	5.5
	6.5
	7.4
	8.1
	8.7
	9.2
	9.7

	Power tolerance
	± (9+TT)dB

	Note 1:	The higher power limit shall not exceed the maximum output power requirements defined in sub-clause 6.2.1.3
Note 2:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3.4.2.5-3.



Table 6.3.4.2.5-3: Test Tolerance
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	1.0 dB
	1.4 dB
	1.4 dB

	40MHz < BW ≤ 100MHz
	1.4 dB
	1.4 dB
	1.4 dB



[bookmark: _Toc27477966][bookmark: _Toc36226659][bookmark: _Toc44323916][bookmark: _Toc52990099][bookmark: _Toc60823298][bookmark: _Toc60825220][bookmark: _Toc69306117][bookmark: _Toc69309847][bookmark: _Toc76020162][bookmark: _Toc83720641]6.3.4.3	Relative power tolerance
[bookmark: _Toc27477967][bookmark: _Toc36226660][bookmark: _Toc44323917][bookmark: _Toc52990100][bookmark: _Toc60823299][bookmark: _Toc60825221][bookmark: _Toc69306118]6.3.4.3.1	Test purpose
To verify the ability of the UE transmitter to set its output power in a target sub-frame(1ms) relatively to the power of the most recently transmitted reference sub-frame if the transmission gap between these sub-frames is less than or equal to 20ms.
[bookmark: _Toc27477968][bookmark: _Toc36226661][bookmark: _Toc44323918][bookmark: _Toc52990101][bookmark: _Toc60823300][bookmark: _Toc60825222][bookmark: _Toc69306119]6.3.4.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward.
[bookmark: _Toc27477969][bookmark: _Toc36226662][bookmark: _Toc44323919][bookmark: _Toc52990102][bookmark: _Toc60823301][bookmark: _Toc60825223][bookmark: _Toc69306120]6.3.4.3.3	Minimum conformance requirement
The UE shall meet the requirements specified in Table 6.3.4.3.3-1.
The minimum requirements specified in Table 6.3.4.3.3-1 apply when the power of the target and reference sub-frames are within the power range bounded by the minimum output power as defined in sub-clause 6.3.1 and the measured  PUMAX as defined in sub-clause 6.2.1.
To account for RF Power amplifier mode changes, 2 exceptions are allowed for each of two test patterns. The test patterns are a monotonically increasing power sweep and a monotically decreasing power sweep over a range bounded by the requirements of minimum power and maximum power specified in subclauses 6.3.1 and 6.2.1, respectively. For those exceptions, the power tolerance limit is a maximum of ± 6.0 dB in Table 6.3.4.3.3-1.
Table 6.3.4.3.3-1: Relative Power Tolerance
	Power step P (Up or down) 
 (dB)
	All combinations of PUSCH and PUCCH transitions (dB)
	All combinations of PUSCH/PUCCH and SRS transitions between sub-frames (dB)
	PRACH (dB)

	ΔP < 2
	± 2.0 (NOTE)
	± 2.5
	± 2.0

	2 ≤ ΔP < 3
	± 2.5
	± 3.5
	± 2.5

	3 ≤ ΔP < 4
	± 3.0
	± 4.5
	± 3.0

	4 ≤ ΔP ≤ 10
	± 3.5
	± 5.5
	± 3.5

	10 ≤ ΔP < 15
	± 4.0
	± 7.0
	± 4.0

	15 ≤ ΔP
	± 5.0
	± 8.0
	± 5.0

	NOTE:	For PUSCH to PUSCH transitions with the allocated resource blocks fixed in frequency and no transmission gaps other than those generated by downlink subframes, DwPTS fields or Guard Periods: for a power step ΔP ≤ 1 dB, the relative power tolerance for transmission is ± 0.7 dB.



The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.4.3.
[bookmark: _Toc27477970][bookmark: _Toc36226663][bookmark: _Toc44323920][bookmark: _Toc52990103][bookmark: _Toc60823302][bookmark: _Toc60825224][bookmark: _Toc69306121]6.3.4.3.4	Test description
6.3.4.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.3.4.1-1 and table 6.3.4.3.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.4.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.3.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test Parameters

	Ch BW
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB Allocation
	Modulation
	RB allocation (NOTE 1)

	5MHz
	N/A for Relative power tolerance test case
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-1
See Table 6.3.4.3.5-2
See Table 6.3.4.3.5-7

	10MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	15MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	20MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	25MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	30MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	40MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	50MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-3
See Table 6.3.4.3.5-4
See Table 6.3.4.3.5-7

	60MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-5
See Table 6.3.4.3.5-6
See Table 6.3.4.3.5-7

	70MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-5
See Table 6.3.4.3.5-6
See Table 6.3.4.3.5-7

	80MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-5
See Table 6.3.4.3.5-6
See Table 6.3.4.3.5-7

	90MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-5
See Table 6.3.4.3.5-6
See Table 6.3.4.3.5-7

	100MHz
	
	DFT-s-OFDM QPSK
	See Table 6.3.4.3.5-5
See Table 6.3.4.3.5-6
See Table 6.3.4.3.5-7

	Note 1:	The starting resource block shall be RB# 0



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.3.4.3.4.1-1 and Table 6.3.4.3.4.1-2.
5.	Propagation conditions are set according to Annex B.0.
6. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5 Message contents are defined in clause 6.3.4.3.4.3.
6.3.4.3.4.2	Test procedure
The procedure is separated in various subtests to verify different aspects of relative power control. The power patterns of the subtests are described in figure 6.3.4.3.4.2-1 thru figure 6.3.4.3.4.2-5.


Figure 6.3.4.3.4.2-1: FDD ramping up test power patterns



Figure 6.3.4.3.4.2-2: FDD ramping down test power patterns



Figure 6.3.4.3.4.2-3: TDD ramping up test power patterns



Figure 6.3.4.3.4.2-4: TDD ramping down test power patterns



Figure 6.3.4.3.4.2-5: Alternating Test Power patterns

1.	Sub test: ramping up pattern
1.1	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.3.4.3.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC. Send uplink power control commands to the UE using 1dB power step size to ensure that the UE output power measured by the test system is within the Uplink power control window, defined as +MU to +(MU + Uplink power control window size) dB of the target power level -33 dBm, where:
-	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
-	Uplink power control window size = 1dB (UE power step size) + 0.7dB (UE power step tolerance) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-1 [2], Table 6.3.4.3-1 and is 0.7dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.2-1.
1.2	Schedule the UE's PUSCH data transmission as described in Figure 6.3.4.3.4.2-1 (FDD pattern A: sub-test is divided in 4 arbitrary radio frames with 10 active uplink sub-frames per radio frame) and Figure 6.3.4.3.4.2-3 (TDD pattern A: sub-test is divided in 20 arbitrary radio frames with 2 active uplink sub-frames per radio frame). Uplink RB allocation as defined in table 6.3.4.3.5-1/6.3.4.3.5-3/ 6.3.4.3.5-5 depending on channel bandwidth. On the PDCCH format 0_1 for the scheduling of the PUSCH the SS will transmit a +1dB TPC command for every first slot in a sub-frame. Note that the measurement need not be done continuously, provided that interruptions are whole numbers of frames, and TPC commands of 0dB are sent during the interruption.
1.3	Measure the power of PUSCH transmissions to verify the UE relative power control meet test requirements 6.3.4.3.5. For power transients between sub-frames, transient periods of 20us between sub-frames are excluded. 
1.4	Repeat the subtest different pattern B, C to move the RB allocation change at different points in the pattern as described in Table 6.3.4.3.5-1/6.3.4.3.5-3/ 6.3.4.3.5-5 to force bigger UE power steps at various points in the power range.
NOTE:	The purpose of the Uplink power control window is to ensure that the actual UE output power is no less than the target power level, and as close as possible to the target power level. The relationship between the Uplink power control window, the target power level and the corresponding possible actual UE Uplink power window is illustrated in Annex F, clause F.4.2.
2.	Sub test: ramping down pattern
2.1	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.3.4.3.4.1-1.  Send uplink power control commands to the UE using 1dB power step size to ensure that the UE output power measured by the test system is within the Uplink power control window, defined as -(MU + Uplink power control window size) to -MU dB of the target power level 20.7 dBm, where:
-	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
-	Uplink power control window size is same as defined in step 1.1.
2.2.	Schedule the UE's PUSCH data transmission as described in Figure 6.3.4.3.4.2-2 (FDD pattern A: sub-test is divided in 4 arbitrary radio frames with 10 active uplink slots per radio frame) and Figure 6.3.4.3.4.2-4 (TDD pattern A: sub-test is divided in 20 arbitrary radio frames with 2 active uplink sub-frames per radio frame). Uplink RB allocation as defined in table 6.3.4.3.5-2/6.3.4.3.5-4/ 6.3.4.3.5-6 depending on channel bandwidth. On the PDCCH format 0_1 for the scheduling of the PUSCH the SS will transmit a -1dB TPC command for every first slot in a sub-frame. Note that the measurement need not be done continuously, provided that interruptions are whole numbers of frames, and TPC commands of 0dB are sent during the interruption.
2.3.	Measure the power of PUSCH transmissions to verify the UE relative power control meet test requirements 6.3.4.4.5. For power transients between sub-frames, transient periods of 20us between sub-frames are excluded. 
2.4.	Repeat the subtest different pattern B, C to move the RB allocation change at different points in the pattern as described in Table 6.3.4.3.5-2/6.3.4.3.5-4/ 6.3.4.3.5-6 to force bigger UE power steps at various points in the power range.
NOTE:	The purpose of the Uplink power control window is to ensure that the actual UE output power is no greater than the target power level, and as close as possible to the target power level. The relationship between the Uplink power control window, the target power level and the corresponding possible actual UE Uplink power window is illustrated in Annex F, clause F.4.3.
3.	Sub test: alternating pattern
3.1	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.3.4.3.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.  Send uplink power control commands for PUSCH to the UE using 1dB power step size to ensure that the UE output power measured by the test system is within the Uplink power control window, defined as – (Uplink power control window size / 2) dB to + (Uplink power control window size / 2) dB of the target power level -10 dBm, where:
-	Uplink power control window size is same as defined in step 1.1.
3.2.	Schedule the UE's PUSCH data transmission as described in Figure 6.3.5.2.4.2-5 for 10 sub-frames an uplink RB allocation alternating pattern as defined in table 6.3.4.3.5-7 while transmitting 0dB TPC command for PUSCH via the PDCCH.
3.3.	Measure the power of PUSCH transmissions to verify the UE relative power control meet test requirements specified in clause 6.3.4.3.5. For power transients between sub-frames, transient periods of 20us between sub-frames are excluded. 
NOTE:	The purpose of the Uplink power control window is to ensure that the actual UE output power is as close as possible to the target power level. The relationship between the Uplink power control window, the target power level and the corresponding possible actual UE Uplink power window is illustrated in Annex F.4.4.
6.3.4.3.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 with the following exceptions:
Table 6.3.4.3.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



[bookmark: _Toc27477971][bookmark: _Toc36226664][bookmark: _Toc44323921][bookmark: _Toc52990104][bookmark: _Toc60823303][bookmark: _Toc60825225][bookmark: _Toc69306122]6.3.4.3.5	Test requirement
Each UE power step measured in the test procedure 6.3.4.3.4.2 should satisfy the test requirements specified in Table 6.3.4.3.5-1 thru 6.3.4.3.5-7.
To account for RF Power amplifier mode changes 2 exceptions are allowed for each of ramping up and ramping down test patterns. For these exceptions the power tolerance limit is a maximum of ± (6.0 + TT) dB. If there is an exception in the power step caused by the RB change for all test patterns (A, B, C) then fail the UE.
Table 6.3.4.3.5-1: Test Requirements Relative Power Tolerance for Transmission, channel BW 5MHz, ramp up sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 15 RBs
	TPC=+1dB
	12.76
	10dB ≤ ΔP < 15dB
	12.76 +/- (4 + TT)

	
	
	Sub-frames after RB change
	Fixed = 15
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	
	Sub-frames before RB change
	Fixed = 1
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 10 RBs
	TPC=+1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Sub-frames after RB change
	Fixed = 10
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Sub-frames
Pattern B the position of RB uplink allocation change is after 20 active uplink Sub-frames
Pattern C the position of RB uplink allocation change is after 30 active uplink Sub-frames
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



Table 6.3.4.3.5-2: Test Requirements Relative Power Tolerance for Transmission, channel BW 5MHz, ramp down sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Down)
	Power step size range (Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Sub-frames before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	
	Sub-frames before RB change
	Fixed = 15
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	15 RBs to 1 RB
	TPC=-1dB
	12.76
	10dB ≤ ΔP < 15dB
	12.76 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Sub-frames before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	
	Sub-frames before RB change
	Fixed = 10
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	10 RBs to 1 RB
	TPC=-1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Sub-frames after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Sub-frames
Pattern B the position of RB uplink allocation change is after 20 active uplink Sub-frames
Pattern C the position of RB uplink allocation change is after 30 active uplink Sub-frames
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



Table 6.3.4.3.5-3: Test Requirements Relative Power Tolerance for Transmission, channel BW 10MHz, 15MHz, 20MHz, 25MHz, 30MHz, 40MHz, 50MHz ramp up sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	2
	RB change
	1RB to 20 RBs
	TPC=+1dB
	14.01
	10dB ≤ ΔP < 15dB
	14.01 +/-  (4 + TT)

	
	
	Subframes after RB change
	Fixed = 20
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	1RB to 50 RBs
	TPC=+1dB
	17.99
	15dB ≤ ΔP
	17.99 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 50
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	1RB to 24 RBs
	TPC=+1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80+/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 24
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 10 RBs
	TPC=+1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 10
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	[bookmark: _Hlk534734126]Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



Table 6.3.4.3.5-4: Test Requirements Relative Power Tolerance for Transmission, channel BW 10MHz, 15MHz, 20MHz, 25MHz, 30MHz, 40MHz, 50MHz ramp down sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Down)
	Power step size range (Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1RBs
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 20
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	2
	RB change
	20 RBs to 1 RB
	TPC=-1dB
	14.01
	10dB ≤ ΔP < 15dB
	14.01 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 50
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	50 RBs to 1 RB
	TPC=-1dB
	17.99
	15dB ≤ ΔP
	17.99 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	
	
	
	
	
	

	30
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	Subframes before RB change
	Fixed = 24
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	24 RBs to 1 RB
	TPC=-1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	Fixed = 10
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	10 RBs to 1 RB
	TPC=-1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



Table 6.3.4.3.5-5: Test Requirements Relative Power Tolerance for Transmission, channel BW 60MHz, 70MHz, 80MHz, 90MHz, 100MHz ramp up sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	2
	RB change
	1RB to 24 RBs
	TPC=+1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 24
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	1RB to 81 RBs
	TPC=+1dB
	20.08
	15dB < ΔP
	20.08 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 81
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 75 RBs
	TPC=+1dB
	19.75
	15dB < ΔP
	19.75 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 75
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



Table 6.3.4.3.5-6: Test Requirements Relative Power Tolerance for Transmission, channel BW 60MHz, 70MHz, 80MHz, 90MHz, 100MHz ramp down sub-test
	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Down)
	Power step size range (Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 24
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	30
	2
	RB change
	24 RBs to 1 RB
	TPC=-1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 81
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	81 RBs to 1 RB
	TPC=-1dB
	20.08
	15dB < ΔP
	20.08 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	Fixed = 5
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	5 RBs to 1 RB
	TPC=-1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	Fixed = 75
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	75 RBs to 1 RB
	TPC=-1dB
	19.75
	15dB < ΔP
	19.75 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 1
	TPC=-1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:	Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.
Note 2:	The starting resource block shall be RB# 0.
Note 3:	TT=0.7dB
Note 4:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



Table 6.3.4.3.5-7: Test Requirements Relative Power Tolerance for Transmission, alternating sub-test
	BW
	Test SCS [kHz]
	Sub-test ID
	Uplink RB allocation
	TPC command
	Expected power step size (Up or Down)
	Power step size range (Up or Down)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	15
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	5
	
	3
	Alternating 1 and 15
	TPC=0dB
	11.76
	10dB ≤ ΔP < 15dB
	11.76 +/- (4 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	30
	2
	Alternating 1 and 10
	TPC=0dB
	10.00
	10dB ≤ ΔP < 15dB
	10.00 +/- (4 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	15
	3
	Alternating 1 and 20
	TPC=0dB
	13.01
	10dB ≤ ΔP < 15dB
	13.01 +/- (4 + TT)

	
	
	4
	Alternating 1 and 50
	TPC=0dB
	16.99
	15dB ≤ ΔP
	16.99 +/- (5 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	10,15,20, 25,30,40,50
	30
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	
	3
	Alternating 1 and 24
	TPC=0dB
	13.80
	10dB ≤ ΔP < 15dB
	13.80 +/- (4 + TT)

	
	
	1
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	60
	2
	Alternating 1 and 10
	TPC=0dB
	10.00
	10dB ≤ ΔP < 15dB
	10.00 +/- (4 + TT)

	
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	30
	2
	Alternating 1 and 5
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	
	3
	Alternating 1 and 81
	TPC=0dB
	19.08
	15dB < ΔP
	19.08 +/- (5 + TT)

	60, 70,80,90,100
	
	1
	Alternating 1 and 2
	TPC=0dB
	3.01
	3dB ≤ ΔP < 4dB
	3.01 +/- (3 + TT)

	
	60
	2
	Alternating 1 and 5 
	TPC=0dB
	6.99
	4dB ≤ ΔP < 10dB
	6.99 +/- (3.5 + TT)

	
	
	3
	Alternating 1 and 75
	TPC=0dB
	18.75
	15dB < ΔP
	18.75 +/- (5 + TT)

	Note 1:	The starting resource block shall be RB# 0.
Note 2:	TT=0.7dB
Note 3:	Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.



<Unchanged sections skipped>



image1.emf
   

0  ..     9        sub - frame#          1          2              3                4    radio frame  

  0  ..     9       sub - frame#          1          2              3                4    radio frame  

RB change    

RB change    

Power  pattern A  

Power  pattern  C  

  0  ..     9       sub - frame#          1          2              3                4    radio frame  

RB change    

Power  pattern B  


oleObject1.bin

[image: image1]

0  ..     9       sub-frame# 



     1	      2              3                4    radio frame







 0  ..     9       sub-frame# 



     1	      2              3                4    radio frame







RB change 







RB change 







Power pattern A







Power pattern C







 0  ..     9       sub-frame# 



     1	      2              3                4    radio frame







RB change 







Power pattern B












image2.emf
   

0  ..     9       sub - frame#          1          2              3                 4    radio frame  

Power   pattern A    

RB change    

0  ..     9       sub - frame#          1          2              3                4    radio frame  

RB change    

0  ..     9       sub - frame#          1          2              3                4    radio frame  

Power   pattern B    

Power   pattern C    

RB change    


oleObject2.bin

[image: image1]

0  ..     9       sub-frame# 



     1	      2              3                4    radio frame







Power pattern A 







RB change 







0  ..     9       sub-frame# 



     1	      2              3                4    radio frame







RB change 







0  ..     9       sub-frame# 



     1	      2              3                4    radio frame







Power pattern B 







Power pattern C 







RB change 












image3.emf
  `  

  4       9         sub - frame#          1          2            …                   5            6      radio frame  

RB change    

…    

                          4        9         sub - frame#            …          9               1 0               11               12       radio frame  

Power   pattern B    

RB change    

…    

Power   pattern C  

…    

Power   pattern A    

…    

…     …    

                          4        9         sub - frame#            …            14             1 5               16                17        radio frame  

RB change    


oleObject3.bin
`
[image: image1]

 4     9       sub-frame# 



     1	      2           …                5            6    radio frame







RB change 







… 







                      4      9       sub-frame# 



      …	     9             10             11             12     radio frame







Power pattern B 







RB change 







… 







Power pattern C







… 







Power pattern A 







… 







… 







… 







                      4      9       sub-frame# 



      …	      14           15             16             17     radio frame







RB change 












image4.emf
  `    

  4       9         sub - frame#          1          2            …                   5            6      radio frame  

RB change    

…    

                         4        9         sub - frame#           …          9               1 0               11               1 2       radio frame  

Power   pattern B    

…    

Power   pattern C  

…    

Power   pattern A    

…    

                         4        9         sub - frame#           …            14             1 5               16                17       radio frame  

RB change    

…    

…    

RB change    


oleObject4.bin
`
[image: image1]

 4     9       sub-frame# 



     1	      2           …                5            6    radio frame







RB change 







… 







                      4      9       sub-frame# 



      …	     9             10             11             12     radio frame







Power pattern B 







… 







Power pattern C







… 







Power pattern A 







… 







                      4      9       sub-frame# 



      …	      14           15             16             17     radio frame







RB change 







… 







… 







RB change 












image5.emf
 

Power   

FDD test patterns   

0    1              …                  9 sub - frame#   

Power   

T DD test patterns   

0                   4                        9      sub - frame#   


oleObject5.bin


Power 







FDD test patterns 







0  1             …                9 sub-frame# 







Power 







TDD test patterns 







0               4                    9   sub-frame# 












