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< Unchanged sections omitted >
[bookmark: _Toc21621373][bookmark: _Toc29296987][bookmark: _Toc36149178][bookmark: _Toc44092755][bookmark: _Toc44093304][bookmark: _Toc44094127][bookmark: _Toc44094406][bookmark: _Toc52295819][bookmark: _Toc59027522][bookmark: _Toc69328016][bookmark: _Toc75989653][bookmark: _Toc75992759][bookmark: _Toc76018536][bookmark: _Toc84513600][bookmark: _Toc84514164]4A	NE-DC with all NR cells in FR1
4A.0	General
This clause contains test scenarios for NR and E-UTRA dual connectivity with NR as PCell and E-UTRA and PSCell. This configuration is also known as NE-DC. All NR cells are in Frequency Range 1.
[bookmark: _Toc21621374][bookmark: _Toc29296988][bookmark: _Toc36149179][bookmark: _Toc44092756][bookmark: _Toc44093305][bookmark: _Toc44094128][bookmark: _Toc44094407][bookmark: _Toc52295820][bookmark: _Toc59027523][bookmark: _Toc69328017][bookmark: _Toc75989654][bookmark: _Toc75992760][bookmark: _Toc76018537][bookmark: _Toc84513601][bookmark: _Toc84514165]4A.1	Signalling characteristics
FFS
4A.1.2	Active BWP switch delay
FFS
4A.2	Measurement performance requirements
4A.2.1	SFTD accuracy
FFS
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