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< Unchanged sections omitted >
[bookmark: _Toc89424738][bookmark: _Toc93521538]3A.5	NR operating band configuration
The additional band defined in Table 3A.5-1 shall be used for RRM inter-frequency tests where the band under test cannot accommodate two (or more) non-overlapping inter-frequency cells. The usage of the additional band is conditioned to the UE supporting this band, the corresponding channel bandwidth and other band-dependent parameters. If the UE does not support the additional band or associated parameters, the inter-frequency test shall be considered Not Applicable for the band under test.
Inter-band configuration is not affecting the Test purpose since the minimum requirements are valid regardless of band. Band combinations defined in table 3A.5-1 shall be used for testing.
Table 3A.5-1: Inter-band configuration
	Band under test
	Additional band (s)

	n12
	n66

	n14
	n66

	n18
	n1

	n30
	n66

	n34
	n41

	n38
	n41

	n39
	n41

	n53
	n41

	n70
	n66

	NOTE 1:	The band under test should contain the inter-frequency (neighbour) cell.
NOTE 2:	The additional band should contain the serving cell of the test. If more than one inter-frequency cell is needed, that cell should be on the additional band.
NOTE 3:	The bands and cells referred in this table are NR bands and cells only. For instructions on how to configure the E-UTRA operating band please refer to 3GPP TS 36.521-3 [26].
NOTE 4:	The additional bands in this table are to be used in NR SA test cases only. EN-DC test cases cannot make use of additional bands.
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