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[bookmark: _Hlk95132601]< Unchanged sections omitted >
8.2.1.1	E-UTRA - NR FR1 cell re-selection to higher priority NR target cell
8.2.1.1.1	Test purpose
The purpose of this test is to verify the requirement for the E-UTRAN to NR inter-RAT cell reselection requirements specified in TS 36.133 [23] clause 4.2.2.5.6.
8.2.1.1.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards.
8.2.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.2.1.0.
The normative reference for this requirement is TS 38.133 [6] clause A.8.2.1.1.
8.2.1.1.4	Test description
There are two cells configured in this test, the E-UTRA Cell 1 and NR Cell 2. E-UTRA Cell 1 is the PCell and NR Cell 2 is the neighbour cell. This test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. E-UTRA Cell 1 is already identified by the UE prior to the start of the test. Cell 2 is of higher priority than cell 1.
8.2.1.1.4.1	Initial conditions
This test shall be tested under any of the test configuration in Table 8.2.1.1.4.1-1.
Table 8.2.1.1.4.1-1: Supported test configurations
	Configuration
	Description

	8.2.1.1-1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	8.2.1.1-2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	8.2.1.1-3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	8.2.1.1-4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	8.2.1.1-5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	8.2.1.1-6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	NOTE:	The UE is only required to be tested in one of the supported test configurations.



Configure the test requirement and the DUT according to the parameters in Table 8.2.1.1.4.1-2.
Table 8.2.1.1.4.1-2: Initial conditions for E-UTRA - NR FR1 cell re-selection to
higher priority NR target cell
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 8.2.1.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.2.1.1.4.1-3.
2.	Message contents are defined in clause 8.2.1.1.4.3.
3.	The test scenario comprises of one NR cell and one E-UTRAN cell. E-UTRA Cell 1 is the PCell and Cell 2 is the neighbour cell. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clauses C.1.0 and C.1.1 and Cell 2 is configured according to clauses C.1.1 and C.1.2.
Table 8.2.1.1.4.1-3: General test parameters for E-UTRA -
NR FR1 cell re-selection to higher priority NR target cell
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE camps on cell 2 in the initial phase

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T1 end condition
	Active cell
	
	
	Cell1
	During T1 period the UE reselects to cell 1

	
	Neighbour cell
	
	
	Cell2
	

	T3 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T3

	
	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1, 2
	E-UTRAN radio channel (1) and NR radio channel (2) are used for this test

	Time offset between cells
	
	1, 4
	3 ms
	Asynchronous cells

	
	
	2, 5
	3 s
	Synchronous cells

	
	
	3, 6
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	1.28
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	102
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	>7
	During T2, cell 2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3.

	T3
	s
	1, 2, 3, 4, 5, 6
	75
	T3 needs to be defined so that cell re-selection reaction time is taken into account.



8.2.1.1.4.2	Test procedure
Two cells are deployed in the test, which are one NR PCell (NR Cell 1) and a E-UTRA neighbour cell (E-UTRA Cell 1). The test consists of three successive time periods, with time duration of T1, T2, and T3 respectively. E-UTRA Cell 1 is already identified by the UE prior to the start of the test. NR Cell 2 is of higher priority than E-UTRA Cell 1.
In the following test procedure "UE responds" means "UE starts transmitting preamble on PRACH for sending the RRCSetupRequest message to perform a Registration procedure.
1.	Ensure the UE is in State RRC_IDLE with generic procedure parameters connectivity = NR with Test Mode On according to TS 38.508-1 [14] clause 4.5 on Cell 2.
2.	Set the parameters according to T1 in Table 8.2.1.1.5-1 and 8.2.1.1.5-2, T1 starts. 
3.	The SS waits for random access requests information from the UE to perform cell re-selection on the lower priority cell, E-UTRA Cell 1.
4.	If the UE responds on lower priority cell, E-UTRA Cell 1 during time duration T1 within 8 seconds from the beginning of time period T1, then count a success for the event "Re-select lower priority Cell 1". Otherwise count a fail for the event "Re-select lower priority Cell 1".
5.	If the UE has re-selected E-UTRA Cell 1 within T1, after the re-selection or when T1 expires, continue with step 5a. Otherwise, if T1 expires and the UE has not yet re-selected Cell 1, the TE shall switch off and on the UE and skip to step 11.
5a.	The SS shall send an RRCConnectionRelease message to ensure that the UE is in state RRC_IDLE on Cell 1.
[bookmark: OLE_LINK1]6.	The SS shall switch the power setting from T1 to T2 as specified in Table 8.2.1.1.5-1. During time duration T2, Cell 2 shall be powered OFF and the physical cell identity = ((current Cell 2 physical cell identity + 1) mod 1008) shall be changed to ensure Cell 2 is not detected by the UE, T2 starts.
7.	When T2 expires, the SS shall switch the power setting from T2 to T3 as specified in Table 8.2.1.1.5-1, T3 starts.
8.	The SS waits for random access requests information from the UE to perform cell re-selection on the higher priority cell, NR Cell 2.
9.	If the UE responds on higher priority cell, NR Cell 2 during time duration T3 within 68 seconds from the beginning of time period T3, then count a success for the event "Re-select higher priority Cell 2". Otherwise count a fail for the event "Re-select higher priority Cell 2".
10.	If the UE has re-selected Cell 2 within T3, after the re-selection or when T3 expires, continues with step 10a.
Otherwise, if T3 expires and the UE has not yet re-selected Cell 2, the TE shall switch off and on the UE and continue with step 11.
10a.The SS shall send an RRCRelease message to ensure that the UE is in state RRC_IDLE on Cell 2.
11.	Ensure the UE is in state RRC_IDLE with generic procedure parameters connectivity NR according to TS 38.508-1 [14] clause 4.5 on Cell 2.
12.	Repeat step 2-11 until a test verdict has been achieved.
Each of the events "Re-select lower priority Cell 1" and "Re-select higher priority Cell 2" is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.
8.2.1.1.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 8.2.1.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.3-1
Table H.2.3-2 with condition lower priority
Table H.2.3-3 with condition lower priority

	Default RRC messages and information elements contents exceptions
	



Table 8.2.1.1.4.3-2: SystemInformationBlockType3
	Derivation Path: TS 36.508 Table 4.4.3.3-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearch
	25
	Actual value = 50 dB
	

	    threshServingLow
	22
	Actual value = 44 dB
	

	  }
	
	
	

	}
	
	
	



Table 8.2.1.1.4.3-3: SystemInformationBlockType24
	Derivation Path: TS 36.508, Table 4.4.3.3-20 with Condition FR1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType24-r15 ::= SEQUENCE {
	
	
	

	  carrierFreqListNR-r15 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	  measTimingConfig-r15[n]  SEQUENCE {
	
	
	

	    periodicityAndOffset-r15 CHOICE {
	
	
	

	    sf20
	0
	
	

	   }
	
	
	

	   ssb-Duration-r15
	sf5
	Asynchronous cells
	Configuration 1,4

	
	sf2
	Synchronous cells
	Configuration 2,3,5,6

	  }
	
	
	

	    subcarrierSpacingSSB-r15[1]
	kHz15
	
	Configuration 1,2,4,5

	
	kHz30
	
	Configuration 3,6

	    threshX-High-r15[1]
	24
	Actual value = 48 dB
	

	    threshX-Low-r15[1]
	25
	Actual value = 50 dB
	

	    }
	
	
	

	    q-RxLevMin-r15[1]
	-70
	Actual value = -140 dBm
	Configuration 1,2,4,5

	
	-69
	Actual value = -137 dBm, Round down
	Configuration 3,6

	}
	
	
	



Table 8.2.1.1.4.3-4: Void
Table 8.2.1.1.4.3-5: Void

8.2.1.1.5	Test requirement
Tables 8.2.1.1.4.1-3, 8.2.1.1.5-1 and 8.2.1.1.5-2 define the primary level settings including test tolerances for higher priority NR cell re-selection test case.
Table 8.2.1.1.5-1: NR Cell specific test parameters for E-UTRA -
NR FR1 cell re-selection to higher priority NR target cell
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2
	T3

	TDD configuration
	
	1, 4
	N/A

	
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	PDSCH Reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	RMC CORESET Reference Channel
	
	1, 4
	CCR.1.1 FDD

	
	
	2, 5
	CCR.1.1 TDD

	
	
	3, 6
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 4
	SSB.1 FR1

	
	
	2, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	Initial DL BWP configuration
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3, 4, 5, 6
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3, 4, 5, 6
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2, 4, 5
	-140

	
	
	3, 6
	-137

	Pcompensation
	dB
	1, 2, 3, 4, 5, 6
	0

	Qhysts
	dB
	1, 2, 3, 4, 5, 6
	0

	Qoffsets, n
	dB
	1, 2, 3, 4, 5, 6
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2, 3, 4, 5, 6
	SS-RSRP

	

	dB
	1, 4
	-3.65
	-infinity
	13.55

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	
 Note2
	dBm/SCS
	1, 4
	-99.90
	-98
	-98

	
	
	2, 5
	-99.90
	-98
	-98

	
	
	3, 6
	-96.90
	-95
	-95

	
 Note2
	dBm/15 kHz
	1, 4
	-99.90
	-98
	-98

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	

	dB
	1, 4
	-3.65
	-infinity
	13.55

	
	
	2, 5
	
	
	

	
	
	3, 6
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1, 4
	-103.55
	-infinity
	-84.45

	
	
	2, 5
	-103.55
	-infinity
	-84.45

	
	
	3, 6
	-100.54
	-infinity
	-81.44

	Io
	dBm/9.36 MHz
	1, 4
	-70.39
	-70.05
	-56.31

	
	dBm/9.36 MHz
	2, 5
	-70.39
	-70.05
	-56.31

	
	dBm/38.16 MHz
	3, 6
	-64.29
	-63.94
	-50.21

	Treselection
	s
	1, 2, 3, 4, 5, 6
	0
	0
	0

	SnonintrasearchP
	dB
	1, 2, 3, 4, 5, 6
	50

	Threshx, highP
	dB
	1, 2, 3, 4, 5, 6
	48

	Threshserving, lowP
	dB
	1, 2, 3, 4, 5, 6
	44

	Threshx, lowP
	dB
	1, 2, 3, 4, 5, 6
	50

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	AWGN

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table 8.2.1.1.5-2: E-UTRA Cell specific test parameters for for E-UTRA - NR FR1 cell re-selection to higher priority NR target cell
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in TS 36.133 [15] clause A.3.2
	
	OP.2 TDD for test configuration 1, 2, 3;
OP.2 FDD for test configuration 4, 5, 6

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140

	
 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 KHz
	-84
	-84
	-82.45

	

	dB
	14 
	14
	15.55

	

	dB
	14 
	14
	15.55

	TreselectionEUTRAN
	S
	0

	SnonintrasearchP
	dB
	50

	Threshx, highP
	dB
	48

	Threshserving, lowP
	dB
	44

	Threshx, lowP
	dB
	50

	Propagation Condition
	
	AWGN

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



The cell reselection delay to a higher priority NR cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRCSetupRequest message to perform a Registration procedure for mobility on cell 2.
The cell re-selection delay to a higher priority cell shall be less than 68 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:	The cell re-selection delay to a higher priority cell can be expressed as: Thigher_priority_search + Tevaluate, NR + TSI-NR, and to a lower priority cell can be expressed as: Tevaluate, NR + TSI-NR,
Where:
Thigher_priority_search is the higher priority search period, Thigher_priority_search = 60 ms according to TS 36.133 [23], clause 4.2.2;
Tevaluate, NR 	is the evaluation time for NR Cell, Tevaluate, NR = 6400 ms according TS 36.133 [23], Table 4.2.2.5.6-1;
TSI-NR is the maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; TSI-NR = 1280 ms is assumed in this test case.
This gives a total of 67.68 s, allow 68 s for the cell re-selection delay to a higher priority NR cell and 7.68 s for the cell re-selection delay to a lower priority cell in the test case, which we allow 8 s.
8.2.1.2	E-UTRA - NR FR1 Cell reselection to lower priority NR target Cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
8.2.1.2.1	Test purpose
The purpose of this test is to verify the requirement for the E-UTRAN to NR inter-RAT cell reselection requirements specified in TS 36.133 [23] clause 4.2.2.5.6.
8.2.1.2.2	Test applicability
This test applies to all types of NR UE configured with highSpeedInterRAT-NR-r16 from Release 16 onwards.
8.2.1.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.2.1.0.
The normative reference for this requirement is TS 38.133 [6] clause A.8.2.1.2.
8.2.1.2.4	Test description
8.2.1.2.4.1	Initial conditions
This test shall be tested under any of the test configuration in Table 8.2.1.2.4.1-1.
Table 8.2.1.2.4.1-1: Supported test configurations
	Configuration
	Description

	8.2.1.2-1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	8.2.1.2-2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	8.2.1.2-3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	8.2.1.2-4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	8.2.1.2-5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	8.2.1.2-6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	NOTE:	The UE is only required to be tested in one of the supported test configurations.



Configure the test requirement and the DUT according to the parameters in Table 8.2.1.2.4.1-2.
Table 8.2.1.2.4.1-2: Initial conditions for E-UTRA - NR FR1 cell re-selection to lower priority NR target cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 8.2.1.2.4.1-1.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.2.1.2.4.1-3.
2.	Message contents are defined in clause 8.2.1.2.4.3.
3.	The test scenario comprises of one NR cell and one E-UTRAN cell. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1 and Cell 2 is configured according to clauses C.1.1 and C.1.2.
4.	In SIB of the E-UTRA cell, highSpeedInterRAT-NR-r16 is configured and the carrier of NR cell is configured with highSpeedCarrierNR-r16. 
Table 8.2.1.2.4.1-3: General test parameters for E-UTRA - NR FR1 cell re-selection
to lower priority NR target cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE camps on cell 1 in the initial phase

	T1 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T1

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T2 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE shall perform reselection to cell 1 during T2 for iteration of the tests.

	
	Neighbour cells
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	RF Channel Number
	
	1, 2, 3, 4, 5, 6
	1, 2
	E-UTRAN radio channel (1) and NR radio channel (2) are used for this test

	Time offset between cells
	
	1, 4
	3 ms
	Asynchronous cells

	
	
	2, 5
	3 s
	Synchronous cells

	
	
	3, 6
	3 s
	Synchronous cells

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	0.32
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	87
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	75
	T2 needs to be defined so that cell re-selection reaction time is taken into account.



8.2.1.2.4.2	Test procedure
Two cells are deployed in the test, which are one E-UTRA Cell 1 and NR Cell 2. The test consists of two successive time periods, with time duration of T1 and T2 respectively. Both cells are already identified by the UE prior to the start of the test. NR Cell 2 is of lower priority than E-UTRA Cell 1. UE is camped on E-UTRA Cell 1 during the initial phase of the test.
In the following test procedure "UE responds" means "UE starts transmitting preamble on PRACH for sending the RRCSetupRequest message to perform a Registration procedure.
1.	Ensure the UE is in State RRC_IDLE with generic procedure parameters Connectivity NR with Test Mode On according to TS 38.508-1 [14] clause 4.5.
2.	Set the parameters according to T1 in Table 8.2.1.2.5-1 and 8.2.1.2.5-2, T1 starts.
3.	The SS waits for random access requests information from the UE to perform cell re-selection on the lower priority NR Cell 2.
4. The SS shall switch the power setting from T1 to T2 as specified in Table Table 8.2.1.2.5-1 and 8.2.1.2.5-2. T2 starts.
5.	The SS waits for random access requests information from the UE to perform cell re-selection on the higher priority E-UTRA Cell 1.
6.	If the UE responds on lower priority cell, NR Cell 2 during time duration T2 within 3 seconds from the beginning of time period T2, then count a success for the event "Re-select lowe priority Cell 2". Otherwise count a fail for the event "Re-select lower priority Cell 2".
7.	If the UE has re-selected Cell 2 within T2, after the re-selection or when T2 expires, skip to step 10.
Otherwise, if T2 expires and the UE has not yet re-selected Cell 2, continue with step 9.
8.	Switch off and on the UE and ensure the UE is in state RRC_IDLE with generic procedure parameters Connectivity NR according to TS 38.508-1 [14] clause 4.5 in Cell 2.
9.	Repeat step 2-9 until a test verdict has been achieved.
Each of the events "Re-select higher priority Cell 1" and "Re-select lower priority Cell 2" is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.
8.2.1.2.4.3	Message contents
Message contents are same as in 8.2.1.1.4.3 with the following exceptions.
Table 8.2.1.2.4.3-1: highSpeedCarrierNR-r16 in SystemInformationBlockType24
	Derivation Path: TS 36.508, Table 4.4.3.3-20 with Condition FR1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType24-r15 ::= SEQUENCE {
	
	
	

	  CarrierFreqNR-v1610 ::=	SEQUENCE {(SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	highSpeedCarrierNR-r16	
	TRUE
	
	

	}
	
	
	



Table 8.2.1.2.4.3-2: highSpeedInterRAT-NR-r16 configuration
	Derivation Path: 36.508 Table 4.6.3-14

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB::= SEQUENCE {
	
	
	

	highSpeedInterRAT-NR-r16 
	TRUE
	
	

	}
	
	
	



Table 8.2.1.2.4.3-3: SIB2
	Derivation Path: TS 38.508-1, Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearchP
	Not sent
	
	

	  }
	
	
	

	}
	
	
	



8.2.1.2.5	Test requirement
Tables 8.2.1.2.4.1-3, 8.2.1.2.5-1 and 8.2.1.2.5-2 define the primary level settings including test tolerances for higher priority E-UTRA cell re-selection test case.
Table 8.2.1.2.5-1: NR Cell specific test parameters for E-UTRA - NR FR1 cell re-selection to
lower priority NR target cell for UE configured with highSpeedInterRAT-NR-r16
	Parameter
	Unit
	Test configuration
	Cell 2

	
	
	
	T1
	T2

	TDD configuration
	
	1, 4
	N/A

	
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	PDSCH Reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	RMC CORESET Reference Channel
	
	1, 4
	CCR.1.1 FDD

	
	
	2, 5
	CCR.1.1 TDD

	
	
	3, 6
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 4
	SSB.1 FR1

	
	
	2, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	Initial DL BWP configuration
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3, 4, 5, 6
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3, 4, 5, 6
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2, 4, 5
	-140

	
	
	3, 6
	-137

	Pcompensation
	dB
	1, 2, 3, 4, 5, 6
	0

	Qhysts
	dB
	1, 2, 3, 4, 5, 6
	0

	Qoffsets, n
	dB
	1, 2, 3, 4, 5, 6
	0

	Cell_selection_and_
reselection_quality_measurement
	
	1, 2, 3, 4, 5, 6
	SS-RSRP

	

	dB
	1, 4
	17.45
	14

	
	
	2, 5
	
	

	
	
	3, 6
	
	

	
 Note2
	dBm/SCS
	1, 4
	-99.9

	
	
	2, 5
	-99.9

	
	
	3, 6
	-96.9

	
 Note2
	dBm/15 kHz
	1, 4
	-99.9

	
	
	2, 5
	

	
	
	3, 6
	

	

	dB
	1, 4
	17.45
	14

	
	
	2, 5
	
	

	
	
	3, 6
	
	

	SS-RSRP Note3
	dBm/SCS
	1, 4
	-82.45
	-85.90

	
	
	2, 5
	-82.45
	-85.90

	
	
	3, 6
	-79.45
	-82.90

	Io
	dBm/9.36 MHz
	1, 4
	-54.42
	-57.78

	
	dBm/9.36 MHz
	2, 5
	-54.42
	-57.78

	
	dBm/38.16 MHz
	3, 6
	-48.32
	-51.68

	Treselection
	s
	1, 2, 3, 4, 5, 6
	0

	Snonintrasearch
	dB
	1, 2, 3, 4, 5, 6
	Not sent

	Threshx, high
	dB
	1, 2, 3, 4, 5, 6
	48

	Threshserving, low
	dB
	1, 2, 3, 4, 5, 6
	44

	Threshx, low  
	dB
	1, 2, 3, 4, 5, 6
	50

	Propagation Condition 
	
	1, 2, 3, 4, 5, 6
	AWGN 3334 Note 4

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	The AWGN 3334 Hz condition is a non fading propagation channel with one tap. Doppler shift is a constant 3334 Hz.



Table 8.2.1.2.5-2: E-UTRA Cell specific test parameters for for E-UTRA - NR FR1 cell re-selection to
lower priority NR target cell for UE configured with highSpeedInterRAT-NR-r16
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in TS 36.133 clause A.3.2
	
	OP.2 TDD for test configuration 1, 2, 3;
OP.2 FDD for test configuration 4, 5, 6

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140

	
 Note 2
	dBm/15 kHz
	-99.9

	RSRP Note 3
	dBm/15 KHz
	-103.55
	-103.55

	

	dB
	-3.65 
	-3.65 

	

	dB
	-3.65 
	-3.65 

	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	50

	Threshx, high
	dB
	48

	Threshserving, low
	dB
	44

	Threshx, low
	dB
	50

	Propagation Condition
	
	AWGN 1944 Hz Note4

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	The AWGN 1944 Hz condition is a non fading propagation channel with one tap. Doppler shift is a constant 1944 Hz.



The cell reselection delay to a lower priority NR cell is defined as the time from the beginning of time period T1, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2.
The cell re-selection delay to a lower priority cell shall be less than 3 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The cell re-selection delay to a lower priority cell can be expressed as: Tevaluate, NR + TSI-NR,
Where:
Tevaluate, NR	See Table 4.2.2.5.6-2 in clause 4.2.2.5.6 in [15]
TSI-NR	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 2.24 s, allow 3 s for the cell re-selection delay to a lower priority NR cell.
< Unchanged sections omitted >
8.5.1.1	E-UTRA - NR FR1 SFTD measurement accuracy
8.5.1.1.1	Test purpose
The purpose of this test is to verify that the SFTD measurement accuracy is within the specified limits and to verify the requirements as specified in clause 9.1.27 in TS 36.133 [23] for inter-RAT FR1 SFTD measurements.
8.5.1.1.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards and support inter-RAT NR SFTD measurements.
8.5.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.1.0.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.1.1.
8.5.1.1.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR1 neighbour cell.
8.5.1.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.1.1.4.1-1.
Table 8.5.1.1.4.1-1: Supported test configurations for E-UTRA - NR FR1 SFTD measurement accuracy
	Configuration
	Description

	8.5.1.1-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	8.5.1.1-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.1.1-3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.1.1-4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	8.5.1.1-5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	8.5.1.1-6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations.



Configure the test equipment and the DUT according to the parameters in Table 8.5.1.1.4.1-2.
Table 8.5.1.1.4.1-2: Initial conditions for E-UTRA - NR FR1 SFTD measurement accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 8.4.2.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.5.1.1.4.1-3.
2.	Message contents are defined in clause 8.5.1.1.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
8.5.1.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.1.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit a MeasurementReport message triggered by SFTD measurement.
6.	The SS shall check the reported values of SFN offset and frame boundary offset in the MeasurementReport. The SFN offset value and frame boundary offset value between E-UTRA Cell 1 and Cell 2 reported by the UE is compared to the expected SFN offset value and frame boundary offset, respectively. The number of failed iterations is increased by one, if
-	The reported SFN offset value is different with the expected SFN offset value, or
-	The difference between reported frame boundary offset value and expected frame boundary offset value is outside the limits given in Table 8.5.1.1.5-2, or 
-	The UE fails to report the measurement value for Cell 2.
Otherwise the number of successful iterations is increased by one.
7.	Repeat steps 1-6 until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.5.1.1.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.1.1.4.3-1: Common Exception messages for E-UTRA -
NR FR1 SFTD measurement accuracy
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-1a;
Table H.3.4-4 with Condition INTER-RAT NR, SFTD and GAPLESS 

	Specific message contents exceptions for Test Configuration 8.4.1.1-1 and 8.4.1.1-4
	Table H.3.4-6 with Condition SSB.1 FR1, SMTC.2 and Asynchronous cells

	Specific message contents exceptions for Test Configuration 8.4.1.1-2 and 8.4.1.1-5
	Table H.3.4-6 with Condition SSB.1 FR1, SMTC.1 and Asynchronous cells

	Specific message contents exceptions for Test Configuration 8.4.1.1-3 and 8.4.1.1-6
	Table H.3.4-6 with Condition SSB.2 FR1, SMTC.1 and Asynchronous cells



8.5.1.1.5	Test requirement
Table 8.5.1.1.5-1 and 8.5.1.1.5-2 defines the primary level settings including test tolerances for E-UTRA - NR FR1 SFTD measurement accuracy.
The SFN offset and frame boundary offset between E-UTRA PCell and the inter-RAT neighbour cell shall be set to one of the configurations in Table 8.5.1.1.5-3. The reported SFTD accuracy shall fulfil the accuracy requirements in Table 8.5.1.1.5-4.
Table 8.5.1.1.5-1: E-UTRA cell specific test parameters for E-UTRA -
NR FR1 SFTD measurement accuracy
	Parameter
	Unit
	Test 1

	E-UTRA RF Channel Number
	
	1

	Duplex mode
	
	FDD or TDD

	TDD special subframe configurationNote1
	
	6

	TDD uplink-downlink configurationNote1
	
	1

	BWchannel
	
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD
5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD
5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD
5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	NocNote4
	dBm/15 kHz
	-104

	Ês/Noc
	dB
	-2.2

	Ês/Iot
	dB
	-2.2

	RSRP Note5
	dBm/15 kHz
	-106.2

	SCH_RP Note5
	dBm/15 kHz
	-106.2

	Io Note5
	dBm/Ch BW
	-74.17
+10log
(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	1x2

	NOTE 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [24].
NOTE 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [23] respectively.
NOTE 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
NOTE 5:	Es/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table 8.5.1.1.5-2: NR cell specific test parameters for E-UTRA - NR FR1 SFTD measurement accuracy
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS

	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	

	1~6
	dB
	-2.7

	

	1~6
	dB
	-2.7

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SCS
	-106.7

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-103.7

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/9.36 MHz

	-74.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/38.16 MHz
	-68.08

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table 8.5.1.1.5-3: Timing offsets for E-UTRA - NR FR1 SFTD measurement accuracy
	Configuration
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000



Table 8.5.1.1.5-4: SFTD measurement accuracy
	Accuracy
	Conditions

	
	Ês/Iot
	Frequency range 

	Ts Note 1
	dB
	

	40
	 -3 dB
	FR1

	NOTE 1:	Ts is the basic timing unit defined in TS 36.211 [24].
NOTE 2:	The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.



For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
8.5.2	Inter-RAT measurement accuracy
8.5.2.1	SS-RSRP
8.5.2.1.0	Minimum conformance requirements
The measurement period of NR SS-RSRP measurements in RRC_CONNECTED state is specified in TS 36.133 [23] Clause 8.1.2.4.21 for UE with FDD PCell not configured with E-UTRA-NR Dual Connectivity operation. The measurement period of NR SS-RSRP measurements in RRC_CONNECTED state is specified in TS 36.133 [23] Clause 8.1.2.4.22 for UE with TDD PCell not configured with E-UTRA-NR Dual Connectivity operation.
The reporting range for SS-RSRP is defined from -156dBm to -31dBm with 1dB resolution. The mapping of the measured quantity to the reported value is defined by Table 4.7.1.0.1-2.
The normative reference for this requirement is TS 36.133 [23] clause 9.11.1.
8.5.2.1.0.1	Inter-RAT E-UTRA - NR FR1 SS-RSRP measurement accuracy requirements
The accuracy requirements of NR SS-RSRP measurements in FR1 and the corresponding side conditions shall be the same as the inter-frequency SS-RSRP absolute accuracy requirements in clause 4.7.1.0.3.
8.5.2.1.0.2	Inter-RAT E-UTRA - NR FR2 SS-RSRP minimum conformance requirements
The accuracy requirements of NR SS-RSRP measurements in FR2 and the corresponding side conditions shall be the same as the inter-frequency SS-RSRP absolute accuracy requirements in clause 5.7.1.0.2.
8.5.2.1.1	SS-RSRP with NR FR1 target cell
8.5.2.1.1.1	E-UTRA SS-RSRP absolute measurement accuracy of a NR FR1 neighbour cell
8.5.2.1.1.1.1	Test purpose
The purpose of this test is to verify that the inter-RAT SS-RSRP absolute measurement accuracy is within the specified limits for all bands, when the serving cell is E-UTRA and the target cell is NR FR1.
8.5.2.1.1.1.2	Test applicability
This test applies to all E-UTRA UE release 15 onwards and capable of NR measurements.
8.5.2.1.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.2.1.0.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.2.1.1.1.
8.5.2.1.1.1.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR1 neighbour cell.
8.5.2.1.1.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.2.1.1.1.4.1-1.
Table 8.5.2.1.1.1.4.1-1: Supported test configurations
	Configuration
	Description

	8.5.2.1.1.1-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	8.5.2.1.1.1-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.1.1.1-3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.1.1.1-4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	8.5.2.1.1.1-5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	8.5.2.1.1.1-6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations.



Configure the test equipment and the DUT according to the parameters in Table 8.5.2.1.1.1.4.1-2.
Table 8.5.2.1.1.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC, TL/VL, TL/VH, TH/VL, TH/VH
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part 2Rx
	A.3.1.7.2
	As specified in TS 38.508-1 [14] Annex A.

	
	TE Part 4Rx
	A.3.1.7.3
	

	
	DUT Part 2Rx
	A.3.2.3.4
	

	
	DUT Part 4Rx
	A.3.2.5.2
	

	Exceptions to connection diagram
	Without faders
	



1.	The general test parameter settings are set up according to Table 8.5.2.1.1.1.4.1-3.
2.	Message contents are defined in clause 8.5.2.1.1.1.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
8.5.2.1.1.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.2.1.1.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit periodically MeasurementReport messages.
6.	After 10s wait from Step 3, the SS shall check the SS-RSRP reported values in the periodic MeasurementReport. The SS-RSRP value of Cell 2 reported by the UE is compared to the expected SS-RSRP. If the value is outside the limits in clause 8.5.2.1.1.1.5 or the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one. Otherwise, the number of passed iterations is increased by one.
7.	The SS shall continue checking the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.	Set the parameters according to each sub-test in Table 8.5.2.1.1.1.5-1 as appropriate and repeat steps 5-7.
8.5.2.1.1.1.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.2.1.1.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-7
Table 4.6.6-2B in TS 36.508 [25]



Table 8.5.2.1.1.1.4.3-2: ReportConfigInterRAT-DEFAULT(Periodical)
	Derivation Path: 36.508 [25] Table 4.6.6-9

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      ReportQuantityNR-r15 SEQUENCE {
	PRESENT
	
	

	        ss-rsrp
	true
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	



8.5.2.1.1.1.5	Test requirement
Table 8.5.2.1.1.1.5-1 defines the primary level settings including test tolerances for all tests.
Each SS-RSRP measurement report for each of the tests in Table 8.5.2.1.1.1.5-1 shall meet the corresponding absolute accuracy requirements in Table 8.5.2.1.1.1.5-2 for test configurations 1, 2, 4 and 5, and the corresponding absolute accuracy requirements in Table 8.5.2.1.1.1.5-3 for test configurations 3 and 6.
Table 8.5.2.1.1.1.5-1: SS-RSRP inter-RAT test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle configuration
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	-
	-

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	-
	-

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	-
	-

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configuration 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 

	
	Config 3,6
	
	30 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	Depending on band group 
	dBm/15kHz
	-94.65
	-117 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	dBm/15kHz
	-96.00
	-117 + ΔBG_offset

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-94.65
	Same as Noc for 15kHz

	
	Config 3,6
	Depending on band group
	
	-93.00
	-114 + ΔBG_offset

	

	dB
	10
	-3.2

	

	dB
	10
	-3.2

	SS-RSRPNote3
	Config 1,2,4,5
	Depending on band group
	dBm/SCS
	-84.65
	-120.2 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	
	-83.00
	-117.2 + ΔBG_offset

	IoNote3
	Config 1,2,4,5
	Depending on band group
	dBm/
9.36MHz
	-56.28
	-87.35 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	dBm/
38.16MHz
	-51.53
	-81.25 + ΔBG_offset

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
NOTE 5:	NR operating band groups are as defined in clause 3.5.2.
NOTE 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



Table 8.5.2.1.1.1.5-2: SS-RSRP Inter RAT absolute accuracy requirements
for the reported values for test configurations 1, 2, 4 and 5
	Normal Conditions
	Test 1
All bands
	Test 2

	Lowest reported value (Cell 2)
	62
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	30

	
	
	Bands NR_FDD_FR1_B
	31

	
	
	Bands NR_TDD_FR1_C
	31

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	32

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	32

	
	
	Bands NR_FDD_FR1_F
	33

	
	
	Bands NR_FDD_FR1_G
	33

	
	
	Bands NR_FDD_FR1_H
	34

	Highest reported value (Cell 2)
	82
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	43

	
	
	Bands NR_FDD_FR1_B
	43

	
	
	Bands NR_TDD_FR1_C
	44

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	44

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	45

	
	
	Bands NR_FDD_FR1_F
	45

	
	
	Bands NR_FDD_FR1_G
	46

	
	
	Bands NR_FDD_FR1_H
	46

	Extreme Conditions
	Test 1
All bands
	Test 2

	Lowest reported value (Cell 2)
	59
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	26

	
	
	Bands NR_FDD_FR1_B
	26

	
	
	Bands NR_TDD_FR1_C
	27

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	27

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	28

	
	
	Bands NR_FDD_FR1_F
	28

	
	
	Bands NR_FDD_FR1_G
	29

	
	
	Bands NR_FDD_FR1_H
	29

	Highest reported value (Cell 2)
	85
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	47

	
	
	Bands NR_FDD_FR1_B
	48

	
	
	Bands NR_TDD_FR1_C
	48

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	49

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	49

	
	
	Bands NR_FDD_FR1_F
	50

	
	
	Bands NR_FDD_FR1_G
	50

	
	
	Bands NR_FDD_FR1_H
	51

	NOTE:	NR operating band groups are defined in clause 3A.4, Table 3A.4.1-2.



Table 8.5.2.1.1.1.5-3: SS-RSRP Inter RAT absolute accuracy requirements
for the reported values for test configurations 3 and 6
	Normal Conditions
	Test 1
All bands
	Test 2

	Lowest reported value (Cell 2)
	64
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	33

	
	
	Bands NR_FDD_FR1_B
	34

	
	
	Bands NR_TDD_FR1_C
	34

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	35

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	35

	
	
	Bands NR_FDD_FR1_F
	36

	
	
	Bands NR_FDD_FR1_G
	36

	
	
	Bands NR_FDD_FR1_H
	37

	Highest reported value (Cell 2)
	83
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	46

	
	
	Bands NR_FDD_FR1_B
	46

	
	
	Bands NR_TDD_FR1_C
	47

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	47

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	48

	
	
	Bands NR_FDD_FR1_F
	48

	
	
	Bands NR_FDD_FR1_G
	49

	
	
	Bands NR_FDD_FR1_H
	49

	Extreme Conditions
	Test 1
All bands
	Test 2

	Lowest reported value (Cell 2)
	61
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	29

	
	
	Bands NR_FDD_FR1_B
	29

	
	
	Bands NR_TDD_FR1_C
	30

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	30

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	31

	
	
	Bands NR_FDD_FR1_F
	31

	
	
	Bands NR_FDD_FR1_G
	32

	
	
	Bands NR_FDD_FR1_H
	32

	Highest reported value (Cell 2)
	86
	Bands NR_FDD_FR1_A, NR_TDD_FR1_A
	50

	
	
	Bands NR_FDD_FR1_B
	51

	
	
	Bands NR_TDD_FR1_C
	51

	
	
	Bands NR_FDD_FR1_D, NR_TDD_FR1_D
	52

	
	
	Bands NR_FDD_FR1_E, NR_TDD_FR1_E
	52

	
	
	Bands NR_FDD_FR1_F
	53

	
	
	Bands NR_FDD_FR1_G
	53

	
	
	Bands NR_FDD_FR1_H
	54

	NOTE:	NR operating band groups are defined in clause 3A.4, Table 3A.4.1-2.



For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
8.5.2.1.1.2	Void
8.5.2.1.2	E-UTRA SS-RSRP absolute measurement accuracy of a NR FR2 neighbour cell
Editor's Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- Normal conditions
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
- The test is incomplete for extreme conditions
8.5.2.1.2.1	Test purpose
The purpose of this test is to verify that the inter-RAT SS-RSRP measurement accuracy is within the specified limits for all bands, when the serving cell is E-UTRA and the target cell is NR FR2.
8.5.2.1.2.2	Test applicability
This test applies to all E-UTRA UE release 15 onwards and capable of NR FR2 measurements.
8.5.2.1.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.2.1.0.2.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.2.1.2.
8.5.2.1.2.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR2 neighbour cell.
8.5.2.1.2.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.2.1.2.4.1-1.
Table 8.5.2.1.2.4.1-1: Supported test configurations
	Configuration
	Description

	8.5.2.1.2-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.1.2-2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 8.5.2.1.2.4.1-2.
Table 8.5.2.1.2.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC, TL/VL, TL/VH, TH/VL, TH/VH
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-2 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part: A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	UE Part: A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.5.2.1.2.4.1-3.
2.	Message contents are defined in clause 8.5.2.1.2.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
4.	The UE Rx beam peak direction has been obtained previously using one of the Rx beam peak search procedures as described in Annex I.
8.5.2.1.2.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.2.1.2.5-1 and Table 8.5.2.1.2.5-2 as appropriate. The TE shall ensure that the NR FR2 cell will be received by the UE from the Rx beam peak direction.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1 to configure inter-RAT NR neighbour cell periodical measurements.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit periodically MeasurementReport messages.
6.	After 10s wait from Step 3, the SS shall check the SS-RSRP reported values in the periodic MeasurementReport. The SS-RSRP value of Cell 2 reported by the UE is compared to the expected SS-RSRP. If the value is outside the limits in clause 8.5.2.1.2.5 or the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one. Otherwise, the number of passed iterations is increased by one.
7.	The SS shall continue checking the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.	Set the parameters according to each sub-test in Tables 8.5.2.1.2.5-1 and 8.5.2.1.2.5-2 as appropriate and repeat steps 5-7.
8.5.2.1.2.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.2.1.2.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-7
Table 4.6.6-2B in TS 36.508 [25]



Table 8.5.2.1.2.4.3-2: ReportConfigInterRAT-DEFAULT(Periodical)
	Derivation Path: 36.508 [25] Table 4.6.6-9

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      ReportQuantityNR-r15 SEQUENCE {
	PRESENT
	
	

	        rsrp
	true
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	



8.5.2.1.2.5	Test requirement
Table 8.5.2.1.2.5-1 defines the general test parameters and Table 8.5.2.1.2.5-2 defines the primary level OTA settings including test tolerances for all tests.
Each SS-RSRP measurement report for each of the tests in Table 8.5.2.1.2.5-2 shall meet the corresponding absolute accuracy requirements in Table 8.5.2.1.2.5-3
Table 8.5.2.1.2.5-1: SS-RSRP Inter-RAT general test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	SSB ARFCN
	
	Freq1
	freq1

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX cycle configuration
	ms
	Not applicable

	PDSCH Reference measurement channel 
	
	-
	-

	RMSI CORESET Reference Channel
	
	-
	-

	OCNG Patterns
	
	OP.1

	OP.1


	SMTC configuration
	
	SMTC.1
	SMTC.1

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	
	
	
	

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 2:	Void.
NOTE 3:	Void.
NOTE 4:	Void.



Table 8.5.2.1.2.5-2: SS-RSRP Inter-RAT OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	Angle of arrival configuration
	
	Setup 1 according to A.3.15.1
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 9
	
	Rough
	Rough

	
Note1
	dBm/15kHz
Note4
	-105.1
	N/A 

	
Note1
	dBm/SCS
Note4
	-96.07
	N/A 

	

	dB
	11
	N/A 

	Es
	dBm/SCS
Note 4
	
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +6.65dB)

	SSB_RPNote2
	dBm/SCS Note4
	-85.07
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +6.65dB)

	
 BB Note 7
	dB
	9.95
	1.84

	IoNote2
	dBm/95.04 MHz Note4
	-55.75
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +35.65dB)

	
NOTE 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 2:	SSB_RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 3:	Void
NOTE 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
NOTE 5:	Void
NOTE 6:	Void
NOTE 7:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 36.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [3] Table 6.2.1.3-4.
NOTE 8:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



Table 8.5.2.1.2.5-3: evaluation limits for the reported values
	UE power class 3

	Normal Conditions
	Test 1
All bands
	Test 2

	Lowest reported value (Cell 2)
	48
	n257, n258, n261
	29

	
	
	n260
	32

	
	
	n259
	33

	Highest reported value (Cell 2)
	105
	n257, n258, n261
	87

	
	
	n260
	89

	
	
	n259
	90

	Extreme Conditions
	Test 1
All bands
	Test 2

	Lowest reported value (Cell 2)
	45
	n257, n258, n261
	26

	
	
	n260
	29

	
	
	n259
	30

	Highest reported value (Cell 2)
	108
	n257, n258, n261
	90

	
	
	n260
	92

	
	
	n259
	93



For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
8.5.2.2	SS-RSRQ
8.5.2.2.0	Minimum conformance requirements
The measurement period of NR SS-RSRQ measurements is the same as the measurement period of NR SS-RSRP measurements defined in clause 8.5.2.1.0.
The reporting range of SS-RSRQ is defined from -43 dB to 20 dB with 0.5 dB resolution. The mapping of measured quantity is defined in Table 4.7.2.0.1-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [23] clause 9.11.2.
8.5.2.2.0.1	Inter-RAT E-UTRA - NR FR1 SS-RSRQ minimum conformance requirements
The accuracy requirements of NR SS-RSRQ measurements in FR1 and the corresponding side conditions shall be the same as the inter-frequency SS-RSRQ absolute accuracy requirements in clause 4.7.2.0.2.
8.5.2.2.0.2	Inter-RAT E-UTRA - NR FR2 SS-RSRQ minimum conformance requirements
The accuracy requirements of NR SS-RSRP measurements in FR2 and the corresponding side conditions shall be the same as the inter-frequency SS-RSRP absolute accuracy requirements in clause 5.7.2.0.2.
8.5.2.2.1	E-UTRA SS-RSRQ absolute measurement accuracy of a NR FR1 neighbour cell
8.5.2.2.1.1	Test purpose
The purpose of this test is to verify that the inter-RAT SS-RSRQ measurement accuracy is within the specified limits for all bands, when the serving cell is E-UTRA and the target cell is NR FR1.
8.5.2.2.1.2	Test applicability
This test applies to all E-UTRA UE release 15 onwards and capable of NR measurements.
8.5.2.2.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.2.2.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.2.2.1.
8.5.2.2.1.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR1 neighbour cell.
8.5.2.2.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.2.2.1.4.1-1.
Table 8.5.2.2.1.4.1-1: Supported test configurations
	Configuration
	Description

	8.5.2.2.1-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	8.5.2.2.1-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.2.1-3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.2.1-4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	8.5.2.2.1-5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	8.5.2.2.1-6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations.



Configure the test equipment and the DUT according to the parameters in Table 8.5.2.2.1.4.1-2.
Table 8.5.2.2.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC, TL/VL, TL/VH, TH/VL, TH/VH
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part 2Rx
	A.3.1.7.2
	As specified in TS 38.508-1 [14] Annex A.

	
	TE Part 4Rx
	A.3.1.7.3
	

	
	DUT Part 2Rx
	A.3.2.3.4
	

	
	DUT Part 4Rx
	A.3.2.5.2
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.5.2.2.1.4.1-3.
2.	Message contents are defined in clause 8.5.2.2.1.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
8.5.2.2.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.2.2.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit periodically MeasurementReport messages.
6.	After 10s wait from Step 3, the SS shall check the SS-RSRQ reported values in the periodic MeasurementReport. The SS-RSRQ value of Cell 2 reported by the UE is compared to the expected SS-RSRQ. If the value is outside the limits in clause 8.5.2.2.1.5 or the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one. Otherwise, the number of passed iterations is increased by one.
7.	The SS shall continue checking the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.	Set the parameters according to each sub-test in Table 8.5.2.2.1.5-1 as appropriate and repeat steps 5-7.
8.5.2.2.1.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.2.2.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-7
Table 4.6.6-2B in TS 36.508 [25]



Table 8.5.2.2.1.4.3-2: ReportConfigInterRAT-DEFAULT(Periodical)
	Derivation Path: 36.508 [25] Table 4.6.6-9

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      ReportQuantityNR-r15 SEQUENCE {
	PRESENT
	
	

	        ss-rsrq
	true
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	



8.5.2.2.1.5	Test requirement
Table 8.5.2.2.1.5-1 defines the primary level settings including test tolerances for all tests.
Each SS-RSRQ measurement report for each of the tests in Table 8.5.2.2.1.5-1 shall meet the corresponding absolute accuracy requirements in Table 8.5.2.2.1.5-2.
Table 8.5.2.2.1.5-1: SS-RSRQ inter-RAT test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle configuration
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configuration 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 

	
	Config 3,6
	
	30 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	Depending on band group
	dBm/15kHz
	-81.68
	-106
	-116 + ΔBG_offset

	
	Config 3,6
	
	-87.80
	-113
	Same as Noc for 15kHz for Config 1,2,4,5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-81.68
	-106
	Same as Noc for 15kHz

	
	Config 3,6
	Depending on band group
	
	-84.80
	-110
	-113 + ΔBG_offset

	

	dB
	-1.75
	-1.75
	-1.75

	

	dB
	-1.75
	-1.75
	-1.75

	SS-RSRPNote3
	Config 1,2,4,5
	Depending on band group
	dBm/SCS
	-81.93
	-107.75
	-117.75 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	
	-85.02
	-111.75
	-114.75 + ΔBG_offset

	SS-RSRQ Note3
	
	dB
	-14.77
	-14.76
	-14.76

	IoNote3
	Config 1,2,4,5
	Depending on band group
	dBm/
9.36MHz
	-50
	-75.83
	-85.83 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	dBm/
38.16MHz
	-50
	-76.73
	-79.73 + ΔBG_offset

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	SS-RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
NOTE 5:	NR operating band groups are as defined in clause 3.5.2.
NOTE 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



Table 8.5.2.2.1.5-2: SS-RSRQ accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	SS-RSRQ_51
	SS-RSRQ_51
	SS-RSRQ_51

	Highest reported value (Cell 2)
	SS-RSRQ_63
	SS-RSRQ_63
	SS-RSRQ_63

	Extreme Conditions

	Lowest reported value (Cell 2)
	SS-RSRQ_48
	SS-RSRQ_48
	SS-RSRQ_48

	Highest reported value (Cell 2)
	SS-RSRQ_66
	SS-RSRQ_66
	SS-RSRQ_66



For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
8.5.2.2.2	E-UTRA SS-RSRQ absolute measurement accuracy of a NR FR2 neighbour cell
Editor's Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- Normal conditions
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
- The test is incomplete for extreme conditions
8.5.2.2.2.1	Test purpose
The purpose of this test is to verify that the inter-RAT SS-RSRQ measurement accuracy is within the specified limits for all bands, when the serving cell is E-UTRA and the target cell is NR FR2.
8.5.2.2.2.2	Test applicability
This test applies to all E-UTRA UE release 15 onwards and capable of NR FR2 measurements.
8.5.2.2.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.2.1.0.2.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.2.2.2.
8.5.2.2.2.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR2 neighbour cell.
8.5.2.2.2.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.2.2.2.4.1-1.
Table 8.5.2.2.2.4.1-1: Supported test configurations
	Configuration
	Description

	8.5.2.2.2-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.2.2-2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 8.5.2.2.2.4.1-2.
Table 8.5.2.2.2.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC, TL/VL, TL/VH, TH/VL, TH/VH
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-2 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part: A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	UE Part: A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.5.2.2.2.4.1-3.
2.	Message contents are defined in clause 8.5.2.2.2.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
4.	The UE Rx beam peak direction has been obtained previously using one of the Rx beam peak search procedures as described in Annex I.
8.5.2.2.2.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.2.2.2.5-1 and Table 8.5.2.2.2.5-2 as appropriate. The TE shall ensure that the NR FR2 cell will be received by the UE from the Rx beam peak direction.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1 to configure inter-RAT NR neighbour cell periodical measurements.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit periodically MeasurementReport messages.
6.	After 10s wait from Step 3, the SS shall check the SS-RSRQ reported values in the periodic MeasurementReport. The SS-RSRQ value of Cell 2 reported by the UE is compared to the expected SS-RSRQ. If the value is outside the limits in clause 8.5.2.2.2.5 or the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one. Otherwise, the number of passed iterations is increased by one.
7.	The SS shall continue checking the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.	Set the parameters according to each sub-test in Tables 8.5.2.2.2.5-1 and 8.5.2.2.2.5-2 as appropriate and repeat steps 5-7.
8.5.2.2.2.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.2.2.2.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-7
Table 4.6.6-2B in TS 36.508 [25] 




Table 8.5.2.2.2.4.3-2: ReportConfigInterRAT-DEFAULT(Periodical)
	Derivation Path: 36.508 [25] Table 4.6.6-9

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      ReportQuantityNR-r15 SEQUENCE {
	PRESENT
	
	

	        rsrq
	true
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	



8.5.2.2.2.5	Test requirement
Table 8.5.2.2.2.5-1 defines the general test parameters and Table 8.5.2.2.2.5-2 defines the primary level OTA settings including test tolerances for all tests.
Each SS-RSRQ measurement report for each of the tests in Table 8.5.2.2.2.5-2 shall meet the corresponding absolute accuracy requirements in Table 8.5.2.2.2.5-3
Table 8.5.2.2.2.5-1: SS-RSRQ Inter-RAT general test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	SSB ARFCN
	
	Freq1
	freq1

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX cycle configuration
	ms
	Not applicable

	PDSCH Reference measurement channel 
	
	-
	-

	RMSI CORESET Reference Channel
	
	-
	-

	OCNG Patterns
	
	OP.1

	OP.1


	SMTC configuration
	
	SMTC.1
	SMTC.1

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	
	
	
	

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-SINR, SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	SS-SINR and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table 8.5.2.2.2.5-2: SS-RSRQ Inter-RAT OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	Angle of arrival configuration
	
	Setup 1
	Setup 1

	Assumption for UE beamsNote 10
	
	Rough
	Rough

	
Note1

	dBm/15kHz
Note4
	-105
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak -5dB)

(Note 7)

	
Note1

	dBm/SCS Note4
	-95.97
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +4dB)

(Note 7)

	

	dB
	-0.5
	3.55

	SSB_RPNote2
	dBm/SCS Note4
	-96.47
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +7.55dB)

(Note 8)

	SS-RSRQNote2
	dB
	-14.06
	-12.38

	
 Note2
	dB
	-0.5
	3.55

	IoNote2
	dBm/95.04 MHz Note4
	-64.21
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +43.16dB)

(Note 9)

	
NOTE 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 2:	SSB_RP, SS-RSRQ, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 3:	Void
NOTE 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone.
NOTE 5:	Void
NOTE 6:	Void
NOTE 7:	Noc for SCS 15kHz is applied at -10log10(8)+4dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak. Noc for SCS 120kHz is applied at 4dB above the minimum level specified in Table B.2.3-2 for beam peak.
NOTE 8:	SSB_RP is applied at 2.25dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak.
NOTE 9:	Io is applied at 10log10(792)+6.22dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak.
NOTE 10:	Information about types of UE beam is given in B.2.1.3 of TS 38.133 [6], and does not limit UE implementation or test system implementation.



Table 8.5.2.2.2.5-3: evaluation limits for the reported values
	Normal Conditions
	Test 1
	Test 2

	Lowest reported value (Cell 2)
	23
	26

	Highest reported value (Cell 2)
	95
	98

	Extreme Conditions
	Test 1
	Test 2

	Lowest reported value (Cell 2)
	20
	23

	Highest reported value (Cell 2)
	98
	101



8.5.2.3	SS-SINR
8.5.2.3.0	Minimum conformance requirements
The measurement period of NR SS-SINR measurements is the same as the measurement period of NR SS-RSRP measurements defined in clause 8.5.2.1.0.
The reporting range of SS-SINR and CSI-SINR is defined from -23 dB to 40 dB with 0.5 dB resolution. The mapping of measured quantity is defined in Table 4.7.3.0.1-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [23] clause 9.11.3.
8.5.2.3.0.1	Inter-RAT E-UTRA - NR FR1 SS-SINR minimum conformance requirements
The accuracy requirements of NR SS-SINR measurements in FR1 and the corresponding side conditions shall be the same as the inter-frequency SS-SINR absolute accuracy requirements in clause 4.7.3.0.2.
8.5.2.3.0.2	Inter-RAT E-UTRA - NR FR2 SS-SINR minimum conformance requirements
The accuracy requirements of NR SS-SINR measurements in FR2 and the corresponding side conditions shall be the same as the inter-frequency SS-SINR absolute accuracy requirements in clause 5.7.3.0.2.
8.5.2.3.1	E-UTRA SS-SINR absolute measurement accuracy of a NR FR1 neighbour cell
8.5.2.3.1.1	Test purpose
The purpose of this test is to verify that the inter-RAT SS-SINR measurement accuracy is within the specified limits for all bands, when the serving cell is E-UTRA and the target cell is NR FR1.
8.5.2.3.1.2	Test applicability
This test applies to all E-UTRA UE release 15 onwards supporting ss-SINR-Meas and capable of NR measurements.
8.5.2.3.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.2.3.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.2.3.1.
8.5.2.3.1.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR1 neighbour cell.
8.5.2.3.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.2.3.1.4.1-1.
Table 8.5.2.3.1.4.1-1: Supported test configurations
	Configuration
	Description

	8.5.2.3.1-1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	8.5.2.3.1-2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.3.1-3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.3.1-4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	8.5.2.3.1-5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	8.5.2.3.1-6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations.



Configure the test equipment and the DUT according to the parameters in Table 8.5.2.3.1.4.1-2.
Table 8.5.2.3.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC, TL/VL, TL/VH, TH/VL, TH/VH
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part 2Rx
	A.3.1.7.2
	As specified in TS 38.508-1 [14] Annex A.

	
	TE Part 4Rx
	A.3.1.7.3
	

	
	DUT Part 2Rx
	A.3.2.3.4
	

	
	DUT Part 4Rx
	A.3.2.5.2
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.5.2.3.1.4.1-3.
2.	Message contents are defined in clause 8.5.2.3.1.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
8.5.2.3.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.2.3.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit periodically MeasurementReport messages.
6.	After 10s wait from Step 3, the SS shall check the SS-SINR reported values in the periodic MeasurementReport. The SS- SINR value of Cell 2 reported by the UE is compared to the expected SS- SINR. If the value is outside the limits in clause 8.5.2.3.1.5 or the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one. Otherwise, the number of passed iterations is increased by one.
7.	The SS shall continue checking the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.	Set the parameters according to each sub-test in Table 8.5.2.3.1.5-1 as appropriate and repeat steps 5-7.
8.5.2.3.1.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.2.3.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-7
Table 4.6.6-2B in TS 36.508 [25]



Table 8.5.2.3.1.4.3-2: ReportConfigInterRAT-DEFAULT(Periodical)
	Derivation Path: 36.508 [25] Table 4.6.6-9

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      ReportQuantityNR-r15 SEQUENCE {
	PRESENT
	
	

	        ss-sinr
	true
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	



8.5.2.3.1.5	Test requirement
Table 8.5.2.3.1.5-1 defines the primary level settings including test tolerances for all tests.
Each SS-RSRQ measurement report for each of the tests in Table 8.5.2.3.1.5-1 shall meet the corresponding absolute accuracy requirements in Table 8.5.2.3.1.5-2.
Table 8.5.2.3.1.5-1: SS-SINR inter-RAT test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle configuration
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configuration 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15 

	
	Config 3,6
	
	30 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	Depending on band group
	dBm/15kHz
	-88
	-108.5
	-119.5 + ΔBG_offset

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz

	
	Config 3,6
	Depending on band group
	
	-85
	-105.5
	-116.5 + ΔBG_offset

	

	dB
	-1.75
	20
	-3.2

	

	dB
	-1.75
	20
	-3.2

	SS-RSRPNote3
	Config 1,2,4,5
	Depending on band group
	dBm/SCS
	-89.75
	-88.5
	-122.7 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	
	-86.75
	-85.5
	-119.7 + ΔBG_offset

	SS-SINR Note3
	
	dB
	-1.75
	20
	-4.0

	IoNote3
	Config 1,2,4,5
	Depending on band group
	dBm/
9.36MHz
	-57.83
	-60.5
	-89.85 + ΔBG_offset

	
	Config 3,6
	Depending on band group
	dBm/
38.16MHz
	-51.73
	-54.41
	-83.75 + ΔBG_offset

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
NOTE 5:	NR operating band groups are as defined in clause 3.5.2.
NOTE 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



Table 8.5.2.3.1.5-2: SS-SINR accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	SS-SINR_35
	SS-SINR_79
	SS-SINR_32

	Highest reported value (Cell 2)
	SS-SINR_51
	SS-SINR_94
	SS-SINR_49

	Extreme Conditions

	Lowest reported value (Cell 2)
	SS-SINR_33
	SS-SINR_77
	SS-SINR_31

	Highest reported value (Cell 2)
	SS-SINR_53
	SS-SINR_96
	SS-SINR_50



For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
8.5.2.3.2	E-UTRA SS-SINR absolute measurement accuracy of a NR FR2 neighbour cell
Editor's Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- Normal conditions
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
- The test is incomplete for extreme conditions
8.5.2.3.2.1	Test purpose
The purpose of this test is to verify that the inter-RAT SS-SINR measurement accuracy is within the specified limits for all bands, when the serving cell is E-UTRA and the target cell is NR FR2.
8.5.2.3.2.2	Test applicability
This test applies to all E-UTRA UE release 15 onwards supporting ss-SINR-Meas and capable of NR FR2 measurements.
8.5.2.3.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 8.5.2.3.0.2.
The normative reference for this requirement is TS 38.133 [6] clause A.8.5.2.3.2.
8.5.2.3.2.4	Test description
Two cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell and Cell 2 is the inter-RAT NR FR2 neighbour cell.
8.5.2.3.2.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 8.5.2.3.2.4.1-1.
Table 8.5.2.3.2.4.1-1: Supported test configurations
	Configuration
	Description

	8.5.2.3.2-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE FDD

	8.5.2.3.2-2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE TDD

	NOTE:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 8.5.2.3.2.4.1-2.
Table 8.5.2.3.2.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC, TL/VL, TL/VH, TH/VL, TH/VH
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.6-2 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in clause C.2.1

	Connection Diagram
	TE Part: A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	UE Part: A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 8.5.2.3.2.4.1-3.
2.	Message contents are defined in clause 8.5.2.3.2.4.3.
3.	There are two carriers and two cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier and Cell 2 is the NR neighbour cell on the NR carrier. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] clause C.1.0 and C.1.1.
4.	The UE Rx beam peak direction has been obtained previously using one of the Rx beam peak search procedures as described in Annex I.
8.5.2.3.2.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 8.5.2.3.2.5-1 and Table 8.5.2.3.2.5-2 as appropriate. The TE shall ensure that the NR FR2 cell will be received by the UE from the Rx beam peak direction.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1 to configure inter-RAT NR neighbour cell periodical measurements.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	The UE shall transmit periodically MeasurementReport messages.
6.	After 10s wait from Step 3, the SS shall check the SS-SINR reported values in the periodic MeasurementReport. The SS- SINR value of Cell 2 reported by the UE is compared to the expected SS- SINR. If the value is outside the limits in clause 8.5.2.3.2.5 or the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one. Otherwise, the number of passed iterations is increased by one.
7.	The SS shall continue checking the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G is achieved.
8.	Set the parameters according to each sub-test in Tables 8.5.2.3.2.5-1 and 8.5.2.3.2.5-2 as appropriate and repeat steps 5-7.
8.5.2.3.2.4.3	Message contents
Message contents are according to TS 36.508 [25] clause 7.3 TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 8.5.2.3.2.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-7
Table 4.6.6-2B in TS 36.508 [25]



Table 8.5.2.3.2.4.3-2: ReportConfigInterRAT-DEFAULT(Periodical)
	Derivation Path: 36.508 [25] Table 4.6.6-9

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      ReportQuantityNR-r15 SEQUENCE {
	PRESENT
	
	

	        sinr
	true
	
	

	      }
	
	
	

	    }
	
	
	

	 }
	
	
	

	}
	
	
	



8.5.2.3.2.5	Test requirement
Table 8.5.2.3.2.5-1 defines the general test parameters and Table 8.5.2.3.2.5-2 defines the primary level OTA settings including test tolerances for all tests.
Each SS-RSRQ measurement report for each of the tests in Table 8.5.2.3.2.5-2 shall meet the corresponding absolute accuracy requirements in Table 8.5.2.3.2.5-3.
Table 8.5.2.3.2.5-1: SS-SINR Inter-RAT general test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	Freq1
	freq1
	freq1

	Duplex mode
	
	TDD
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX cycle configuration
	ms
	Not applicable

	PDSCH Reference measurement channel 
	
	-
	-
	-

	RMSI CORESET Reference Channel
	
	-
	-
	-

	OCNG Patterns
	
	OP.1
	OP.1
	OP.1

	SMTC configuration
	
	SMTC.1 
	SMTC.1
	SMTC.1

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	
	
	
	
	

	NOTE 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 3:	SS-SINR, SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 4:	SS-SINR and SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



Table 8.5.2.3.2.5-2: SS-SINR Inter-RAT OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	Angle of arrival configuration
	
	Setup 1 
	Setup 1 
	Setup 1

	Assumption for UE beamsNote 10
	
	Rough
	Rough
	Rough

	
Note1
	dBm/15kHz
Note4
	-105
	-105.1
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak -5dB)

(Note 7)

	
Note1
	dBm/SCS
Note4
	-95.97
	-96.07
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +4dB)

(Note 7)

	

	dB
	-0.5
	11
	3.7

	SSB_RPNote2
	dBm/SCS Note4
	-96.47
	-85.07
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +7.6dB)

(Note 8)

	SS-SINRNote2
	dB
	-0.5
	11
	3.6

	
 Note2
	dB
	-0.5
	11
	3.6

	IoNote2
	dBm/95.04 MHz Note4
	-64.21
	-55.75
	(Table B.2.3-2 of TS 38.133 [6] Rx Beam Peak +43.19dB)

(Note 9)

	
NOTE 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
NOTE 2:	SSB_RP, SS-SINR, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
NOTE 3:	Void
NOTE 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone.
NOTE 5:	Void
NOTE 6:	Void
NOTE 7:	Noc for SCS 15kHz is applied at -10log10(8)+4dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak. Noc for SCS 120kHz is applied at 4dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak.
Note 8:	SSB_RP is applied at 3dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak.
Note 9:	Io is applied at level 10log10(792)+6.54dB above the minimum level specified in Table B.2.3-2 of TS 38.133 [6] for beam peak.
Note 10:	Information about types of UE beam is given in B.2.1.3 of TS 38.133 [6], and does not limit UE implementation or test system implementation.



Table 8.5.2.3.2.5-3: evaluation limits for the reported values
	Normal Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	9
	32
	17

	Highest reported value (Cell 2)
	82
	105
	90

	Extreme Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	7
	30
	15

	Highest reported value (Cell 2)
	84
	107
	92
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