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<< Beginning of changes>>
[bookmark: _Toc68246790]6.3.2.2.3	2Rx TDD FR1 Single PMI with 16Tx Type1 - SinglePanel codebook for both SA and NSA
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Connection figure for 16 Tx is missing
6.3.2.2.3.1	Test purpose
The purpose of this test is to test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.
6.3.2.2.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward.
This test also applies to all types of EUTRA UE release 156 and forward supporting EN-DC.
<< Clauses skipped here>>
[bookmark: _Toc68246791]6.3.2.2.4	2Rx TDD FR1 Single PMI with 32Tx Type1 - SinglePanel codebook for both SA and NSA
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Connection figure for 32 Tx is missing
6.3.2.2.4.1	Test purpose
The purpose of this test is to test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.
6.3.2.2.4.2	Test applicability
This test applies to all types of NR UE release 15 and forward.
This test also applies to all types of EUTRA UE release 156 and forward supporting EN-DC.
<< Clauses skipped here>>
[bookmark: _Toc68246800]6.3.3.2.3	4Rx TDD FR1 Single PMI with 16Tx Type1 - SinglePanel codebook for both SA and NSA
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Connection figure for 16 Tx is missing
6.3.3.2.3.1	Test purpose
To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.
6.3.3.2.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting 4 Rx antenna ports.
This test also applies to all types of EUTRA UE release 156 and forward supporting EN-DC and 4 Rx antenna ports.
<< End of changes>>




