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	Reason for change:
	In the current TTCN implementation, the variable v_PDN_Type and v_APN_Tx are assigned values Emergency_PDN and SOS based on whether RequestType.Type is '011'B.
This is incorrect.
According to 24.008 cl 10.5.6.17 the value '100'B represents Emergency, not '011'B.
This needs to be corrected.

	
	

	Summary of change:
	Instead of assigning v_PDN_Type and v_APN_Tx based on ‘011’B, assigned it based on ‘100’B

	
	

	Consequences if not approved:
	A conformant UE will fail the testcase
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0.1 [bookmark: _Toc90992888]Correction to function f_EUTRA38_MultiPDN_EstablishAdditionalPDN_Step2
	Function name
	f_EUTRA38_MultiPDN_EstablishAdditionalPDN_Step2

	Reason for change
	In the current TTCN implementation, the variable v_PDN_Type and v_APN_Tx are assigned values Emergency_PDN and SOS based on whether RequestType.Type is '011'B.
This is incorrect.
According to 24.008 cl 10.5.6.17 the value '100'B represents Emergency, not '011'B.
This needs to be corrected.

	Summary of change
	Instead of assigning v_PDN_Type and v_APN_Tx based on ‘011’B, assigned it based on ‘100’B

	TTCN module
	EUTRA38_NR5GC_InitialRegistration.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
v_PTId_UE := p_PDNConnReq.procedureTransactionIdentifier;
    v_PDN_Type := f_EUTRA38_MultiPDN_GetPDNType(p_PDNConnReq.accessPointName);   /* get APN without any ESM information transfer @sic R5-206296 sic@ */    
    
    if (match(p_PDNConnReq.requestType.typeValue, '100'B)) { // @sic R5s211357 sic@
    // this is the only way to flag it's an emergency PDN
      v_PDN_Type := Emergency_PDN;
      v_APN_Tx := cs_AccessPointName(f_DomainName_EncodeLabels({"sos"}));  // @sic R5s211357 sic@
    }

    v_PcoFromUE := p_PDNConnReq.protocolConfigurationOptions;
<<SKIPPED CODE>>



After Change:
	<<SKIPPED CODE>>
v_PTId_UE := p_PDNConnReq.procedureTransactionIdentifier;
    v_PDN_Type := f_EUTRA38_MultiPDN_GetPDNType(p_PDNConnReq.accessPointName);   /* get APN without any ESM information transfer @sic R5-206296 sic@ */    

    //WA#11_1_7 COMMENTED OUT if (match(p_PDNConnReq.requestType.typeValue, '011'B)) { // @sic R5s211357 sic@
    if (match(p_PDNConnReq.requestType.typeValue, '100'B)) { // @sic R5s211357 sic@
    // this is the only way to flag it's an emergency PDN
      v_PDN_Type := Emergency_PDN;
      v_APN_Tx := cs_AccessPointName(f_DomainName_EncodeLabels({"sos"}));  // @sic R5s211357 sic@
    }

    v_PcoFromUE := p_PDNConnReq.protocolConfigurationOptions;
<<SKIPPED CODE>>



