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1. [bookmark: _Toc122434485][bookmark: _Toc52895930]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D21wk49 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54186268]Corrections required
2.1 Change 1
	Function name
	f_EUTRA_WaitForIMSReRegister

	Reason for change
	Current ttcn implementation does not handle IMS re-registration procedure correctly, as defined in table 4.5A.30.3-1, TS 36.508

	Summary of change
	Made necessary changes, along with following specific changes:
1. Replaced template cms_IPCAN_IMS_IpcanInd with cms_IPCAN_IMS_ReregistrationStart, in order to trigger Reregistration procedure
2. Replaced function f_EUTRA_RbEst_Def with f_EUTRA_ServiceRequestAndActivate_SRB2_DRB, since Paging is not part of the procedure defined in table 4.5A.30.3-1, TS 36.508

	TTCN module
	EUTRA_NASSteps.ttcn

	MCC160 Comment
	



Before change:
function f_EUTRA_WaitForIMSReRegister(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC
  {
    var default v_DefaultVar := null;

    f_IPCAN_DelayForUserPlaneSignalling(IMS[tsc_Index_IMS1], waitForIMS);
    if (pc_IMS) {
      v_DefaultVar := activate(a_EUTRA_IMS_QueryHandler(IMS[tsc_Index_IMS1]));
      f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1], cms_IPCAN_IMS_IpcanInd);
      f_EUTRA_RbEst_Def(p_CellId);
      f_EUTRA_RRC_ConnectionRelease(p_CellId);
      deactivate(v_DefaultVar);
    }
  }

After change:

function f_EUTRA_WaitForIMSReRegister(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC
  {
    var default v_DefaultVar := null;
 var IPCAN_RAN_Type v_RanType := f_EUTRA_IMS_GetRanType();
	 timer t_WaitForIMS := 10.0;

    //code moved
    if (pc_IMS) {
		t_WaitForIMS.start;
            
		alt {
        [] t_WaitForIMS.timeout { } // Don't do anything
        [] SRB.check(receive(car_SRB0_RrcPdu_IND(?, cr_RRCConnectionRequest(cr_EstablishmentCause_Any)))) {
          t_WaitForIMS.stop;
			 v_DefaultVar := activate(a_EUTRA_IMS_QueryHandler(IMS[tsc_Index_IMS1]));
      	 f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1], cms_IPCAN_IMS_ReregistrationStart(v_RanType));

          f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId);

       f_IPCAN_DelayForUserPlaneSignalling(IMS[tsc_Index_IMS1], waitForIMS); // moved code

      	 f_EUTRA_RRC_ConnectionRelease(p_CellId);
      	 deactivate(v_DefaultVar);
    		}
  		}
}
}
