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	Reason for change:
	TTCN CR R5s191060 needs to be also implemented for TC 22.4.8 as SIB14-NB is updated to allow the UE to detach on the cell.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc90279756]Corrections required
0. [bookmark: _Toc90279757]Correction to function f_TC_22_4_8
	Function name
	f_TC_22_4_8

	Reason for change
	TTCN CR R5s191060 needs to be also implemented for TC 22.4.8 as SIB14-NB is updated to allow the UE to detach on the cell

	Summary of change
	Added a delay of 1.28s to allow the UE to receive the updated SIB14-NB

	TTCN module
	NBIOT\22_4\NBIOT_RRC_ControlPlane.ttcn

	MCC160 Comment
	


[bookmark: OLE_LINK14]
Before Change:
	function f_TC_22_4_8_NBIOT() runs on NBIOT_PTC
  { //NB-IoT / RRC connection establishment / Access Barring for UE with AC 0 to 9 / MO exception data / ab-Category a, b and c

       <<SKIPPED CODE>>

     // Now change SIB14 to allow UE to detach on this cell @sic R5s170464 sic@
    v_SIB14_Cell1.ab_Param_r13.ab_Common_r13 := cs_AB_Config_NB(a, '0000000000'B, omit, '00000'B);
    f_NBIOT_CellInfo_SetSIB14(nbiot_Cell1, v_SIB14_Cell1);
    f_NBIOT_SS_ConfigureSysinfo(nbiot_Cell1, false);
    
    //Switch/power off UE
    f_NBIOT_Postamble ( nbiot_Cell1, CONTROL_PLANE, N1_IDLE );
  }



After Change:
	function f_TC_22_4_8_NBIOT() runs on NBIOT_PTC
  { //NB-IoT / RRC connection establishment / Access Barring for UE with AC 0 to 9 / MO exception data / ab-Category a, b and c

    <<SKIPPED CODE>> 
   // Now change SIB14 to allow UE to detach on this cell @sic R5s170464 sic@
    v_SIB14_Cell1.ab_Param_r13.ab_Common_r13 := cs_AB_Config_NB(a, '0000000000'B, omit, '00000'B);
    f_NBIOT_CellInfo_SetSIB14(nbiot_Cell1, v_SIB14_Cell1);
    f_NBIOT_SS_ConfigureSysinfo(nbiot_Cell1, false);
 
     //Wait for 1.28 seconds for UE to read updated SIB14
    f_Delay(1.28); 

    //Switch/power off UE
    f_NBIOT_Postamble ( nbiot_Cell1, CONTROL_PLANE, N1_IDLE );
  }
   



