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	Reason for change:
	In function “f_ReconfigureDRBs”, 
p_CellGroupConfig.spCellConfig.spCellConfigDedicated is set as Omit as a result of the assignment p_CellGroupConfig.spCellConfig := cs_NR_SpCellConfigDef(omit);

later in the function, one of the child element of spCellConfigDedicated  , pdsch_ServingCellConfig is set with the following assignment p_CellGroupConfig.spCellConfig.spCellConfigDedicated.pdsch_ServingCellConfig := cs_NR_Pdsch_ServingCellConfigSetup(cs_NR_PDSCH_ServingCellConfigDef(-, -, p_NrofHARQ_ProcessesForPDSCH));

while setting pdsch_ServingCellConfig , all the other elements of spCellConfigDedicated are left uninitialized , which is causing run time issue. This has to be corrected

In 21wk49 , MCC160 proposed implementation for R5s211668 is present which is not actually solving the run time issue .


	
	

	Summary of change:
	All the child elements of spCellConfigDedicated are initialized before setting the value for  pdsch_ServingCellConfig
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0.1 [bookmark: _Toc90564706]Correction to function f_ReconfigureDRBs()
	Function name
	f_ReconfigureDRBs ()

	Reason for change
	In function “f_ReconfigureDRBs”, 
p_CellGroupConfig.spCellConfig.spCellConfigDedicated is set as Omit as a result of the assignment p_CellGroupConfig.spCellConfig := cs_NR_SpCellConfigDef(omit);
later in the function, one of the child element of spCellConfigDedicated  , pdsch_ServingCellConfig is set with the following assignment p_CellGroupConfig.spCellConfig.spCellConfigDedicated.pdsch_ServingCellConfig := cs_NR_Pdsch_ServingCellConfigSetup(cs_NR_PDSCH_ServingCellConfigDef(-, -, p_NrofHARQ_ProcessesForPDSCH));
while setting pdsch_ServingCellConfig , all the other elements of spCellConfigDedicated are left uninitialized , which is causing run time issue. This has to be corrected
In 21wk49 , MCC160 proposed implementation for R5s211668 is present which is not actually solving the run time issue .

	Summary of change
	All the child elements of spCellConfigDedicated are initialized before setting the value for  pdsch_ServingCellConfig

	TTCN module
	ttcn-3/ttcn/develop/Common/NR5GC/NR5GC_RRCSteps.ttcn

	MCC160 Comment
	





Before Change:
	function f_ReconfigureDRBs(NR_CellId_Type p_NR_CellId,
                             template (omit) NG_NAS_MSG_RequestList_Type p_NASMsg,
                             template (value) RadioBearerConfig p_RadioBearerConfig,
                             template (value) CellGroupConfig p_CellGroupConfig,
                             template (value) NR_RadioBearerList_Type p_SS_Config,
                             NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB1,
                             template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                             boolean p_ReceiveForRRCreconfigurationComplete := true,
                             template (omit) NR_RoutingInfoSUL_Type p_NR_RoutingInfoSUL := omit,
                             template (omit) PDSCH_ServingCellConfig.nrofHARQ_ProcessesForPDSCH  p_NrofHARQ_ProcessesForPDSCH := omit,
                             template (omit) NR_SecurityParams_Type p_SecurityParams := omit,
                             template (omit) MacBearerRouting_Type p_MacBearerRoutingCA := omit
                             ) runs on NR_BASE_PTC
  { // Split function so list of DRBs can be built elsewhere @sic R5-199103 sic@
    // @sic R5-203533: added p_NrofHARQ_ProcessesForPDSCH sic@
    // @sic R5-213516: added p_MacBearerRoutingCA sic@
    var template (value) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var NR_SecurityParams_Type v_SecurityParams := f_NR_Security_Get();
    
    if (isvalue(p_NrofHARQ_ProcessesForPDSCH)) {
      if (not isvalue(p_CellGroupConfig.spCellConfig)) {
        p_CellGroupConfig.spCellConfig := cs_NR_SpCellConfigDef(omit); //@sic R5s211668 sic@
      }
      p_CellGroupConfig.spCellConfig.spCellConfigDedicated.pdsch_ServingCellConfig := cs_NR_Pdsch_ServingCellConfigSetup(cs_NR_PDSCH_ServingCellConfigDef(-, -, p_NrofHARQ_ProcessesForPDSCH));
      f_NR_SS_CommonCellConfig(p_NR_CellId, cads_NR_PDSCH_Config_REQ(p_NR_CellId, p_TimingInfo, cs_NR_PDSCH_CellLevelConfigDef(p_CellGroupConfig.spCellConfig.spCellConfigDedicated.pdsch_ServingCellConfig.setup)));
    }
    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(p_CellGroupConfig)));

    //Reconfigure DRB in SS - existing DRBs are not reconfigured during release
    f_NR_SS_CommonRadioBearerConfig(p_NR_CellId, p_SS_Config, p_TimingInfo);
    
    // Configure PDCP security
    if (isvalue(p_SecurityParams)){ // @sic R5s210277 sic@
      v_SecurityParams := valueof(p_SecurityParams);
    } else {
      v_SecurityParams.AS_Ciphering.ActTimeList := f_NR_RRC_CipherActTime_GetCurrent(p_NR_CellId, false);  // @sic R5s190382, R5s210277 sic@
    }
    f_NR_SS_RRC_EnableIntProt_CiphULandDL(p_NR_CellId,
                                          v_SecurityParams.AS_Integrity,
                                          v_SecurityParams.AS_Ciphering);
    // Send message to UE
    f_NR_SendRRCReconfiguration (p_NR_CellId, p_SRB, p_RadioBearerConfig, v_V1530Ext, p_NASMsg, -, p_TimingInfo, p_ReceiveForRRCreconfigurationComplete, p_NR_RoutingInfoSUL, p_MacBearerRoutingCA);
  }



After Change:
	function f_ReconfigureDRBs(NR_CellId_Type p_NR_CellId,
                             template (omit) NG_NAS_MSG_RequestList_Type p_NASMsg,
                             template (value) RadioBearerConfig p_RadioBearerConfig,
                             template (value) CellGroupConfig p_CellGroupConfig,
                             template (value) NR_RadioBearerList_Type p_SS_Config,
                             NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB1,
                             template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                             boolean p_ReceiveForRRCreconfigurationComplete := true,
                             template (omit) NR_RoutingInfoSUL_Type p_NR_RoutingInfoSUL := omit,
                             template (omit) PDSCH_ServingCellConfig.nrofHARQ_ProcessesForPDSCH  p_NrofHARQ_ProcessesForPDSCH := omit,
                             template (omit) NR_SecurityParams_Type p_SecurityParams := omit,
                             template (omit) MacBearerRouting_Type p_MacBearerRoutingCA := omit
                             ) runs on NR_BASE_PTC
  { // Split function so list of DRBs can be built elsewhere @sic R5-199103 sic@
    // @sic R5-203533: added p_NrofHARQ_ProcessesForPDSCH sic@
    // @sic R5-213516: added p_MacBearerRoutingCA sic@
    var template (value) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var NR_SecurityParams_Type v_SecurityParams := f_NR_Security_Get();
    
    if (isvalue(p_NrofHARQ_ProcessesForPDSCH)) {
      if (not isvalue(p_CellGroupConfig.spCellConfig)) {
        p_CellGroupConfig.spCellConfig := cs_NR_SpCellConfigDef(omit); //@sic R5s211668 sic@
      }
      p_CellGroupConfig.spCellConfig.spCellConfigDedicated := cs_NR_ServingCellConfigDef; 
      p_CellGroupConfig.spCellConfig.spCellConfigDedicated.pdsch_ServingCellConfig := cs_NR_Pdsch_ServingCellConfigSetup(cs_NR_PDSCH_ServingCellConfigDef(-, -, p_NrofHARQ_ProcessesForPDSCH));
      f_NR_SS_CommonCellConfig(p_NR_CellId, cads_NR_PDSCH_Config_REQ(p_NR_CellId, p_TimingInfo, cs_NR_PDSCH_CellLevelConfigDef(p_CellGroupConfig.spCellConfig.spCellConfigDedicated.pdsch_ServingCellConfig.setup)));
    }
    v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(p_CellGroupConfig)));

    //Reconfigure DRB in SS - existing DRBs are not reconfigured during release
    f_NR_SS_CommonRadioBearerConfig(p_NR_CellId, p_SS_Config, p_TimingInfo);
    
    // Configure PDCP security
    if (isvalue(p_SecurityParams)){ // @sic R5s210277 sic@
      v_SecurityParams := valueof(p_SecurityParams);
    } else {
      v_SecurityParams.AS_Ciphering.ActTimeList := f_NR_RRC_CipherActTime_GetCurrent(p_NR_CellId, false);  // @sic R5s190382, R5s210277 sic@
    }
    f_NR_SS_RRC_EnableIntProt_CiphULandDL(p_NR_CellId,
                                          v_SecurityParams.AS_Integrity,
                                          v_SecurityParams.AS_Ciphering);
    // Send message to UE
    f_NR_SendRRCReconfiguration (p_NR_CellId, p_SRB, p_RadioBearerConfig, v_V1530Ext, p_NASMsg, -, p_TimingInfo, p_ReceiveForRRCreconfigurationComplete, p_NR_RoutingInfoSUL, p_MacBearerRoutingCA);
  }



