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[bookmark: _Toc476817193]Annex B (normative):
Applicability of the individual test
The applicability of each individual test is identified in the table B.1.
The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.
The columns in Table B.1 have the following meaning:
Clause column
The Clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.
Title column
The Title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.
Release column
The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 
Applicability column
The Applicability column describes the applicability of the test in a verbal way.
Applicability Limitations column
The Applicability Limitations column describes limitations, redundancies or extensions of the applicability of the test using the following notations:
R	redundant – the requirement in this test is verified in another test.
Ri	Reduced applicability – the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.
Li	Limited execution – the test is applicable ("A"). The execution may be limited depending on the support of other optional or conditional items, e.g. some tests may not be repeated for all execution counters. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.
Ei	Excluded applicability – the test is excluded (“E”) depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.
Xi	eXtended execution – the test conditions are eXtended (“X”) to allow an alternate execution of the targeted test with different initial conditions but testing the same requirements
Status column
The following notations are used for the Status column:
A		applicable - the test is applicable.
N/A	not applicable – in the given context, the test case is not applicable.
Ci	conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.
Specific PICS Statements column
The Specific PICS Statements column shows PICS statements in their mnemonics form that are used in 3GPP TS 51.010-1 to specify or influence the performance or behaviour of the test.
Supported column
The following common notations are used for the Supported column:
Y or y	test is supported by the implementation
N or n	test is not supported by the implementation
N/A, n/a or ‑ 	no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)
错误!文档中没有指定样式的文字。
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Table B.1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	…
	
	
	
	
	
	
	

	44.2.5.2.1-1
	Ciphering mode / start ciphering/GEA1
	R97 to Rel-101 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA1
	

	…
	
	
	
	
	
	
	

	46.1.2.1.1-1
	Data transmission in protected mode / GEA1
	R97 to Rel-101 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	…
	
	
	
	
	
	
	

	46.1.2.7.3-1
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA1
	R97 to Rel-101 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	…
	
	
	
	
	
	
	

	46.1.2.7.5-1
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA1
	R97 to Rel-101 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
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