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	Reason for change:
	TS 37.213 section 4.2.1.0.1 specifies applicable channel access type for consecutive UL transmissions as follows:

-	If a UE is scheduled to transmit a set of UL transmissions using one or more UL grant(s) or DL assignment(s), and if the UE cannot access the channel for a transmission in the set prior to the last transmission according to one of Type 1, Type 2, or Type 2A UL channel access procedures, the UE shall attempt to transmit the next transmission according to the channel access type indicated in the corresponding UL grant or DL assignment. Otherwise, if the UE cannot access the channel for a transmission in the set prior to the last transmission according to Type 2B UL channel access procedure, the UE shall attempt to transmit the next transmission according to Type 2A UL channel access procedure.
In the above text, it is not clear which case ‘Otherwise’ part corresponds to so that the condition for a UE to transmit the next transmission according to Type 2A UL channel procedure has ambiguity.

	
	

	Summary of change:
	Removing of ‘Otherwise’ and adjust the text structure.
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	Consequences if not approved:
	The condition for a UE to transmit the next transmission according to Type 2A UL channel procedure is not clear.
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4.2.1.0.1	Channel access procedures for consecutive UL transmission(s) 
For contiguous UL transmission(s), the following are applicable:
-	If a UE is scheduled to transmit a set of UL transmissions using one or more UL grant(s) or DL assignment(s), and 
-    if the UE cannot access the channel for a transmission in the set prior to the last transmission according to one of Type 1, Type 2, or Type 2A UL channel access procedures, the UE shall attempt to transmit the next transmission according to the channel access type indicated in the corresponding UL grant or DL assignment. 
 -    iOtherwise, if the UE cannot access the channel for a transmission in the set prior to the last transmission according to Type 2B UL channel access procedure, the UE shall attempt to transmit the next transmission according to Type 2A UL channel access procedure.
*** Unchanged text omitted ***

