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< Unchanged parts are omitted >
The bitwidth for CRI, SSBRI, RSRP, and differential RSRP, and CapabilityIndex are provided in Table 6.3.1.1.2-6.
Table 6.3.1.1.2-6: CRI, SSBRI, and RSRP, and CapabilityIndex
	Field
	Bitwidth

	CRI
	


	SSBRI
	


	RSRP
	7

	Differential RSRP
	4

	CapabilityIndex
	x




where  is the number of CSI-RS resources in the corresponding resource set, and  is the configured number of SS/PBCH blocks in the corresponding resource set for reporting 'ssb-Index-RSRP'.

The bitwidth for CRI, SSBRI, SINR, and differential SINR, and CapabilityIndex are provided in Table 6.3.1.1.2-6A.
Table 6.3.1.1.2-6A: CRI, SSBRI, and SINR, and CapabilityIndex
	Field
	Bitwidth

	CRI
	

	SSBRI
	

	SINR
	7

	Differential SINR
	4

	CapabilityIndex
	x


where   is the number of CSI-RS resources in the corresponding resource set, and  is the configured number of SS/PBCH blocks in the corresponding resource set for reporting 'ssb-Index-SINR'.
< Unchanged parts are omitted >
Table 6.3.1.1.2-8: Mapping order of CSI fields of one report for CRI/RSRP or SSBRI/RSRP or CRI/RSRP/CapabilityIndex or SSBRI/RSRP/CapabilityIndex reporting, or mapping order of CSI fields of one report for inter-cell SSBRI/RSRP reporting
	CSI report number
	CSI fields

	CSI report #n
	CRI or SSBRI #1 as in Table 6.3.1.1.2-6, if reported

	
	CRI or SSBRI #2 as in Table 6.3.1.1.2-6, if reported

	
	CRI or SSBRI #3 as in Table 6.3.1.1.2-6, if reported

	
	CRI or SSBRI #4 as in Table 6.3.1.1.2-6, if reported

	
	RSRP #1 as in Table 6.3.1.1.2-6, if reported

	
	Differential RSRP #2 as in Table 6.3.1.1.2-6, if reported

	
	Differential RSRP #3 as in Table 6.3.1.1.2-6, if reported

	
	Differential RSRP #4 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #1 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #2 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #3 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #4 as in Table 6.3.1.1.2-6, if reported



Table 6.3.1.1.2-8A: Mapping order of CSI fields of one report for CRI/SINR or SSBRI/SINR or CRI/SINR/CapabilityIndex or SSBRI/SINR/CapabilityIndex reporting
	CSI report number
	CSI fields

	CSI report #n
	CRI or SSBRI #1 as in Table 6.3.1.1.2-6A, if reported

	
	CRI or SSBRI #2 as in Table 6.3.1.1.2-6A, if reported

	
	CRI or SSBRI #3 as in Table 6.3.1.1.2-6A, if reported

	
	CRI or SSBRI #4 as in Table 6.3.1.1.2-6A, if reported

	
	SINR #1 as in Table 6.3.1.1.2-6A, if reported

	
	Differential SINR #2 as in Table 6.3.1.1.2-6A, if reported

	
	Differential SINR #3 as in Table 6.3.1.1.2-6A, if reported

	
	Differential SINR #4 as in Table 6.3.1.1.2-6A, if reported

	
	CapabilityIndex #1 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #2 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #3 as in Table 6.3.1.1.2-6, if reported

	
	CapabilityIndex #4 as in Table 6.3.1.1.2-6, if reported



[bookmark: _Toc19798739][bookmark: _Toc26467210][bookmark: _Toc29326565][bookmark: _Toc29327715][bookmark: _Toc36045905][bookmark: _Toc36046165][bookmark: _Toc36046311][bookmark: _Toc45209228][bookmark: _Toc51852401][bookmark: _Toc90994083]< Unchanged parts are omitted >
6.3.2.1.2	CSI 
< Unchanged parts are omitted >






For CSI on PUSCH, two UCI bit sequences are generated,  and . The CSI fields of all CSI reports, in the order from upper part to lower part in Table 6.3.2.1.2-6, are mapped to the UCI bit sequence  starting with . The CSI fields of all CSI reports, in the order from upper part to lower part in Table 6.3.2.1.2-7, are mapped to the UCI bit sequence  starting with .
The mapping order of CSI fields of one report for CRI/RSRP or SSBRI/RSRP or CRI/RSRP/CapabilityIndex or SSBRI/RSRP/CapabilityIndex reporting is provided in Table 6.3.1.1.2-8. The mapping order of CSI fields of one report for inter-cell SSBRI/RSRP reporting is provided in Table 6.3.1.1.2-8. The mapping order of CSI fields of one report for CRI/SINR or SSBRI/SINR or CRI/SINR/CapabilityIndex or SSBRI/SINR/CapabilityIndex reporting is provided in Table 6.3.1.1.2-8A. The mapping order of CSI fields of one report for group-based CRI/RSRP or SSBRI/RSRP reporting is provided in Table 6.3.1.1.2-8B. The procedure in clause 6.3.2 described for CSI part 1 is also applicable for one report for CRI/RSRP, SSBRI/RSRP, CRI/SINR, or SSBRI/SINR reporting.

Table 6.3.2.1.2-3: Mapping order of CSI fields of one CSI report, CSI part 1
	CSI report number
	CSI fields

	CSI report #n
CSI part 1
	CRI as in Tables 6.3.1.1.2-3/4/6, if reported

	
	Rank Indicator as in Tables 6.3.1.1.2-3/4/5 or 6.3.2.1.2-8/9, if reported

	
	Wideband CQI for the first TB as in Tables 6.3.1.1.2-3/4/5 or 6.3.2.1.2-8/9, if reported

	
	Subband differential CQI for the first TB with increasing order of subband number as in Tables 6.3.1.1.2-3/4/5 or 6.3.2.1.2-8/9, if reported

	
	Indicator of the number of non-zero wideband amplitude coefficients  for layer 0 as in Table 6.3.1.1.2-5, if reported

	
	Indicator of the number of non-zero wideband amplitude coefficients  for layer 1 as in Table 6.3.1.1.2-5 (if the rank according to the reported RI is equal to one, this field is set to all zeros), if 2-layer PMI reporting is allowed according to the rank restriction in Clauses 5.2.2.2.3 and 5.2.2.2.4 [6, TS 38.214] and if reported

	
	Indicator of the total number of non-zero coefficients summed across all layers  as in Table 6.3.2.1.2-8/9, if reported

	Note:	Subbands for given CSI report n indicated by the higher layer parameter csi-ReportingBand are numbered continuously in the increasing order with the lowest subband of csi-ReportingBand as subband 0.



< Unchanged parts are omitted >
The bitwidth for RI/CQI of codebookType= typeII-r16 or codebookType=typeII-PortSelection-r16 is provided in Table 6.3.2.1.2-8.
Table 6.3.2.1.2-8: RI and CQI of codebookType=typeII-r16 or typeII-PortSelection-r16
	Field
	Bitwidth

	Rank Indicator
	

	Wide-band CQI
	4

	Subband differential CQI
	2

	Indicator of the total number of non-zero coefficients summed across all layers 
	 if max allowed rank is 1;
 otherwise


where  is the number of allowed rank indicator values according to Clauses 5.2.2.2.5 and 5.2.2.2.6 [6, TS 38.214],, where , , , and  are given by Clause 5.2.2.2.5 and 5.2.2.2.6 in [6, TS 38.214]. The values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where ‘0’ is mapped to the smallest allowed rank indicator value. The values of the  indicator field are mapped to the allowed values of , according to Clauses 5.2.2.2.5 and 5.2.2.2.6 [6, TS 38.214], with increasing order, where ‘0’ is mapped to .
The bitwidth for RI/CQI of codebookType=typeII-PortSelection-r17 is provided in Table 6.3.2.1.2-9.
Table 6.3.2.1.2-9: RI and CQI of codebookType=typeII-PortSelection-r17
	Field
	Bitwidth

	Rank Indicator
	

	Wide-band CQI
	4

	Subband differential CQI
	2

	Indicator of the total number of non-zero coefficients summed across all layers 
	 if max allowed rank is 1;
 otherwise


where  is the number of allowed rank indicator values according to Clauses 5.2.2.2.7 [6, TS 38.214],, where , , and  are given by Clause 5.2.2.2.7 in [6, TS 38.214]. The values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where ‘0’ is mapped to the smallest allowed rank indicator value. The values of the  indicator field are mapped to the allowed values of , according to Clauses 5.2.2.2.7 [6, TS 38.214], with increasing order, where ‘0’ is mapped to .
[bookmark: _Toc19798776][bookmark: _Toc26467247][bookmark: _Toc29326608][bookmark: _Toc29327758][bookmark: _Toc36045948][bookmark: _Toc36046208][bookmark: _Toc36046354][bookmark: _Toc45209271][bookmark: _Toc51852445][bookmark: _Toc90994131]< Unchanged parts are omitted >
7.3.1.1.2	Format 0_1
DCI format 0_1 is used for the scheduling of one or multiple PUSCH in one cell, or indicating CG downlink feedback information (CG-DFI) to a UE. 
[bookmark: OLE_LINK21]< Unchanged parts are omitted >
-	PTRS-DMRS association – number of bits determined as follows
-	0 bit if PTRS-UplinkConfig is not configured in either dmrs-UplinkForPUSCH-MappingTypeA or dmrs-UplinkForPUSCH-MappingTypeB and transform precoder is disabled, or if transform precoder is enabled, or if maxRank=1;
[bookmark: OLE_LINK40]-	2 bits otherwise, where Table 7.3.1.1.2-25/7.3.1.1.2-25A and 7.3.1.1.2-26 are used to indicate the association between PTRS port(s) and DMRS port(s) when one PT-RS port and two PT-RS ports are configured by maxNrofPorts in PTRS-UplinkConfig respectively, and the DMRS ports are indicated by the Antenna ports field. When the SRS resource set indicator field is present and maxRank>2, this field indicates the association between PTRS port(s) and DMRS port(s) corresponding to SRS resource indicator field and/or Precoding information and number of layers field according to Table 7.3.1.1.2-25 and 7.3.1.1.2-26. When the SRS resource set indicator field is present and equals "10" and "11" and maxRank=2, the MSB of this field indicates the association between PTRS port(s) and DMRS port(s) corresponding to SRS resource indicator and/or Precoding information and number of layers field, and the LSB of this field indicates the association between PTRS port(s) and DMRS port(s) corresponding to Second SRS resource indicator field and/or Second Precoding information field, according to Table 7.3.1.1.2-25A.
< Unchanged parts are omitted >
[bookmark: _Toc29326609][bookmark: _Toc29327759][bookmark: _Toc36045949][bookmark: _Toc36046209][bookmark: _Toc36046355][bookmark: _Toc45209272][bookmark: _Toc51852446][bookmark: _Toc90994132]7.3.1.1.3	Format 0_2
DCI format 0_2 is used for the scheduling of PUSCH in one cell. 
< Unchanged parts are omitted >
-	PTRS-DMRS association – number of bits determined as follows
-	0 bit if PTRS-UplinkConfig is not configured in either dmrs-UplinkForPUSCH-MappingTypeA or dmrs-UplinkForPUSCH-MappingTypeB and transform precoder is disabled, or if transform precoder is enabled, or if maxRankDCI-0-2=1;
-	2 bits otherwise, where Table 7.3.1.1.2-25/7.3.1.1.2-25A and 7.3.1.1.2-26 are used to indicate the association between PTRS port(s) and DMRS port(s) when one PT-RS port and two PT-RS ports are configured by maxNrofPorts in PTRS-UplinkConfig respectively, and the DMRS ports are indicated by the Antenna ports field. When the SRS resource set indicator field is present and maxRankDCI-0-2>2, this field indicates the association between PTRS port(s) and DMRS port(s) corresponding to SRS resource indicator field and/or Precoding information and number of layers field according to Table 7.3.1.1.2-25 and 7.3.1.1.2-26 field according to Table 7.3.1.1.2-25 and 7.3.1.1.2-26. When the SRS resource set indicator field is present and equals "10" and "11" and maxRankDCI-0-2=2, the MSB of this field indicates the association between PTRS port(s) and DMRS port(s) corresponding to SRS resource indicator field and/or Precoding information and number of layers field, and the LSB of this field indicates the association between PTRS port(s) and DMRS port(s) corresponding to Second SRS resource indicator field and/or Second Precoding information field, according to Table 7.3.1.1.2-25A.
< Unchanged parts are omitted >

image1.wmf
(

)

é

ù

RS

CSI

2

log

-

s

K


oleObject1.bin

image2.wmf
(

)

é

ù

SSB

2

log

s

K


oleObject2.bin

image3.wmf
RS

CSI

-

s

K


oleObject3.bin

image4.wmf
SSB

s

K


oleObject4.bin

image5.wmf
)

1

(

1

)

1

(

3

)

1

(

2

)

1

(

1

)

1

(

0

)

1

(

,...,

,

,

,

-

A

a

a

a

a

a


oleObject5.bin

image6.wmf
)

2

(

1

)

2

(

3

)

2

(

2

)

2

(

1

)

2

(

0

)

2

(

,...,

,

,

,

-

A

a

a

a

a

a


oleObject6.bin

oleObject7.bin

image7.wmf
)

1

(

0

a


oleObject8.bin

oleObject9.bin

image8.wmf
)

2

(

0

a


oleObject10.bin

