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<omitted text>
[bookmark: _Toc11352092][bookmark: _Toc20317982][bookmark: _Toc27299880][bookmark: _Toc29673145][bookmark: _Toc29673286][bookmark: _Toc29674279][bookmark: _Toc36645509][bookmark: _Toc45810554][bookmark: _Toc91695421]5.1.3.2	Transport block size determination
In case the higher layer parameter maxNrofCodeWordsScheduledByDCI indicates that two codeword transmission is enabled, then one of the two transport blocks is disabled by DCI format 1_1 if IMCS = 26 and if rvid = 1 for the corresponding transport block. If both transport blocks are enabled, transport block 1 and 2 are mapped to codeword 0 and 1 respectively. If only one transport block is enabled, then the enabled transport block is always mapped to the first codeword.


For the PDSCH assigned by a PDCCH with DCI format 4_0, format 4_1, format 4_2 or format 1_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, G-RNTI, G-CS-RNTI or SI-RNTI, if Table 5.1.3.1-2 is used and , else if Table 5.1.3.1-4 is used and  or a table other than Table 5.1.3.1-2 and Table 5.1.3.1-4 is used and , the UE shall, except if the transport block is disabled in DCI format 1_1, first determine the TBS as specified below:
<omitted text>
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