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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
The tabular has no change, show here for reference
[bookmark: _Toc20954484][bookmark: _Toc29905909][bookmark: _Toc29906419][bookmark: _Toc36549970][bookmark: _Toc45103434][bookmark: _Toc45227281][bookmark: _Toc45890482][bookmark: _Toc45890994][bookmark: _Toc51763969]9.2.21	Location Reporting Information
This information element indicates how the location information should be reported.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Event
	M
	
	ENUMERATED (Change of serving cell, …)
	
	–
	

	Report Area
	M
	
	ENUMERATED (ECGI, …)
	
	–
	

	Additional Location Information
	O
	
	ENUMERATED (Include PSCell, ...)
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>


	
[bookmark: _Toc20954613][bookmark: _Toc29906038][bookmark: _Toc29906548][bookmark: _Toc36550101][bookmark: _Toc45103565][bookmark: _Toc45227412][bookmark: _Toc45890613][bookmark: _Toc45891125][bookmark: _Toc51764100][bookmark: _Toc407158117]
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN


			<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- L

LAC					::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= CHOICE {
	e-UTRAN-Cell					LastVisitedEUTRANCellInformation,
	uTRAN-Cell						LastVisitedUTRANCellInformation,
	gERAN-Cell						LastVisitedGERANCellInformation,
	...,
	nG-RAN-Cell						LastVisitedNGRANCellInformation
}

LastVisitedEUTRANCellInformation ::= SEQUENCE {
	global-Cell-ID					ECGI,
	cellType						CellType,
	time-UE-StayedInCell			Time-UE-StayedInCell,
	iE-Extensions					ProtocolExtensionContainer { {LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,
	...
}

LastVisitedEUTRANCellInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
-- Extension for Rel-11 to support enhanced granularity for time UE stayed in cell --
	{ ID id-Time-UE-StayedInCell-EnhancedGranularity	CRITICALITY ignore	EXTENSION Time-UE-StayedInCell-EnhancedGranularity	PRESENCE optional}|
	{ ID id-HO-cause									CRITICALITY ignore	EXTENSION Cause													PRESENCE optional},
	...
}

LastVisitedGERANCellInformation ::= CHOICE {
	undefined						NULL,
	...
}

LastVisitedNGRANCellInformation	::= OCTET STRING

LastVisitedUTRANCellInformation	::= OCTET STRING

LCID ::= INTEGER(1..32, ...)

LHN-ID ::= OCTET STRING(SIZE (32..256))

Links-to-log ::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}

LoadIndicator ::= ENUMERATED {
	lowLoad,
	mediumLoad, 
	highLoad,
	overLoad,
	...
}

LocationInformationSgNB ::= SEQUENCE {
	pSCell-id			NRCGI,
	iE-Extensions		ProtocolExtensionContainer { {LocationInformationSgNB-ExtIEs} } OPTIONAL,
	...
}

LocationInformationSgNB-ExtIEs X2AP-PROTOCOL-EXTENSION ::={
	{ ID id-AdditionLocationInformation	CRITICALITY ignore	EXTENSION AdditionLocationInformation	PRESENCE optional},
	...
}

LocationInformationSgNBReporting ::= ENUMERATED {
	pSCell,
	...
}

LocationReportingInformation ::= SEQUENCE {
	eventType		EventType,
	reportArea		ReportArea,
	iE-Extensions		ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,
	...
}

LocationReportingInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::={ 
{ ID id-AdditionLocationInformation	CRITICALITY ignore	EXTENSION AdditionLocationInformation	PRESENCE optional},
	...
}

-- M
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

