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	Reason for change:
	In TS 38.473 sub-clause 5, the following description can be found:
“Unless explicitly indicated in the procedure specification, at any instance in time one protocol endpoint shall have a maximum of one ongoing F1AP procedure related to a certain UE.”

Thus, after the gNB-CU sends the Positioning Information Request message for a UE, it will wait for the Positioning Information Response/Failure message, before processing any other procedures.

On the other hand, after the gNB-DU recieves the Positioning Information Request message, it will determine the SRS configuration for the UE and send the UE Context Modification Required message to the CU TS 38.305 figure 8.10.4-1. The gNB-DU will not send the Positioning Information Response/Failure message to the gNB-CU, before it receives the UE Context Modification Conform/Refuse message.

It can be easily found that the SRS configuration cannot be configured to the UE, because the CU would not be able to process the UE Context Modification Required message after it sends the Positoning Information Request message. Then the positioning will fail. 

The interaction between procedure is explictly indicated.
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[bookmark: _MON_1318314392][bookmark: _MON_1318314530][bookmark: _MON_1318271543]The Positioning Information Exchange procedure is initiated by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals and to retrieve the SRS configuration from the gNB-DU. The procedure uses UE-associated signalling.
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Figure 8.13.9.2-1: Positioning Information Exchange procedure, successful operation
The gNB-CU initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the gNB-DU.
[bookmark: _Hlk51140749]If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
Interaction with the UE Context Modification Required (gNB-DU initiated) procedure:
The UE Context Modification Required (gNB-DU initiated) procedure may be performed before the POSITIONING INFORMATION RESPONSE message.
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