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This IE contains a list of QoS Flows including the QoS Flow parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow List
	
	1
	
	
	-
	-

	>QoS Flow Item 
	
	1..<maxnoofQoSFlows>
	
	
	-
	-

	>>QoS Flow Identifier
	M
	
	9.3.1.24
	
	-
	-

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.26
	
	-
	-

	>>QoS Flow Mapping Indication
	O
	
	9.3.1.60
	Indicates that only the uplink or downlink QoS flow is mapped to the DRB
	-
	-

	>>Redundant QoS Flow  Indicator
	O
	
	9.3.1.74
	This IE indicates that this QoS flow is requested for the redundant transmission.
	YES
	ignore

	>>TSC Traffic Characteristics
	O
	
	9.3.1.75
	Traffic pattern information associated with the QFI. Details in TS 23.501 [20].
	YES
	ignore

	>>MCG Offered GBR QoS Flow Information
	O
	
	GBR QoS Flow Information 9.3.1.30
	This IE contains M-Node offered GBR QoS Flow Information.
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows in a PDU Session. Value is 64.
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9.3.1.26	QoS Flow Level QoS Parameters
This IE defines the QoS parameters to be applied to a QoS Flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	-
	

	>Non-dynamic 5QI
	
	
	
	
	
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.27
	
	-
	

	>Dynamic 5QI
	
	
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.28
	
	-
	

	NG-RAN Allocation and Retention Priority
	M
	
	9.3.1.29
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.30
	This IE shall be present for GBR QoS Flows and is ignored otherwise.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, …)
	Details in TS 23.501 [20]. This IE applies to Non-GBR flows only and is ignored otherwise.
	-
	

	Additional QoS Flow Information
	O
	
	ENUMERATED (more likely, …)
	This IE indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU Session.
	-
	

	Paging Priority Indicator (PPI)
	O
	
	9.3.1.55
	
	-
	

	RDI
	O
	
	ENUMERATED (enabled, …)
	Indicates whether Reflective QoS flow to DRB mapping should be applied.
	-
	

	QoS Monitoring Request
	O
	
	ENUMERATED (UL, DL, Both, …)
	Indicates to measure UL, or DL, or both UL/DL delays for the associated QoS flow.
	YES
	ignore

	MCG Offered GBR QoS Flow Information
	O
	
	GBR QoS Flow Information 9.3.1.30
	This IE contains M-Node offered GBR QoS Flow Information.
	YES
	ignore

	QoS Monitoring Reporting Frequency
	O
	
	INTEGER (1..1800, …)
	Indicates the Reporting Frequency for RAN part delay for Qos monitoring.
Units: second
	YES
	ignore

	QoS Monitoring Disabled
	O
	
	ENUMERATED (true, ...)
	Indicates to stop the QoS monitoring.
	YES
	ignore
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