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	Reason for change:
	In LTE V2X, PDB is derived based on LCH priority. However, in NR V2X, PDB is part of QoS profile represented by PQI provided by upper layer for TX UE. In RRC configuration, each SLRB is configured with SL-SDAP-Config, which includes the mapping of QoS profile to SLRB. So, UE knows the PDB(s) associated with SLRB.
Hence, when UE evaluate whether it can meet the requirements of the remaining PDB of a MAC PDU, UE knows the PDB requirements of each logical channel multiplexed in the MAC PDU directly from the RRC configuration. UE shall not determine remaining PDB “according to the associated (LCH) priority”. There is also no defined priority-PDB relationship in NR V2X. 
Thus, “according to associated priority” needs to be removed. 

	
	

	Summary of change:
	1. remove “accroding to the associated priority””
 
Impact analysis
Impacted architecture options: NR SL
Impacted functionality: Resource Reselection
Inter-operability: 
If a UE implements the CR and the NW does not, then there is no interoperability issue. 
If one Sidleink UE implements the CR but another Sidelink UE does not, there is no inter-operabilty issue.

	
	

	Consequences if not approved:
	Mode 2 resource reselection will not be correctly triggered as UE cannot derive PDB from LCH prirority .
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First Change
[bookmark: _Toc46490379][bookmark: _Toc52752074][bookmark: _Toc52796536][bookmark: _Toc90287247]5.22.1.2	TX resource (re-)selection check
If the TX resource (re-)selection check procedure is triggered on the selected pool of resources for a Sidelink process according to clause 5.22.1.1, the MAC entity shall for the Sidelink process:
1>	if SL_RESOURCE_RESELECTION_COUNTER = 0 and when SL_RESOURCE_RESELECTION_COUNTER was equal to 1 the MAC entity randomly selected, with equal probability, a value in the interval [0, 1] which is above the probability configured by RRC in sl-ProbResourceKeep; or
1>	if the pool of resources is configured or reconfigured by RRC; or
1>	if there is no selected sidelink grant on the selected pool of resources; or
1>	if neither transmission nor retransmission has been performed by the MAC entity on any resource indicated in the selected sidelink grant during the last second; or
1>	if sl-ReselectAfter is configured and the number of consecutive unused transmission opportunities on resources indicated in the selected sidelink grant, which is incremented by 1 when none of the resources of the selected sidelink grant within a resource reservation interval is used, is equal to sl-ReselectAfter; or
1>	if the selected sidelink grant cannot accommodate a RLC SDU by using the maximum allowed MCS configured by RRC in sl-MaxMCS-PSSCH associated with the selected MCS table and the UE selects not to segment the RLC SDU; or
NOTE 1:	If the selected sidelink grant cannot accommodate the RLC SDU, it is left for UE implementation whether to perform segmentation or sidelink resource reselection.
1>	if transmission(s) with the selected sidelink grant cannot fulfil the remaining PDB of the data in a logical channel according to the associated priority, and the MAC entity selects not to perform transmission(s) corresponding to a single MAC PDU:
NOTE 2:	If the remaining PDB is not met, it is left for UE implementation whether to perform transmission(s) corresponding to single MAC PDU or sidelink resource reselection.
NOTE 3:	It is left for UE implementation whether to trigger the TX resource (re-)selection due to the latency requirement of the MAC CE triggered according to clause 5.22.1.7.
2>	clear the selected sidelink grant associated to the Sidelink process, if available;
2>	trigger the TX resource (re-)selection.
NOTE 4:	Void.
NOTE 5:	Void.

End of Changes

3GPP
