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	Reason for change:
	Introduction of MBS support in NR. This version captures the following SDAP related RAN2 meeting agreements:

RAN2#115-e
Reflective QoS is not supported for MBS.
No SDAP header is needed for MBS.
There is no SDAP configuration provided to the UE for neither broadcast nor multicast.
RAN2#114-e
Multiple MBS QoS flows corresponding to the same MBS session can be mapped to one or more than one MBS radio bearers.
RAN2#112-e
The function of mapping from QoS flows to MBS RBs in SDAP is needed for NR MBS. TBD whether any SDAP header is needed.
(Working assumption) no SDAP functions other than “mapping from QoS flows to radio bearers” and “transfer of user plane data” are supported for MBS. FFS whether to support QoS flows to radio bearers remapping.
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	· Section 4.2.1: Description on SDAP structure for MBS is added.

· Section 4.2.2: SDAP entities for MBS are specified.

· Section 4.4: "Mapping between an MBS QoS flow and an MRB for DL" is added as an SDAP function for MBS.

· Section 5.2.2: Reception of SDAP data PDU from an MRB is specified.
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<<<<< Start of Modification >>>>>
[bookmark: _Toc525641385][bookmark: _Toc37257208][bookmark: _Toc46494358][bookmark: _Toc76490016]4.2.1	SDAP structure
Figure 4.2.1-1 illustrates one possible structure for the SDAP sublayer; it should not restrict implementation. The figure is based on the radio interface protocol architecture defined in TS 38.300 [2].

Figure 4.2.1-1: SDAP sublayer, structure view
The SDAP sublayer is configured for DRBs by RRC (TS 38.331 [3]). The SDAP sublayer maps QoS flows to DRBs. One or more QoS flows may be mapped onto one DRB. One QoS flow is mapped onto only one DRB at a time in the UL.
The SDAP sublayer is configured for MRBs by RRC (TS 38.331 [3]). The SDAP sublayer maps MBS QoS flows to MRBs. One or more MBS QoS flows may be mapped onto one MRB.
[bookmark: _Toc525641386]In NR sidelink communication, the SDAP sublayer maps PC5 QoS flows to SL-DRBs. One or more PC5 QoS flows may be mapped onto one SL-DRB. One PC5 QoS flow is mapped onto only one SL-DRB at a time in the NR sidelink for transmission.
[bookmark: _Toc37257209][bookmark: _Toc46494359][bookmark: _Toc76490017]4.2.2	SDAP entities
The SDAP entities are located in the SDAP sublayer. Several SDAP entities may be defined for a UE. There is an SDAP entity configured for each individual PDU session or MBS session for NR Uu. For NR sidelink, SDAP entity is configured per Destination Layer-2 ID and cast type in the UE.
An SDAP entity receives/delivers SDAP SDUs from/to upper layers and submits/receives SDAP data PDUs to/from its peer SDAP entity via lower layers.
-	At the transmitting side, when an SDAP entity receives an SDAP SDU from upper layers, it constructs the corresponding SDAP data PDU and submits it to lower layers;
-	At the receiving side, when an SDAP entity receives an SDAP data PDU from lower layers, it retrieves the corresponding SDAP SDU and delivers it to upper layers.
Figure 4.2.2-1 illustrates the functional view of the SDAP entity for the SDAP sublayer; it should not restrict implementation. The figure is based on the radio interface protocol architecture defined in TS 38.300 [2].

Figure 4.2.2-1: SDAP layer, functional view
Reflective QoS flow to DRB mapping is performed at UE, as specified in the clause 5.3.2, if DL SDAP header is configured.
[bookmark: _Toc525641387]Reflective QoS flow to MRB mapping is not supported. There is no SDAP header for MRB.
For NR sidelink communication, reflective PC5 QoS flow to SL-DRB mapping is not supported.
<<<<< End of Modification >>>>>

<<<<< Start of Modification >>>>>
[bookmark: _Toc525641390][bookmark: _Toc37257213][bookmark: _Toc46494363][bookmark: _Toc76490021]4.4	Functions
The SDAP sublayer supports the following functions:
-	transfer of user plane data;
-	mapping between a QoS flow and a DRB for both DL and UL;
-	mapping between an MBS QoS flow and an MRB for DL;
-	mapping between a PC5 QoS flow and a SL-DRB for NR sidelink communication;
-	marking QoS flow ID in both DL and UL packets;
-	marking PC5 QoS flow ID in unicast of NR sidelink communication packets;
-	reflective QoS flow to DRB mapping for the UL SDAP data PDUs.
<<<<< End of Modification >>>>>

<<<<< Start of Modification >>>>>
[bookmark: _Toc525641397][bookmark: _Toc37257220][bookmark: _Toc46494370][bookmark: _Toc76490028]5.2.2	Downlink
At the reception of an SDAP data PDU from lower layers for a QoS flow, the receiving SDAP entity shall:
-	if this SDAP data PDU is received from an MRB:
-	retrieve the SDAP SDU from the DL SDAP data PDU as specified in the clause 6.2.2.1.
-	if the DRB from which this SDAP data PDU is received is configured by RRC (TS 38.331 [3]) with the presence of SDAP header:
-	perform reflective QoS flow to DRB mapping as specified in the clause 5.3.2;
-	perform RQI handling as specified in the clause 5.4;
-	retrieve the SDAP SDU from the DL SDAP data PDU as specified in the clause 6.2.2.2.
-	else:
-	retrieve the SDAP SDU from the DL SDAP data PDU as specified in the clause 6.2.2.1;
-	deliver the retrieved SDAP SDU to the upper layer.
<<<<< End of Modification >>>>>
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