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1. [bookmark: OLE_LINK74][bookmark: OLE_LINK75]Introduction
In last RAN plenary meeting, the new WID on further enhancement of data collection for SON (Self-Organising Networks)/MDT (Minimization of Drive Tests) in NR and EN-DC was approved [1]. However, there are still some editor’s notes left in the objective part as follows:
Editor’s Note1: Details of Rel-17 leftover are to be further refined before Rel-18 SON/MDT WI starts, e.g., RAN#95 or RAN#96.
Editor’s Note2: Whether to include LTE MDT improvement (UE’s height location) is to be decided later based on R17 progress in RAN2.
Editor’s Note3: More Rel-16/17 new features are not precluded in this WI which are to be decided before Rel-18 SON/MDT WI starts, e.g., RAN#95 or RAN#96.
Editor’s Note4: All the editor notes in the WID are to be removed before the Rel-18 SON/MDT WI starts, e.g., at RAN#95 or RAN#96.
[bookmark: OLE_LINK78][bookmark: OLE_LINK79]In this contribution, we provide our proposals on how to remove the editor’s notes. 
2. [bookmark: OLE_LINK14][bookmark: OLE_LINK15]Discussion
2.1 Rel-17 Left over
2.1.1 MRO for NR-U
In Rel-17, MLB for NR-U was discussed and specified. As to MRO for NR-U, during the discussion in RAN3#114, the following agreements were reached:
It is agreed that RAN3 analyses the applicability of the current MRO solution to NR-U. 
· Shortfalls in the MRO solution with respect to NR-U deployments should be identified (if any)
· Solutions (if any) should be described and possibly agreed
· Once the use case and needed solutions are identified, RAN3 should involve RAN2 for further progress and convergence 
It is agreed that HO failure cases are prioritized when analysing whether MRO needs improvements for NR-U deployments
MRO support for NR-U requires the UE to provide new information pending to RAN2 progress in R17.
Enhancements to support NR-U to resolve HOF cases should be prioritised.
However, in RAN3#114bis meeting, due to limited time in Rel-17 and also pending the progress in RAN2, it was agreed to handle MRO for NR-U in Rel-18 as below:
Focus Rel-17 effort on MLB for NR-U.
[bookmark: OLE_LINK47][bookmark: OLE_LINK46]Given the time-plan for Rel-17 closure, RAN3 agrees that MRO for NR-U may be handled in Rel-18.
[bookmark: OLE_LINK82][bookmark: OLE_LINK83][bookmark: OLE_LINK84]So, based on the agreement in RAN3, it is proposed to include MRO for NR-U as one of the Rel-17 leftover issues in Rel-18 WID
[bookmark: OLE_LINK16][bookmark: OLE_LINK17]Proposal 1: Include MRO for NR-U as one of the Rel-17 leftover issues in Rel-18 WID.
2.1.2   RACH Optimization
In RAN3#114 meeting, a response LS from RAN2 was received which confirmed that UE would report SN RACH report to MN for EN-DC, NGEN-DC and NR DC. 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4][bookmark: OLE_LINK5][bookmark: OLE_LINK6]Reply to the LS on RACH report for SgNB (R3-205662) ‎
RAN2 has the following agreement:
· UE reports the SN RACH report to the MN, and then MN sends the SN RACH report to SN.
Based on this agreement, UE could report the recorded SgNB related RACH information to the ‎current MN node, for (NG)EN-DC case and for NR-DC case, respectively. And the node ‎which received the information could send the SN related RACH report information to the ‎SgNB(s).‎ RAN2 is working on detailed signalling to support such a report. 
Based on the confirmation from RAN2, RAN3 had completed the work on network interface signaling to support the RACH report for SN for both EN-DC cases and MR-DC cases connected with 5GC. However, according to the latest RAN2 agreement, SN RACH report could not be supported in (NG)EN-DC and NE-DC cases. 
8    TS 36.331 modifications are not introduced to handle the scenario of LTE MN fetching the list of NR RA reports in Rel-17.
9    TS 38.331 modifications are not introduced to handle the scenario of NR MN fetching the LTE RA report in Rel-17.
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]To align between RAN2 and RAN3, it is proposed to consider support of SN RACH report for (NG)EN-DC and NE-DC cases.
[bookmark: OLE_LINK18][bookmark: OLE_LINK19]Proposal2: Support SN RACH report for (NG)EN-DC and NE-DC cases in Rel-18 WID.
Besides, for RACH report, it was ever discussed on how to make CU be aware of the occurrence of RACH procedure and thus be capable of retrieving the RACH report from UE. However, due to limited time in Rel-17, no conclusion was make and there was following agreement reached in RAN3 meeting
[bookmark: OLE_LINK55][bookmark: OLE_LINK54]Postpone enhancements for RACH Report retrieval to Rel.18
So, another proposal on RACH report is as below：
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]Proposal 3: Discuss enhancement for RACH report retrieval in Rel-18 WID. 
2.1.3   UE History information 
In Rel-17, the discussion on UE history information focused on normal mobility cases and it was agree to consider the case of CHO in Rel-18 with the conclusion below:
Discuss the UHI transfer during CHO in Rel-18.
Thereby, we have the following proposal regarding to UHI for CHO:
[bookmark: OLE_LINK20][bookmark: OLE_LINK21]Proposal 4: Discuss UHI transfer during CHO in Rel-18 WID.
2.2 Others
For LTE MDT improvement, since it was already agreed to be introduced in Rel-17, it is not necessary to be included in Rel-18 WID. For other Rel-16/rel-17 features, considering the scope of current Rel-18 WID and the allocated TU, we propose to not introduce new features.
[bookmark: OLE_LINK22][bookmark: OLE_LINK23]Proposal 5: Remove all the Editor’s notes in the current WID.
3. [bookmark: OLE_LINK24][bookmark: OLE_LINK25]Conclusion
Based on the discussion in section 2, the follows are proposed：
Proposal 1: Include MRO for NR-U as one of the Rel-17 leftover issues in Rel-18 WID.
Proposal2: Support SN RACH report for (NG) EN-DC and NE-DC cases in Rel-18 WID.
Proposal 3: Discuss enhancement for RACH report retrieval in Rel-18 WID. 
Proposal 4: Discuss UHI transfer during CHO in Rel-18 WID.
Proposal 5: Remove all the Editor’s notes in the current WID.
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