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Table A.4.3.2B.2.3.1-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.1-2)
	Item
	DL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC within FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_A
	

	2
	Inter-band EN-DC within FR1 BW Class Combination A_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_(2A)
	

	3
	Inter-band EN-DC within FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_B
	

	4
	Inter-band EN-DC within FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_A_C
	

	5
	Inter-band EN-DC within FR1 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_A
	

	6
	Inter-band EN-DC within FR1 BW Class Combination (2A)_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_(2A)
	

	7
	Inter-band EN-DC within FR1 BW Class Combination (2A)_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(2A)_B
	

	8
	Inter-band EN-DC within FR1 BW Class Combination (3A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_(3A)_A
	

	9
	Inter-band EN-DC within FR1 BW Class Combination B_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_B_A
	

	10
	Inter-band EN-DC within FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_A
	

	11
	Inter-band EN-DC within FR1 BW Class Combination C_(2A) (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_(2A)
	

	12
	Inter-band EN-DC within FR1 BW Class Combination C_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_B
	

	13
	Inter-band EN-DC within FR1 BW Class Combination C_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_C_C
	

	14
	Inter-band EN-DC within FR1 BW Class Combination D_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_D_A
	

	15
	Inter-band EN-DC within FR1 BW Class Combination D_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_D_C
	

	16
	Inter-band EN-DC within FR1 BW Class Combination E_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_E_A
	

	17
	Inter-band EN-DC within FR1 BW Class Combination E_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_DL_inter_band_EN_DC_FR1_2B_Class_E_C
	



Table A.4.3.2B.2.3.1-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC within FR1 and two bands (for one or more of the supported configurations in Table A.4.3.2B.2.3.1-2)
	Item
	UL inter-band EN-DC within FR1 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC within FR1 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_A
	

	2
	UL Inter-band EN-DC within FR1 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_B
	

	3
	UL Inter-band EN-DC within FR1 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_A_C
	

	4
	UL Inter-band EN-DC within FR1 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_(2A)_A
	

	5
	UL Inter-band EN-DC within FR1 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.4.1
	pc_UL_inter_band_EN_DC_FR1_2B_Class_C_A
	



Table A.4.3.2B.2.3.1-2: Supported Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC configuration / Item (Note 1, 5, 7)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
(Note 4, 6)
	Supported ULTxSwitching Band Pair
(Note 2, 3)

	DC_1A_n3A
	Rel-16
	
	
	

	DC_1A_n5A
	Rel-16
	
	
	

	DC_1A_n7A
	Rel-16
	
	
	

	DC_1A_n28A
	Rel-15
	
	
	

	DC_1A_n77A
	Rel-15
	
	
	

	DC_1A_n78A
	Rel-15
	
	
	

	DC_1A_n78C
	Rel-15
	
	
	

	DC_1A-1A_n78A
	Rel-17
	
	
	

	DC_1A_n79A
	Rel-15
	
	
	

	DC_2A_n5A
	Rel-15
	
	
	

	DC_2A_n41A
	Rel-16
	
	
	

	DC_2C_n41A
	Rel-16
	
	
	

	DC_2A_n71A
	Rel-15
	
	
	

	DC_2A_n77A
	Rel-17
	
	
	

	DC_3A_n1A
	Rel-16
	
	
	

	DC_3A_n5A
	Rel-16
	
	
	

	DC_3A_n7A
	Rel-15
	
	
	

	DC_3A_n28A
	Rel-15
	
	
	

	DC_3A_n41A
	Rel-16
	
	
	

	DC_3A_n77A
	Rel-15
	
	
	

	DC_3A_n78A
	Rel-15
	
	
	

	DC_3A_n78C
	Rel-15
	
	
	

	DC_3A_n79A
	Rel-15
	
	
	

	DC_3C_n78A
	Rel-15
	
	
	

	DC_5A_n2A
	Rel-16
	
	
	

	DC_5A_n66A
	Rel-15
	
	
	

	DC_5A_n77A
	Rel-17
	
	
	

	DC_5A_n78A
	Rel-15
	
	
	

	DC_5A_n78C
	Rel-17
	
	
	

	DC_7A_n1A
	Rel-16
	
	
	

	DC_7A_n3A
	Rel-16
	
	
	

	DC_7A_n5A
	Rel-16
	
	
	

	DC_7A_n28A
	Rel-15
	
	
	

	DC_7A_n78A
	Rel-15
	
	
	

	DC_7A_n66A
	Rel-15
	
	
	

	DC_7C_n66A
	Rel-15
	
	
	

	DC_7C_n78A
	Rel-15
	
	
	

	DC_8A_n1A
	Rel-16
	
	
	

	DC_8A_n3A
	Rel-16
	
	
	

	DC_8A_n20A
	Rel-16
	
	
	

	DC_8A_n41A
	Rel-16
	
	
	

	DC_8A_n77A
	Rel-15
	
	
	

	DC_8A_n78A
	Rel-15
	
	
	

	DC_11A_n77A
	Rel-15
	
	
	

	DC_11A_n78A
	Rel-15
	
	
	

	DC_11A_n79A
	Rel-15
	
	
	

	DC_12A_n66A
	Rel-15
	
	
	

	DC_12A_n78A
	Rel-16
	
	
	

	DC_13A_n2A
	Rel-16
	
	
	

	DC_13A_n66A
	Rel-15
	
	
	

	DC_13A_n77A
	Rel-17
	
	
	

	DC_14A_n2A
	Rel-16
	
	
	

	DC_14A_n66A
	Rel-16
	
	
	

	DC_19A_n1A
	Rel-17
	
	
	

	DC_19A_n77A
	Rel-15
	
	
	

	DC_19A_n77(2A)
	Rel-17
	
	
	

	DC_19A_n78A
	Rel-15
	
	
	

	DC_19A_n78(2A)
	Rel-17
	
	
	

	DC_19A_n79A
	Rel-15
	
	
	

	DC_20A_n7A
	Rel-16
	
	
	

	DC_20A_n28A
	Rel-15
	
	
	

	DC_20A_n78A
	Rel-15
	
	
	

	DC_21A_n1A
	Rel-17
	
	
	

	DC_21A_n28A
	Rel-17
	
	
	

	DC_21A_n77A
	Rel-15
	
	
	

	DC_21A_n77(2A)
	Rel-17
	
	
	

	DC_21A_n78A
	Rel-15
	
	
	

	DC_21A_n78(2A)
	Rel-17
	
	
	

	DC_21A_n79A
	Rel-15
	
	
	

	DC_25A_n41A
	Rel-15
	
	
	

	DC_26A_n41A
	Rel-16
	
	
	

	DC_26A_n77A
	Rel-16
	
	
	

	DC_26A_n78A
	Rel-16
	
	
	

	DC_26A_n79A
	Rel-16
	
	
	

	DC_28A_n3A
	Rel-16
	
	
	

	DC_28A_n5A
	Rel-16
	
	
	

	DC_28A_n7A
	Rel-16
	
	
	

	DC_28A_n77A
	Rel-15
	
	
	

	DC_28A_n78A
	Rel-15
	
	
	

	DC_28A_n79A
	Rel-15
	
	
	

	DC_30A_n5A
	Rel-15
	
	
	

	DC_39A_n41A
	Rel-16
	
	
	

	DC_39A_n79A
	Rel-15
	
	
	

	DC_40A_n1A
	Rel-16
	
	
	

	DC_40A_n41A
	Rel-16
	
	
	

	DC_40A_n78A
	Rel-16
	
	
	

	DC_40A_n79A
	Rel-16
	
	
	

	DC_40C_n78A
	Rel-16
	
	
	

	DC_40C_n79A
	Rel-16
	
	
	

	DC_41A_n77A
	Rel-16
	
	
	

	DC_41A_n78A
	Rel-16
	
	
	

	DC_41A_n79A
	Rel-15
	
	
	

	DC_42A_n1A
	Rel-17
	
	
	

	DC_42C_n1A
	Rel-17
	
	
	

	DC_48A_n5A
	Rel-16
	
	
	

	DC_48A_n66A
	Rel-16
	
	
	

	DC_66A_n2A
	Rel-16
	
	
	

	DC_66A_n5A
	Rel-15
	
	
	

	DC_66A_n41A
	Rel-16
	
	
	

	DC_66A_n71A
	Rel-15
	
	
	

	DC_66A_n77A
	Rel-17
	
	
	

	DC_66A_n78A
	Rel-15
	
	
	




