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<Start of modified section 1>
4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	Unchanged contents are omitted

	C069	IF (A.4.1-4/4 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.6-1/6 THEN R ELSE N/A

	C070	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/41 AND NOT A.4.3.1-7a/2 THEN R ELSE N/A

	C071	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/41 AND NOT A.4.3.1-7a/3 THEN R ELSE N/A

	C072	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/41 AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70)) THEN R ELSE N/A

	C073	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/41 AND (A.4.3.9-4b/38 OR A.4.3.9-4b/41 OR A.4.3.9-4b/77 OR A.4.3.9-4b/78 OR A.4.3.9-4b/79) OR (A.4.3.9-4b/34 OR A.4.3.9-4b/39 OR A.4.3.9-4b/40 OR A.4.3.9-4b/48)) THEN R ELSE N/A

	C074	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/39 AND A.4.3.2-1/40 AND NOT A.4.3.1-7a/2 THEN R ELSE N/A

	C075	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/39 AND A.4.3.2-1/40 AND NOT A.4.3.1-7a/3 THEN R ELSE N/A

	C076	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/39 AND A.4.3.2-1/40 AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70)) THEN R ELSE N/A

	C077	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.2-1/39 AND A.4.3.2-1/40 AND (A.4.3.9-4b/38 OR A.4.3.9-4b/41 OR A.4.3.9-4b/77 OR A.4.3.9-4b/78 OR A.4.3.9-4b/79) OR (A.4.3.9-4b/34 OR A.4.3.9-4b/39 OR A.4.3.9-4b/40 OR A.4.3.9-4b/48)) THEN R ELSE N/A

	C078	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) AND A.4.1-4A/1 AND A.4.3.2A.1-1/1 THEN R ELSE N/A

	C079	IF A.4.1-1/3 AND A.4.1-2/7 THEN R ELSE N/A

	C079a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/3 AND A.4.1-2/7 THEN R ELSE N/A

	C080	IF ([10]A.4.1-1/1 OR [10]A.4.1-1/2) AND A.4.1-1/2 AND A.4.1-2/8 THEN R ELSE N/A

	C080a	IF ([10]A.4.1-1/1 OR [10]A.4.1-1/2) AND A.4.1-1/2 AND A.4.1-2/8 AND A.4.3.5-1/1 THEN R ELSE N/A

	C081	IF ([10]A.4.1-1/1 OR [10]A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/5) AND (A.4.3.6-1/46 OR A.4.3.6-1/47) THEN R ELSE N/A

	C081a	IF ([10]A.4.1-1/1 OR [10]A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/5) AND [10]A.4.4-1a/5 AND (A.4.3.6-1/46 OR A.4.3.6-1/47) THEN R ELSE N/A

	C082	IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.2-1/63 AND A.4.3.2-1/65 THEN R ELSE N/A

	C082a	IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.2-1/63 AND A.4.3.2-1/65 AND A.4.3.5-1/1 THEN R ELSE N/A

	C083	IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.6-1/41 AND A.4.3.2-1/64 AND A.4.3.2-1/65 THEN R ELSE N/A

	C083a	IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.6-1/41 AND A.4.3.2-1/64 AND A.4.3.2-1/65 AND A.4.3.5-1/1 THEN R ELSE N/A

	C084	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/63 AND A.4.3.2-1/65 THEN R ELSE N/A

	C084a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/63 AND A.4.3.2-1/65 AND A.4.3.5-1/1THEN R ELSE N/A

	Unchanged contents are omitted



<End of modified section 1>

<Start of modified section 2>
Table 4.2-5: Applicability of E-UTRA – NR Inter-RAT conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	8.2
	RRC_IDLE state mobility
	
	
	
	
	

	8.2.1
	Inter-RAT cell re-selection
	
	
	
	
	

	8.2.1.1
	E-UTRA – NR FR1 cell re-selection to higher priority NR target cell
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx
4Rx

	8.2.1.2
	E-UTRA – NR FR1  Cell reselection to lower priority NR target Cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
	Rel-15
	C052
	UEs supporting 5GS NR SA FR1 and E-UTRAN configured with highSpeedMeasFlag-r16
	
	2Rx
4Rx

	8.3
	RRC_CONNECTED state mobility
	
	
	
	
	

	8.3.1
	Inter-RAT cell handover
	
	
	
	
	

	8.3.1.1
	E-UTRA – NR FR1 handover with known target cell
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx
4Rx

	8.4
	Measurement procedures
	
	
	
	
	

	8.4.1
	SFTD measurement delay
	
	
	
	
	

	8.4.1.1
	E-UTRA – NR FR1 SFTD measurement delay in non-DRX
	Rel-15
	C081
	UEs supporting EN-DC and E-UTRA and SFTD measurements between E-UTRA PCell and NR neighbour cell
	
	2Rx
4Rx

	8.4.1.2
	E-UTRA – NR FR1 SFTD measurement delay in DRX
	Rel-15
	C081a
	UEs supporting EN-DC and  E-UTRA and long DRX cycle and SFTD measurements between E-UTRA PCell and NR neighbour cell
	
	2Rx
4Rx

	8.4.2
	Inter-RAT measurements
	
	
	
	
	

	8.4.2.1
	E-UTRA event-triggered reporting of a NR FR1 neighbour cell without SSB time index detection in non-DRX
	Rel-15
	C086
	UEs supporting E-UTRA and NR FR1 measurement
	
	2Rx
4Rx

	8.4.2.2
	E-UTRA event-triggered reporting of a NR FR1 neighbour cell without SSB time index detection in DRX
	Rel-15
	C086a
	UEs supporting E-UTRA and NR FR1 measurement and long DRX cycle
	
	2Rx
4Rx

	8.4.2.3
	E-UTRA event-triggered reporting of a NR FR1 neighbour cell with SSB time index detection in non-DRX
	Rel-15
	C086
	UEs supporting E-UTRA and NR FR1 measurement
	
	2Rx
4Rx

	8.4.2.4
	E-UTRA event-triggered reporting of a NR FR1 neighbour cell with SSB time index detection in DRX
	Rel-15
	C086a
	UEs supporting E-UTRA and NR FR1 measurement and long DRX cycle
	
	2Rx
4Rx

	8.4.2.5
	E-UTRA event-triggered reporting of a NR FR2 neighbour cell without SSB time index detection in non-DRX
	Rel-15
	C080
	UEs supporting E-UTRA and NR FR2 measurement
	NOTE 1
	2Rx

	8.4.2.6
	E-UTRA event-triggered reporting of a NR FR2 neighbour cell without SSB time index detection in DRX
	Rel-15
	C080a
	UEs supporting E-UTRA and NR FR2 measurement and long DRX cycle
	NOTE 1
	2Rx

	8.4.2.7
	E-UTRA event-triggered reporting of a NR FR2 neighbour cell with SSB time index detection in non-DRX
	Rel-15
	C080
	UEs supporting E-UTRA and NR FR2 measurement
	NOTE 1
	2Rx

	8.4.2.8
	E-UTRA event-triggered reporting of a NR FR2 neighbour cell with SSB time index detection in DRX
	Rel-15
	C080a
	UEs supporting E-UTRA and NR FR2 measurement and long DRX cycle
	NOTE 1
	2Rx

	8.4.2.9
	E-UTRA – NR Inter-RAT event triggered reporting tests for FR1 with SSB time index detection in DRX for UE configured with highSpeedInterRAT-NR-r16
	Rel-15
	C052
	UEs supporting 5GS NR SA FR1 and E-UTRAN configured with highSpeedMeasFlag-r16
	
	2Rx
4Rx

	8.5
	Measurement performance requirements
	
	
	
	
	

	8.5.1
	SFTD measurement accuracy
	
	
	
	
	

	8.5.1.1
	E-UTRA – NR FR1 SFTD measurement accuracy
	Rel-15
	C081
	UEs supporting EN-DC and E-UTRA and SFTD measurements between E-UTRA PCell and NR neighbour cell
	NOTE 1
	2Rx
4Rx

	8.5.2
	Inter-RAT
	
	
	
	
	

	8.5.2.1
	SS-RSRP
	
	
	
	
	

	8.5.2.1.1.1
	E-UTRA SS-RSRP absolute measurement accuracy of a NR FR1 neighbour cell
	Rel-15
	C086
	UEs supporting E-UTRA and NR FR1 measurement
	
	2Rx
4Rx

	8.5.2.1.2
	E-UTRA SS-RSRP measurement accuracy of a NR FR2 neighbour cell
	Rel-15
	C080
	UEs supporting E-UTRA and NR FR2 measurement
	
	2Rx

	8.5.2.2
	SS-RSRQ
	
	
	
	
	

	8.5.2.2.1
	E-UTRA SS-RSRQ measurement accuracy of a NR FR1 neighbour cell
	Rel-15
	C086
	UEs supporting E-UTRA and NR FR1 measurement
	
	2Rx
4Rx

	8.5.2.2.2
	E-UTRA SS-RSRQ measurement accuracy of a NR FR2 neighbour cell
	Rel-15
	C080
	UEs supporting E-UTRA and NR FR2 measurement
	
	2Rx

	8.5.2.3
	SS-SINR
	
	
	
	
	

	8.5.2.3.1
	E-UTRA SS-SINR measurement accuracy of a NR FR1 neighbour cell
	Rel-15
	C086
	UEs supporting E-UTRA and NR FR1 measurement
	
	2Rx
4Rx

	8.5.2.3.2
	E-UTRA SS-SINR measurement accuracy of a NR FR2 neighbour cell
	Rel-15
	C080
	UEs supporting E-UTRA and NR FR2 measurement
	
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.



Table 4.2-6: Applicability of NR sidelink FR1 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	9.1.1
	UE transmit timing
	
	
	
	
	

	9.1.1.1
	NR SA FR1 UE transmit timing accuracy for GNSS as synchronization reference source
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.1.2
	NR SA FR1 UE transmit timing accuracy for SyncRef UE as synchronization reference source
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.1.3
	NR SA FR1 UE transmit timing accuracy for FR1 NR cell as synchronization reference source
	Rel-16
	C079a
	UE supporting 5GS FR1 and NR Uu and NR sidelink.
	NOTE 1
	2Rx

	9.1.2
	Initiation/Cease of S-SSB transmission
	
	
	
	
	

	9.1.2.1
	NR SA FR1 initiation/cease of S-SSB transmission for FR1 NR cell as synchronization reference source
	Rel-16
	C079a
	UE supporting 5GS FR1 and NR Uu and NR sidelink.
	NOTE 1
	2Rx

	9.1.2.2
	NR SA FR1 initiation/cease of S-SSB transmission for SyncRef UE as synchronization reference source
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.3
	Synchronization reference selection/reselection
	
	
	
	
	

	9.1.3.1
	NR SA FR1 synchronization reference selection/reselection for GNSS configured as the highest priority synchronization reference source
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.3.2
	NR SA FR1 synchronization reference selection/reselection for FR1 NR Cell configured as the highest priority synchronization reference source
	Rel-16
	C079a
	UE supporting 5GS FR1 and NR Uu and NR sidelink.
	NOTE 1
	2Rx

	9.1.4
	L1 SL-RSRP measurements
	
	
	
	
	

	9.1.4.1
	NR SA FR1 L1 SL-RSRP measurement for autonomous resource selection/reselection
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.4.2
	NR SA FR1 L1 SL-RSRP measurement for resource pre-emption
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.4.3
	NR SA FR1 L1 SL-RSRP measurement for resource re-evaluation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.5
	Congestion control measurement
	
	
	
	
	

	9.1.5.1
	NR SA FR1 congestion control measurement for concurrent operation
	Rel-16
	C079a
	UE supporting 5GS FR1 and NR Uu and NR sidelink.
	NOTE 1
	2Rx

	9.1.5.2
	NR SA FR1 congestion control measurement for PC5-only operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	NOTE 1
	2Rx

	9.1.6
	Interruption
	
	
	
	
	

	9.1.6.1
	NR SA FR1 interruption to WAN due to NR sidelink communication
	Rel-16
	C079a
	UE supporting 5GS FR1 and NR Uu and NR sidelink.
	NOTE 1
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
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<End of modified section 2>
