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<Start of modified section 1>
[bookmark: _Toc76297914][bookmark: _Toc76571844][bookmark: _Toc76650986][bookmark: _Toc76654103][bookmark: _Toc83742713][bookmark: _Toc91440487]11.1.4	PSBCH demodulation requirements
[bookmark: _Toc76297915][bookmark: _Toc76571845][bookmark: _Toc76650987][bookmark: _Toc76654104][bookmark: _Toc83742714][bookmark: _Toc91440488]11.1.4.1	2Rx requirements
[bookmark: _Toc76297916][bookmark: _Toc76571846][bookmark: _Toc76650988][bookmark: _Toc76654105][bookmark: _Toc83742715][bookmark: _Toc91440489]11.1.4.1.0	Minimum requirements
The minimum requirements are specified in Table 11.1.4.1.0-2 with the test parameters specified in Table 11.1.4.1.0-1. The Sidelink UE 1 transmits PSBCH to UE and the UE is synchronized to SLSS of Sidelink UE 1. 
RAN4 has recommended that these requirements do not need to be tested.
Table 11.1.4.1.0-1: Test parameters
	Parameter
	Unit
	Test 1

	Active cell(s)
	
	None

	Sidelink UE 1
	Sidelink Transmissions
	
	SLSS+PSBCH (Note 3)

	
	slssid
	
	0

	
	Time offset (Note 1)
	s
	0

	
	Frequency offset (Note 2)
	Hz
	0

	
	Synchronization source
	
	GNSS

	
	Antenna configuration
	
	1x2 Low

	Note 1:	Time offset of transmitted Sidelink UE 1 signal with respect to GNSS reference timing.
Note 2:	Frequency offset of transmitted Sidelink UE 1 signal with respect to GNSS reference frequency.
Note 3: 	PSBCH transmits together with corresponding SLSS in the same slot.



Table 11.1.4.1.0‑2: Minimum performance
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	PSBCH Reference channel
	Propagation condition
	Reference value

	
	
	
	
	Probability of missed PSBCH (%)
	SNR (dB) 

	1
	20 / 30
	R.PSBCH.2-1
	TDLA30-180
	1
	0.1



The normative reference for this requirement is TS 38.101-4 [5], clause 11.1.4.1.1.
<End of modified section 1>
