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<Unchanged Text Skipped>
[bookmark: _Toc75371779][bookmark: _Toc83727847][bookmark: _Toc100005947][bookmark: _Toc27477731][bookmark: _Toc36226409][bookmark: _Toc44323664][bookmark: _Toc52989805][bookmark: _Toc60822994][bookmark: _Toc60824917][bookmark: _Toc69305814][bookmark: _Toc69309669][bookmark: _Toc76019980]4.1.1.3	FR1 V2X test cases
This section contains information on test point selection for V2X test cases 6.2E, 6.3E, 6.4E, 6.5E, 7.3E, 7.4E, 7.5E, 7.6E, 7.7E and 7.8E in [2].
Number of test points for V2X test cases in FR1 are listed in table 4.1.1.3-1 and table 4.1.1.3-2.
Table 4.1.1.3-1: Number of test points for V2X test cases in FR1 (NR UE Transmitter test)
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2E.2	UE maximum output power reduction for V2X
	440
	'38.521-1_TP analysis_V2X_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_v2'
	RAN5#94-e

	6.3E.1	Minimum output power for V2X
	360
	‘38.521-1_TP analysis_V2X_6.3E.1_MinOP_v1.zip’
	RAN5#92-e

	6.5E.2.2	Spectrum emission mask for V2X
	440
	‘38.521-1_TP analysis_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_V2X.zip’
	RAN5#91-e

	6.5E.2.4	Adjacent channel leakage ratio for V2X
	88
	‘38.521-1_TP analysis_6.2E.2_MPR_6.5E.2.2_SEM_6.5E.2.4_ACLR_V2X.zip’
	RAN5#91-e



Table 4.1.1.3-2: Number of test points for V2X test cases in FR1 (NR UE Receiver test)
	Subclause
	Number of test points
	Justification in attachment
	Comments

	FFS
	
	
	



4.1.1.4	FR1 RedCap test cases
This section contains information on test point selection for RedCap test cases in [2]. The general rule in this section apply to all the RedCap test cases. Separate analysis is not provided for each single test case.
For the Tx requirements, basic PC3 requirements apply with the exception that the maximum channel bandwidth is 20MHz. Regarding test point selection, the same test points for PC3 non-RedCap UE apply for RedCap UE, except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz.
For the Rx REFSENS requirements, TDD/FDD 2Rx, TDD/FDD 1Rx, HD-FDD 2Rx and HD-FDD 1Rx requirements are specified separately. For test cases other than REFSENS, no exception requirements are specified, but considering those requirements have dependency on REFSENS, the UL/DL RB allocation would follow that of REFSENS.
· For TDD/FDD 2Rx capable RedCap UE, the basic 2Rx REFSENS requirements apply with the exception that the maximum channel bandwidth is 20MHz. For all the Rx test cases, the same test points for non-RedCap UE apply except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz.
· For TDD/FDD 1Rx capable RedCap UE, the exceptional REFSENS requirements are specified for channel bandwidth up to 20MHz. The UL/DL configuration required for 1Rx are the same for 2Rx requirements. For all the Rx test cases, the same test points for non-RedCap UE apply except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz.
· For HD-FDD 2Rx and 1Rx capable RedCap UE, the exceptional REFSENS requirements are specified for channel bandwidth up to 20MHz, with specific UL configuration specified along. For all the Rx test cases, the same test points for non-RedCap UE apply except that the Low, Mid, Hight test channel bandwidth shall be selected among channel bandwidths up to 20MHz, and the UL configuration shall follow Table 7.3I.2-5 in TS 38.101-1[2].
[bookmark: _Toc27418757][bookmark: _Toc36042410][bookmark: _Toc43899737][bookmark: _Toc51767648][bookmark: _Toc59039979][bookmark: _Toc68073918][bookmark: _Toc75371780][bookmark: _Toc83727848][bookmark: _Toc100005948]4.1.2	Test point analysis per NS value
[bookmark: _Toc27418758][bookmark: _Toc36042411][bookmark: _Toc43899738][bookmark: _Toc51767649][bookmark: _Toc59039980][bookmark: _Toc68073919][bookmark: _Toc75371781][bookmark: _Toc83727849][bookmark: _Toc100005949]4.1.2.1	A-MPR, A-SEM and A-SE FR1 test cases for single carrier and UL MIMO
This section contains information on test point selection for single carrier test cases 6.2.3, Additional Maximum Power Reduction (A-MPR), 6.5.2.3 Additional spectrum emission mask (A-SEM) and 6.5.3.3 Additional spurious emissions (A-SE); and for correspondent UL-MIMO test cases in 6.2D.3 and 6.5D.3.3 in [2].
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