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	Reason for change:
	There is no clarification for Combinations of system information blocks for NE-DC.

	
	

	Summary of change:
	Add statement of system information for the E-UTRA cell(s) in the NE-DC.

	
	

	Consequences if not approved:
	It is not clear which SysInfo combination shall be used for the E-UTRA cell(s) in the NE-DC test cases.

	
	

	Clauses affected:
	4.4.3.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<<< START OF CHANGES >>>
[bookmark: _Toc21353699][bookmark: _Toc27749314][bookmark: _Toc36228119][bookmark: _Toc36228415][bookmark: _Toc36229087][bookmark: _Toc36228870][bookmark: _Toc44454672][bookmark: _Toc44455124]4.4.3.1.2	Combinations of system information blocks for NR standalone and NE-DC
The combination of system information blocks required by a test case depends on the test case scenario. In this clause, several combinations of system information blocks are defined.
Regardless of the combination of system information blocks indicated as being used by a test case, the SS shall broadcast only the NR MIB on the NR Cell(s) configured on an SDL band.
For NE-DC network scenario the SS shall in addition to broadcasting the NR system information blocks also broadcast the E-UTRA system information combination 1 on the E-UTRA cell(s) as specified in TS 36.508 [2].
Combination NR-1 is the default combination which applies to the following test case scenarios:
-	NR FDD single cell scenario except RRM test case scenarios
-	NR TDD single cell scenario except RRM test case scenarios
-	NR FDD inter-band DC component carriers cell scenario
-	NR TDD inter-band DC component carriers cell scenario
-	NR FDD and NR TDD inter-band DC component carriers cell scenario
…
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