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4.6.2	System information blocks
[bookmark: _Toc21353768][bookmark: _Toc27749386]–	SIB2
SIB2 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.
Table 4.6.2-1: SIB2
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	[bookmark: _Hlk524532545]    nrofSS-BlocksToAverage
	2
	
	

	absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	      thresholdRSRP
	RSRP-Range
	Table 4.6.3-152
	

	      thresholdRSRQ
	Not present
	
	

	      thresholdSINR
	Not present
	
	

	    }
	
	
	

	    rangeToBestCell
	dB0
	
	

	    q-Hyst
	dB0
	To reduce interference between intra-frequency multiple cells
	

	speedStateReselectionPars 
	Not present
	
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearchP
	Not present
	
	

	    s-NonIntraSearchQ
	Not present
	
	

	    threshServingLowP
	0
	Actual value of threshold = field value * 2 [dB]
	

	    threshServingLowQ
	Not present
	
	

	
	3
	3dB
	QBASED

	    cellReselectionPriority
	4
	A middle value in the range has been selected
	

	    cellReselectionSubPriority
	Not present
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70
	-140dBm
	

	
	-55
	-110dBm
	SIG

	    q-RxLevMinSUL
	Not Present
	
	

	
	-70 
	-140dBm
	SUL

	
	-55
	-110dBm
	SUL AND SIG

	    q-QualMin
	Not present
	
	

	
	-20
	-20dB
	QBASED

	    s-IntraSearchP
	31
	Actual value of threshold = field value * 2 [dB]
	

	    s-IntraSearchQ
	Not present
	
	

	[bookmark: _Hlk524957434]    t-ReselectionNR
	0
	
	

	    frequencyBandList
	Not present
	
	

	    frequencyBandListSUL
	Not present
	
	

	    p-Max
	Not present
	
	

	    smtc
	SSB-MTC
	Table 4.6.3-185
	

	[bookmark: _Hlk524596809]    ss-RSSI-Measurement
	Not present
	
	

	    ssb-ToMeasure
	SSB-ToMeasure
	
	

	[bookmark: _Hlk524595715]    deriveSSB-IndexFromCell
	false
	
	FDD

	
	true
	
	TDD

	  }
	
	
	

	    t-ReselectionNR-SF
	Not present
	
	

	    smtc2-LP-r16
	Not present
	
	

	    ssb-PositionQCL-Common-r16
	Not present
	
	

	}
	
	
	

	  relaxedMeasurement-r16
	Not present
	
	



	Condition
	Explanation 

	SUL
	For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMin-sul.

	QBASED
	This condition applies to Quality based signalling test cases.



[bookmark: _Toc21353769][bookmark: _Toc27749387]–	SIB3
SIB3 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
Table 4.6.2-2: SIB3
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList
	Not present
	Not required unless Qoffset configuration is tested. When Qoffset configuration is tested, see table 6.3.1.1-1
	

	  intraFreqBlackCellList
	Not present
	Not required unless Blacklisted cell list configuration is tested. When Blacklisted cell list configuration is tested, see table 6.3.1.1-1
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



[bookmark: _Toc21353770][bookmark: _Toc27749388]–	SIB4
SIB4 contains information relevant only for inter-frequency cell re-selection i.e. information about other NR frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
Table 4.6.2-3: SIB4
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	[bookmark: _Hlk524615292]  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	The same number of entries as the configured inter-freq carriers defined in table 6.3.1.2-1
	n denotes the index of the entry
	

	    InterFreqCarrierFreqInfo[n] SEQUENCE {
	
	entry n
	

	      dl-CarrierFreq
	Downlink NR SSB ARFCN.
See table 6.3.1.2-1
	
	

	      frequencyBandList
	MultiFrequencyBandListNR-SIB
	
	

	      frequencyBandListSUL
	Not present
	
	

	      nrofSS-BlocksToAverage
	2
	
	

	      absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	        thresholdRSRP
	RSRP-Range
	Table 4.6.3-152
	

	        thresholdRSRQ
	Not present
	
	

	        thresholdSINR
	Not present
	
	

	      }
	
	
	

	      smtc
	SSB-MTC
	Table 4.6.3-185
	

	      ssbSubcarrierSpacing
	SubcarrierSpacing
	Table 4.6.3-188
	

	      ssb-ToMeasure
	SSB-ToMeasure
	
	

	      deriveSSB-IndexFromCell
	false
	
	FDD

	
	true
	
	TDD

	      ss-RSSI-Measurement
	Not present
	
	

	      q-RxLevMin
	-70
	-140dBm
	

	
	-55
	-110dBm
	SIG and FR1

	
	ROUND((-110+Delta(NRfn))/2)
	NOTE1 and NOTE2.
	SIG and FR2

	      q-RxLevMinSUL
	-70
	-140dBm, For RF/RRM test cases
	SUL

	
	Not present
	
	

	
	-55
	-110dBm
	SUL and SIG

	
	
	
	

	      q-QualMin
	Not present
	
	

	
	-20
	-20dB
	QBASED

	      p-Max
	Not present
	
	

	      t-ReselectionNR
	0
	
	

	      t-ReselectionNR-SF
	Not present
	Not required unless speed-dependent cell re-selection is tested.
	

	      threshX-HighP
	2
	4dB, Tthis value should be higher than threshServingLow of the serving cell to avoid ping-pong with lower priority cells.
	

	      threshX-LowP
	1
	2dB
	

	      threshX-Q SEQUENCE {}
	Not present
	
	

	      threshX-Q SEQUENCE {
	
	
	QBASED

	        threshX-HighQ
	5
	5dB
	

	        threshX-LowQ
	5
	5dB
	

	      }
	
	
	

	      cellReselectionPriority
	4
	The same priority as the one used for serving cell in SIB 2.
	

	      cellReselectionSubPriority
	Not present
	The same subpriority as the one used for serving cell in SIB 2.
	

	      q-OffsetFreq
	dBXY with XY = (FLOOR((Delta(NRfn) – Delta(NRfs))/2))*2 (NOTE 3)
	This value is type of Q-OffsetRange in TS 38.331 [6] which must be even value when its absolute value is larger than dB5.
	FR2 AND NOT AbsoluteValue_Within_dB5

	
	dBXY with XY =  Delta(NRfn) – Delta(NRfs)
	
	FR2 AND AbsoluteValue_Within_dB5

	
	dB0
	
	

	    interFreqNeighCellList
	Not present
	Not required unless Qoffset configuration is tested.
	

	    interFreqBlackCellList
	Not present
	Not required unless Blacklisted cell list configuration is tested.
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	NOTE 1:	Delta(NRfn) and Delta(NRfs) is derived based on calibration procedure defined in the clause 6.1.3.3. NRfn  and NRfs are NR frequencies in dl-CarrierFreq[n] and serving cell frequency on which SIB4 is broadcasted.
NOTE 2:	ROUND is rounded off to the nearest integer. As an example, ‘1 to 1.49’ set to ‘1’ while ‘1.5 to 2’ to ‘2’ and ‘-2.0 to 1.5’ set to ‘-2’ while ‘-1.49 to -1’ set to ‘-1’.
NOTE 3:	FLOOR is rounded off to the smaller integer. As an example, '1.0 to 1.99' set to 1, '-1.01 to -2.00' set to -2.



	Condition
	Explanation

	SUL
	 For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMin-sul.

	QBASED
	This condition applies to Quality based signalling test cases.

	AbsoluteValue_Within_dB5
	-5dB <= (Delta(NRfn) – Delta(NRfs)) <= 5dB.



[bookmark: _Toc21353771][bookmark: _Toc27749389]–	SIB5
SIB5 contains information relevant only for inter-RAT cell re-selection i.e. information about E-UTRA frequencies and E-UTRAs neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
Table 4.6.2-4: SIB5
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB5 ::= SEQUENCE {
	
	
	

	  carrierFreqListEUTRA SEQUENCE (SIZE (1..maxEUTRA-Carrier)) OF CarrierFreqEUTRA {
	The same number of entries as the configured E-UTRA carriers. For Signalling test cases, see table 6.3.1.3-1.
	n denotes the index of the entry
	

	    CarrierFreqEUTRA[n] SEQUENCE {
	
	entry n
	

	      carrierFreq
	Downlink E-UTRA ARFCN under test. For Signalling test cases, see table 6.3.1.3-1.

	
	

	      eutra-multiBandInfoList
	Not present
	
	

	      eutra-FreqNeighCellList
	Not present
	Not required unless EUTRA Qoffset configuration is tested.
	

	      eutra-BlackCellList
	Not present
	Not required unless Blacklisted cell list configuration is tested.
	

	      allowedMeasBandwidth
	EUTRA-AllowedMeasBandwidth
	The value of EUTRA-AllowedMeasBandwidth in Table 4.6.5-1.
	

	      presenceAntennaPort1
	FALSE
	
	

	
	TRUE
	At least two cell-specific antenna ports are used in all neighbouring cells.
	All neighCells with port1

	      cellReselectionPriority
	3
	
	

	      cellReselectionSubPriority
	Not Present
	
	

	      threshX-High
	2 (4 dB)
	
	

	      threshX-Low
	1 (2 dB)
	
	

	      q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-55(-110dBm)
	For signalling test cases
	

	      q-QualMin
	-20 (-20dB)
	
	

	      p-MaxEUTRA
	23
	
	

	      threshX-Q SEQUENCE {}
	Not present
	
	

	      threshX-Q SEQUENCE {
	
	
	QBASED

	        threshX-HighQ
	9 (9dB)
	
	

	        threshX-LowQ
	9 (9dB)
	
	

	      }
	
	
	

	    }
	
	
	

	    }
	
	
	

	  t-ReselectionEUTRA
	0
	
	

	  t-ReselectionEUTRA-SF
	Not present
	Not required unless speed-dependent cell re-selection is tested.
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



	Condition
	Explanation 

	QBASED
	This condition applies to Quality based cell (re)selection signalling test cases.

	All neighCells with port1
	Used for all neighbouring cells with at least two cell-specific antenna ports



[bookmark: _Toc21353772][bookmark: _Toc27749390]–	SIB6
SIB6 contains an ETWS primary notification.
Table 4.6.2-5: SIB6
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB6 ::= SEQUENCE {
	
	
	

	[bookmark: _Hlk524629606]  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B

	Note 1.
	

	  warningType
	'0000 0101 1000 0000'B
	Note 2.
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].
Note 2:	Warning Type Value (Octet 1 bit 7 ~ 1) set to 'Earthquake and Tsunami',
Emergency User Alert  (Octet 1 bit 0) set to 'Activate emergency user alert',
Popup (Octet 2 bit 7) set to 'Activate Popup', see TS 23.041 [25],
Padding (Octet 2 bit 6 ~ 0) set to '000 0000'B.



[bookmark: _Toc21353773][bookmark: _Toc27749391]–	SIB7
SIB7 contains an ETWS secondary notification.
Table 4.6.2-6: SIB7 (1st Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB7 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1.
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	0
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [25])
	

	  dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language
	see TS 23.041 [25].
	Segment 1

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].



	Condition
	Explanation 

	Segment1
	The field is mandatory present in the first segment of SIB7, otherwise it is not present.



Table 4.6.2-7: SIB7 (2nd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB7 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	1
	
	

	  warningMessageSegment
	Octetstring of N
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [25])
	

	  dataCodingScheme
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].



Table 4.6.2-8: SIB7 (3rd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB7 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	LastSegment
	
	

	  warningMessageSegmentNumber
	2
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [25])
	

	  dataCodingScheme
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].



[bookmark: _Toc21353774][bookmark: _Toc27749392]–	SIB8
SIB8 contains a CMAS notification.
Table 4.6.2-9: SIB8 (1st Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB8 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0001 0010'B
	CMAS CBS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	0
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [25])
	

	  dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language
	see TS 23.041 [25]
	Segment 1

	  warningAreaCoordinatesSegment
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].



	Condition
	Explanation 

	Segment1
	The field is mandatory present in the first segment of SIB8, otherwise it is not present.



Table 4.6.2-10: SIB8 (2nd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB8 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0001 0010'B
	CMAS CBS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	1
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [25])
	

	  dataCodingScheme
	Not present
	
	

	  warningAreaCoordinatesSegment
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].



Table 4.6.2-11: SIB8 (3rd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB8 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0001 0010'B
	CMAS CBS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041 [25])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	LastSegment
	
	

	  warningMessageSegmentNumber
	2
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [25])
	

	  dataCodingScheme
	Not present
	
	

	  warningAreaCoordinatesSegment
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:	Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide',
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert',
Popup (Octet 1 bit 4) set to 'Activate popup',
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [25].



[bookmark: _Toc21353775][bookmark: _Toc27749393]–	SIB9
SIB9 contains information related to GPS time and Coordinated Universal Time (UTC). The UE may use the parameters provided in this system information block to obtain the UTC, the GPS and the local time.
NOTE 1:	The UE may use the time information for numerous purposes, possibly involving upper layers e.g. to assist GPS initialisation, to synchronise the UE clock.
SIB9 also contains accurate reference time information of 5G internal system clock, which is necessary for, e.g., time synchronization in TSC (Time Sensitive Communications) services.
[bookmark: _Toc21353776][bookmark: _Toc27749394]Table 4.6.2-11A: SIB9
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB9 ::= SEQUENCE {
	
	
	

	  timeInfo ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  referenceTimeInfo-r16
	ReferenceTimeInfo
	
	TSC

	}
	
	
	



	Condition
	Explanation

	TSC
	For test cases requiring TSC (Time Sensitive Communication) functions enabled.



–	SIB10
Table 4.6.2-12: SIB10
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB10-r16 ::= SEQUENCE {
	
	
	

	hrnn-List-r16 SEQUENCE (SIZE (1..maxNPN-r16)) OF HRNN-r16 {
	
	
	

	    HRNN-r16[1] SEQUENCE {
	
	1 entry
	

	      hrnn-r16
	“3gppTest”
	charstring “3gppTest” converted to OCTETSTRING
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



–	SIB11
Table 4.6.2-13: SIB11
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB11-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



–	SIB12
Table 4.6.2-14: SIB12
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB12-r16 ::= SEQUENCE {
	
	
	

	  segmentNumber-r16
	index of the segment contained in segmentContainer-r16
	
	

	  segmentType-r16
	notLastSegment
	
	NOT_LAST_SEG

	
	lastSegment
	
	LAST_SEG

	  segmentContainer-r16
	OCTET STRING (CONTAINING SIB12-IEs-r16 or segment of SIB12-IEs-r16)
	Note 1
	

	}
	
	
	

	Note 1: 	Size of the SIB12-IEs-r16 or segment of SIB12-IEs-r16 contained in segmentContainer-r16 shall not exceed the maximum TBS size of the SI. For signalling test cases, the size is defined in TS 38.523-3[23] clause 7.3.3.2.



	Condition
	Explanation

	NOT_LAST_SEG
	Used when SIB12-IEs-r16 is segmented and the segment contained in segmentContainer-r16 is not the last segment

	LAST_SEG
	Used when SIB12-IEs-r16 is not segmented, or SIB12-IEs-r16 is segmented and the segment contained in segmentContainer-r16 is the last segment



Table 4.6.2-14A: SIB12-IEs-r16
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB12-IEs-r16 ::= SEQUENCE {
	
	
	

	  sl-ConfigCommonNR-r16 SEQUENCE {
	
	
	

	    sl-FreqInfoList-r16 SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-FreqConfigCommon-r16 {
	1 entry
	
	

	      SL-FreqConfigCommon-r16[1]
	SL-FreqConfigCommon-r16
	entry 1
	

	    }
	
	
	

	    sl-UE-SelectedConfig-r16
	SL-UE-SelectedConfig-r16
	
	

	    sl-NR-AnchorCarrierFreqList-r16
	Not present
	
	

	    sl-EUTRA-AnchorCarrierFreqList-r16
	Not present
	
	

	    sl-RadioBearerConfigList-r16 SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SL-RadioBearerConfig-r16 {
	1 entry
	
	

	      SL-RadioBearerConfig-r16[1]
	SL-RadioBearerConfig-r16
	entry 1
	

	    }
	
	
	

	    sl-RLC-BearerConfigList-r16 SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-BearerConfig-r16 {
	1 entry
	
	

	      SL-RLC-BearerConfig-r16[1]
	SL-RLC-BearerConfig-r16
	entry 1
	

	    }
	
	
	

	    sl-MeasConfigCommon-r16
	SL-MeasConfigCommon-r16
	
	

	    sl-CSI-Acquisition-r16
	Not present
	
	

	    sl-OffsetDFN-r16
	Not present
	
	

	    t400-r16
	ms1000
	
	

	    sl-MaxNumConsecutiveDTX-r16
	Not present
	
	

	    sl-SSB-PriorityNR-r16
	1
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



–	SIB13
Table 4.6.2-15: SIB13
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB13-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



–	SIB14
Table 4.6.2-16: SIB14
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB14-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
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