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< Unchanged sections omitted >
Table H.3.4-7: RRCConnectionReconfiguration for iRAT measurement configuration
	Derivation Path: 36.508 [25], Table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 ::= SEQUENCE {
	
	
	

	        measConfig
	MeasConfig-DEFAULT with Conditions INTER RAT NR and PERIODICAL
	Table H.3.4-4
	

	
	MeasConfig-DEFAULT with Conditions INTER RAT NR and SFTD
	Table H.3.4-4 
	INTER-RAT and SFTD

	
	MeasConfig-DEFAULT with Conditions INTER RAT NR and EVENT B2
	Table H.3.4-4 
	INTER-RAT and EVENT B2

	
	MeasConfig-DEFAULT with Conditions INTER RAT NR and EVENT B1
	Table H.3.4-4 
	INTER-RAT and EVENT B1

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< End of changes >

