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	Reason for change:
	Maximum number of MBS Service Area information for the location dependent service is defined with different value in Ng interface and F1 interface which should be aligned.

The maximum number of cells serviced by a gNB-DU is 512. While the maximum number of cells included in the MBS Service Area Information is bigger than 512. 


	
	

	Summary of change:
	Value for maxnoofMBSServiceAreaInformation is changed from 512 to 256.

Value for maxnoofCellsforMBS and maxnoofTAIforMBS are changed to 512.
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--------------------------------Start of the First Change-----------------------------
9.3.1.222
MBS Service Area

This IE contains the MBS service area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent
	
	
	
	

	>>MBS Service Area Information
	M
	
	9.3.1.223
	

	>location dependent
	
	
	
	

	>>MBS Service Area Information Location Dependent List
	
	1..maxnoofMBSServiceArea Information
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.221
	

	>>>MBS Service Area Information
	M
	
	9.3.1.223
	


	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no. of MBS Service Area Information elements in the MBS Service Area Information Location Dependent List IE. Value is 256.


--------------------------------Next Change------------------------------------------------
9.3.1.223
MBS Service Area information

This IE contains MBS service area information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Service Area Cell List
	
	0..<maxnoofCellsforMBS>
	
	

	>NR CGI 
	M
	
	9.3.1.12
	

	MBS Service Area TAI List
	
	0..<maxnoofTAIforMBS>
	
	

	>PLMN-Identity
	
	
	9.3.1.14
	

	>5GS TAC 
	M
	
	9.3.1.29
	


	Range bound
	Explanation

	maxnoofCellsforMBS
	Maximum no. of cells allowed within one MBS Service Area. Value is 512. 

	maxnoofTAIforMBS
	Maximum no. of TAs allowed within one MBS Service Area. Value is 512.


--------------------------------Next Change------------------------------------------------
maxnoofMRBs







INTEGER ::= 32

maxnoofMBSQoSFlows





INTEGER ::= 64

maxnoofMBSFSAs 






INTEGER ::= 256
maxnoofUEIDforPaging 




INTEGER ::= 4096
maxnoofCellsforMBS





INTEGER ::= 512
maxnoofTAIforMBS





INTEGER ::= 512
maxnoofMBSAreaSessionIDs



INTEGER ::= 256
maxnoofMBSServiceAreaInformation

INTEGER ::= 256
maxnoofIABCongInd





INTEGER ::= 1024
maxnoofNeighbourNodeCellsIAB


INTEGER ::= 1024 

maxnoofRBsetsPerCell




INTEGER ::= 8

--------------------------------End of the Changes-----------------------------

