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First Modification
[bookmark: _Toc99123635][bookmark: _Toc99662441][bookmark: _Toc99123227][bookmark: _Toc99662031]9.3.2	Transport Network Layer Related IEs
[…]
9.3.2.x1	MBS Session TNL Information 5GC
This IE provides 5GC TNL information for location dependent and location independent broadcast MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>>MBS Session TNL Information 5GC Item
	M
	
	9.3.2.x2
	

	>location dependent 
	
	
	
	

	>>MBS Session Information Setup Request Transfer List
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>MBS Session TNL Information 5GC Item
	M
	
	9.3.2.x2
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no of per MBS Area Session ID Information. Value is 256 [FFS]



9.3.2.x2	MBS Session TNL Information 5GC Item
This IE provides address information for the MBS Session TNL Information IE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IP Multicast Address
	M
	
	Transport Layer Address
9.3.2.4
	

	IP Source Address
	M
	
	Transport Layer Address
9.3.2.4
	

	GTP-TEID at 5GC
	M
	
	GTP-TEID
9.3.2.5
	



9.3.2.x3	MBS Session TNL Information NG-RAN
This IE provides NG-RAN TNL information for location dependent and location independent broadcast MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>Shared NG-U Unicast TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	

	>location dependent 
	
	
	
	

	>>MBS Session Information Setup Request Transfer List
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>Shared NG-U Unicast TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no of per MBS Area Session ID Information. Value is 256 [FFS]



Last Modification
[bookmark: _Toc81304972][bookmark: _Toc99123739][bookmark: _Toc99662545]9.3.5	MB-SMF Related IEs
[bookmark: _Toc99123740][bookmark: _Toc99662546]9.3.5.1	VoidMBS Session TNL Information 5GC
This IE provides 5GC TNL information for location dependent and location independent broadcast MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>>MBS Session TNL Information 5GC Item
	M
	
	9.3.5.2
	

	>location dependent 
	
	
	
	

	>>MBS Session Information Setup Request Transfer List
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>MBS Session TNL Information 5GC Item
	M
	
	9.3.5.2
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no of per MBS Area Session ID Information. Value is 256 [FFS]



[bookmark: _Toc99123741][bookmark: _Toc99662547]9.3.5.2	VoidMBS Session TNL Information 5GC Item
This IE provides address information for the MBS Session TNL Information IE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IP Multicast Address
	M
	
	Transport Layer Address
9.3.2.4
	

	IP Source Address
	M
	
	Transport Layer Address
9.3.2.4
	

	GTP-TEID at 5GC
	M
	
	GTP-TEID
9.3.2.5
	


[bookmark: _Hlk93841245]
[bookmark: _Toc99123742][bookmark: _Toc99662548][bookmark: _Toc99123743][bookmark: _Toc99662549]9.3.5.3	MBS Session Information Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Shared NG-U Multicast TNL Information
	O
	
	MBS Session TNL Information 5GC
9.3.2.x19.3.5.1
	
	YES
	reject

	Alternative Shared NG-U Multicast TNL Information
	O
	
	MBS Session TNL Information 5GC
9.3.2.x19.3.5.1
	
	YES
	ignore

	MBS QoS Flows To Be Setup List
	
	1
	
	
	YES
	reject

	>MBS QoS Flows To Be Setup Item
	
	1..<maxnoofMBSQoSFlows>
	
	
	-
	

	>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MBS QoS Flow Level QoS Parameters 
	M
	
	QoS Flow Level QoS Parameters 
9.3.1.12
	
	-
	



	Range bound
	Explanation

	maxnoofMBSQoSFlows
	Maximum no. of QoS Flows allowed within one MBS session. Value is 64.



9.3.5.4	VoidMBS Session TNL Information NG-RAN
This IE provides NG-RAN TNL information for location dependent and location independent broadcast MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>Shared NG-U Unicast TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	

	>location dependent 
	
	
	
	

	>>MBS Session Information Setup Request Transfer List
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>Shared NG-U Unicast TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no of per MBS Area Session ID Information. Value is 256 [FFS]



[bookmark: _Toc99123744][bookmark: _Toc99662550]9.3.5.5	MBS Session Information Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session TNL Information NG-RAN
	O
	
	9.3.2.x39.3.5.4
	
	YES
	reject



