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-----------Start of the First Change-------------
[bookmark: _Toc99123740][bookmark: _Toc99662546]9.3.5.1	MBS Session TNL Information 5GC
This IE provides 5GC TNL information for location dependent and location independent broadcast MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>>MBS Session TNL Information 5GC Item
	M
	
	9.3.5.2
	

	>location dependent 
	
	
	
	

	>>MBS Session Information Setup Request Transfer List
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>MBS Session TNL Information 5GC Item
	M
	
	9.3.5.2
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no. of per MBS Service Area Session ID Information. Value is 256 [FFS].



-----------Start of the Next Change-------------
[bookmark: _Toc99123743][bookmark: _Toc99662549]9.3.5.4	MBS Session TNL Information NG-RAN
This IE provides NG-RAN TNL information for location dependent and location independent broadcast MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>Shared NG-U Unicast TNL Information
	OM
	
	UP Transport Layer Information
9.3.2.2
	

	>location dependent 
	
	
	
	

	>>MBS Session Information Setup Request Transfer List
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>Shared NG-U Unicast TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no. of per MBS Service Area Session ID Information. Value is 256 [FFS].



-----------Start of the Next Change-------------




	




[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc20955355][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc29504976][bookmark: _Toc36553429][bookmark: _Toc36555156][bookmark: _Toc45652555][bookmark: _Toc45658987][bookmark: _Toc45720807][bookmark: _Toc45798687][bookmark: _Toc45898076][bookmark: _Toc51746283][bookmark: _Toc64446548][bookmark: _Toc73982418][bookmark: _Toc88652508][bookmark: _Toc97891552][bookmark: _Toc99123757]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-AMFConfigurationUpdate					ProcedureCode ::= 0
id-AMFStatusIndication						ProcedureCode ::= 1
id-CellTrafficTrace							ProcedureCode ::= 2
id-DeactivateTrace							ProcedureCode ::= 3
id-DownlinkNASTransport						ProcedureCode ::= 4
id-DownlinkNonUEAssociatedNRPPaTransport	ProcedureCode ::= 5
//skip unchanged part
	maxnoofAllowedS-NSSAIs				INTEGER ::= 8
	maxnoofBluetoothName				INTEGER ::= 4
	maxnoofBPLMNs						INTEGER ::= 12
	maxnoofCAGSperCell					INTEGER ::= 64
	maxnoofCellIDforMDT					INTEGER ::= 32
	maxnoofCellIDforWarning				INTEGER ::= 65535
	maxnoofCellinAoI					INTEGER ::= 256
	maxnoofCellinEAI					INTEGER ::= 65535
	maxnoofCellinTAI					INTEGER ::= 65535
	maxnoofCellsforMBS					INTEGER ::= 8192
	maxnoofCellsingNB					INTEGER ::= 16384
	maxnoofCellsinngeNB					INTEGER ::= 256
	maxnoofCellsinNGRANNode				INTEGER ::= 16384
	maxnoofCellsinUEHistoryInfo			INTEGER ::= 16
	maxnoofCellsUEMovingTrajectory		INTEGER ::= 16
	maxnoofDRBs							INTEGER ::= 32
	maxnoofEmergencyAreaID				INTEGER ::= 65535
	maxnoofEAIforRestart				INTEGER ::= 256
	maxnoofEPLMNs						INTEGER ::= 15
	maxnoofEPLMNsPlusOne				INTEGER ::= 16
	maxnoofE-RABs						INTEGER ::= 256
	maxnoofErrors						INTEGER ::= 256
	maxnoofExtSliceItems					INTEGER ::= 65535
	maxnoofForbTACs						INTEGER ::= 4096
	maxnoofFreqforMDT					INTEGER ::= 8
	maxnoofMBSAreaSessionIDs			INTEGER ::= 256 -- FFS
	maxnoofMBSQoSFlows					INTEGER ::= 64
	maxnoofMBSSessions					INTEGER ::= 32
	maxnoofMBSSessionsofUE				INTEGER ::= 8192
	maxnoofMBSServiceAreaInformation		INTEGER ::= 256 -- FFS
	maxnoofMDTPLMNs						INTEGER ::= 16
	maxnoofMRBs							INTEGER ::= 32
	maxnoofMultiConnectivity			INTEGER ::= 4
	maxnoofMultiConnectivityMinusOne	INTEGER ::= 3
	maxnoofNeighPCIforMDT				INTEGER ::= 32
	maxnoofNGConnectionsToReset			INTEGER ::= 65536
	maxnoofNRCellBands					INTEGER ::= 32
	maxnoofPagingAreas					INTEGER ::= 64
	maxnoofPC5QoSFlows 					INTEGER ::= 2048
	maxnoofPDUSessions					INTEGER ::= 256
	maxnoofPLMNs						INTEGER ::= 12
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo	INTEGER ::= 8
	maxnoofQosFlows						INTEGER ::= 64
	maxnoofQosParaSets					INTEGER ::= 8
	maxnoofRANNodeinAoI					INTEGER ::= 64
	maxnoofRecommendedCells				INTEGER ::= 16
	maxnoofRecommendedRANNodes			INTEGER ::= 16
	
-----------End of the Change-------------
