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	Reason for change:
	1/ In §9.2.3.109, the size of the PC5 QoS Flow List IE is defined to be 2048 (maxnoofPC5QoSFlows). However, ASN.1 defines maxnoofPC5QoSFlows  to be 2064. This discrepancy needs to be resolved.
2/ misspelling in ASN.1 for pre-emption-capability and reflectiveQoS
3/ 9.2.3.46 contains a reference to Annex “XX” of TS 38.300

	
	

	Summary of change:
	1/ A NOTE is added to both, the tabular and the ASN.1 definition of the PC5 QoS Flow List IE to say that the size of the List shall never exceed 2048 items.
2/ misspelling in ASN.1 for corrected
3/ in 9.2.3.46 reference to “Annex XX” in TS 38.300 was changed to “Annex F”.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955355][bookmark: _Toc29991558][bookmark: _Toc36555959][bookmark: _Toc44497704][bookmark: _Toc45108091][bookmark: _Toc45901711][bookmark: _Toc51850792][bookmark: _Toc56693796][bookmark: _Toc64447340][bookmark: _Toc66286834][bookmark: _Toc74151529][bookmark: _Toc88654002][bookmark: _Toc97904358][bookmark: _Toc98868472][bookmark: _Toc20955349][bookmark: _Toc29991552][bookmark: _Toc36555953][bookmark: _Toc44497698][bookmark: _Toc45108085][bookmark: _Toc45901705][bookmark: _Toc51850786][bookmark: _Toc56693790][bookmark: _Toc64447334][bookmark: _Toc66286828][bookmark: _Toc74151523][bookmark: _Toc88653996][bookmark: _Toc97904352][bookmark: _Toc98868466][bookmark: _Toc20955403][bookmark: _Toc29991611][bookmark: _Toc36556014]9.2.3.46	I-RNTI
The I-RNTI is defined for allocation in an NR or E-UTRA serving cell as a reference to a UE Context within an NG-RAN node. The I-RNTI is partitioned into two parts, the first part identifies the NG-RAN node that allocated the I-RNTI and the second part identifies the UE context stored in this NG-RAN node, refer to Annex C in TS 38.300 [9], or the I-RNTI is partitioned into three parts, the first part indicates the length of NG-RAN Node ID part of the NG-RAN Node that allocated the I-RNTI, the second part identifies the NG-RAN node that allocated the I-RNTI and the third part identifies the UE context stored in this NG-RAN node, refer to Annex FXX in TS 38.300[9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE I-RNTI
	
	
	
	

	>I-RNTI full
	
	
	
	

	>>I-RNTI full
	M
	
	BIT STRING (SIZE (40))
	This IE is used to identify the suspended UE context of a UE in RRC_INACTIVE using 40 bits (refer to I-RNTI-Value IE in TS 38.331 [10] and I-RNTI IE in TS 36.331 [14]).

	>I-RNTI short
	
	
	
	

	>>I-RNTI short
	M
	
	BIT STRING (SIZE (24))
	This IE is used to identify the suspended UE context of a UE in RRC_INACTIVE using 24 bits (refer to ShortI-RNTI-Value IE in TS 38.331 [10] and ShortI-RNTI IE in TS 36.331 [14]).



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc44497767][bookmark: _Toc45108154][bookmark: _Toc45901774][bookmark: _Toc51850855][bookmark: _Toc56693859][bookmark: _Toc64447403][bookmark: _Toc66286897][bookmark: _Toc74151592][bookmark: _Toc88654065][bookmark: _Toc97904421][bookmark: _Toc98868535]9.2.3.109	PC5 QoS Parameters
This IE provides information on the PC5 QoS parameters of the UE’s sidelink communication for NR PC5.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PC5 QoS Flow List
	
	1
	
	

	>PC5 QoS Flow Item
	
	1..<maxnoofPC5QoSFlows>
	
	

	>>PQI 
	M
	
	INTEGER (0..255, …)
	PQI is a special 5QI as specified in TS 23.501 [7].

	>>PC5 Flow Bit Rates
	O
	
	
	Only applies for GBR QoS Flows.

	>>>Guaranteed Flow Bit Rate
	M
	
	Bit Rate
9.2.3.4
	Guaranteed Bit Rate for the PC5 QoS flow. Details in TS 23.501 [7].

	>>>Maximum Flow Bit Rate
	M
	
	Bit Rate
9.2.3.4
	Maximum Bit Rate for the PC5 QoS flow. Details in TS 23.501 [7].

	>>Range
	O
	
	ENUMERATED (m50, m80, m180, m200, m350, m400, m500, m700, m1000, …)
	Only applies for groupcast.

	[bookmark: OLE_LINK16][bookmark: OLE_LINK17]PC5 Link Aggregate Bit Rates
	O
	
	Bit Rate
9.2.3.4
	Only applies for non-GBR QoS Flows.



	Range bound
	Explanation

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flows allowed towards one UE. Value is 2048. 
NOTE: ASN.1 value definition of the maxnoofPC5QoSFlows is 2064. The size of the PC5 QoS Flow List shall not exceed 2048 items.



[bookmark: _Hlk44423938][bookmark: _Toc44497768][bookmark: _Toc45108155][bookmark: _Toc45901775][bookmark: _Toc51850856][bookmark: _Toc56693860][bookmark: _Toc64447404][bookmark: _Toc66286898][bookmark: _Toc74151593][bookmark: _Toc88654066][bookmark: _Toc97904422][bookmark: _Toc98868536]9.2.3.110	UE History Information from the UE
This IE contains information about mobility history report for a UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE UE History Information from the UE
	M
	
	
	

	>NR
	
	
	
	

	>>NR Mobility History Report
	M
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 38.331 [10]).
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[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Hlk515425967]AllocationandRetentionPriority ::= SEQUENCE {
	priorityLevel					INTEGER (0..15,...),
	pre-emption-capability			ENUMERATED {shall-not-trigger-preemptdatDion, may-trigger-preemption, ...},
	pre-emption-vulnerability		ENUMERATED {not-preemptable, preemptable, ...},
	iE-Extensions					ProtocolExtensionContainer { {AllocationandRetentionPriority-ExtIEs} } OPTIONAL,
	...
}
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


PC5QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF PC5QoSFlowItem
-- The size of the PC5 QoS Flow List shall not exceed 2048 items.


PC5QoSFlowItem::= SEQUENCE {
	pQI							FiveQI,
	pc5FlowBitRates				PC5FlowBitRates				OPTIONAL,
	range						Range						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PC5QoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

PC5QoSFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


QoSFlowLevelQoSParameters ::= SEQUENCE {
	qos-characteristics			QoSCharacteristics,
	allocationAndRetentionPrio	AllocationandRetentionPriority,
[bookmark: _Hlk515426213]	gBRQoSFlowInfo				GBRQoSFlowInfo														OPTIONAL,
	reflectiveQoS				ReflectiveQoSAttribute												OPTIONAL,
	additionalQoSflowInfo		ENUMERATED {more-likely, ...}										OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {QoSFlowLevelQoSParameters-ExtIEs} } OPTIONAL,
	...
}

QoSFlowLevelQoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-QoSMonitoringRequest				CRITICALITY ignore	EXTENSION QosMonitoringRequest					PRESENCE optional}|
	{ID id-QosMonitoringReportingFrequency	CRITICALITY ignore	EXTENSION QosMonitoringReportingFrequency	PRESENCE optional}|
	{ID id-QoSMonitoringDisabled				CRITICALITY ignore	EXTENSION QoSMonitoringDisabled					PRESENCE optional},
	...
}


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

