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	Reason for change:
	CT1 and SA2 has specifed a feature referred to as MINT (Minimization of Service Interruption). This feature allows UEs of a PLMN which is experiencing so called "disaster conditions" to roam in other networks. Such type of roaming is called disaster roaming.

In TS 38.331, RAN2 agrees to introduce SIB15 containing Provision of disaster roaming information, which enables network to indicate which PLMNs' UEs are allowed to do disaster roaming.

The information contained in SIB15 may be useful at the gNB-CU to enable awarenes of the gNB-DUs and the PLMNs supporting disaster roaming. This may allow the gNB-CU to set the UAC asistance information appropriately.

This CR provides the functional support of the MINT. 
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	[bookmark: _Toc384916783][bookmark: _Toc384916784][bookmark: _Toc20954837]Change Begins



[bookmark: _Toc20955904][bookmark: _Toc29893022][bookmark: _Toc36556959][bookmark: _Toc45832407][bookmark: _Toc51763687][bookmark: _Toc64448856][bookmark: _Toc66289515][bookmark: _Toc74154628][bookmark: _Toc81383372][bookmark: _Toc88658005][bookmark: _Toc97910917][bookmark: _Toc99038677][bookmark: _Toc99730940]9.3.1	Radio Network Layer Related IEs
<Unchanged Text Omitted>

[bookmark: _Toc20955922][bookmark: _Toc29893040][bookmark: _Toc36556977][bookmark: _Toc45832425][bookmark: _Toc51763705][bookmark: _Toc64448874][bookmark: _Toc66289533][bookmark: _Toc74154646][bookmark: _Toc81383390][bookmark: _Toc88658023][bookmark: _Toc97910935][bookmark: _Toc99038695][bookmark: _Toc99730958]9.3.1.18	gNB-DU System Information
This IE contains the system information generated by the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MIB message
	M
	
	OCTET STRING
	MIB message, as defined in subclause 6.2.2 in TS 38.331 [8].

	-
	

	SIB1 message
	M
	
	OCTET STRING
	SIB1 message, as defined in subclause 6.2.2 in TS 38.331 [8].

	-
	

	SIB12 message
	O
	
	OCTET STRING
	SIB12, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	Ignore

	SIB13 message
	O
	
	OCTET STRING
	SIB13, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	Ignore

	SIB14 message
	O
	
	OCTET STRING
	SIB14, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB10 message
	O
	
	OCTET STRING
	SIB10, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB17 message
	O
	
	OCTET STRING
	SIB17, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	Ignore

	[bookmark: _GoBack]SIB15 message
	O
	
	OCTET STRING
	SIB15, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore



<Unchanged Text Omitted>


	

[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Unchanged Text Omitted>
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-QoEInformationList,
	id-SDT-MACPHY-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-SIB17-message,
	id-MUSIM-GapConfig,
    id-SIB15-message,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
<Unchanged Text Omitted>



FROM F1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM F1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	F1AP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;
-- G
GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SIB12-message		CRITICALITY ignore	EXTENSION SIB12-message		PRESENCE optional}|
	{ ID id-SIB13-message		CRITICALITY ignore	EXTENSION SIB13-message		PRESENCE optional}|
	{ ID id-SIB14-message		CRITICALITY ignore	EXTENSION SIB14-message		PRESENCE optional}|
	{ ID id-SIB10-message		CRITICALITY ignore	EXTENSION SIB10-message		PRESENCE optional}|
	{ ID id-SIB17-message		CRITICALITY ignore	EXTENSION SIB17-message		PRESENCE optional}|
	{ ID id-SIB15-message		CRITICALITY ignore	EXTENSION SIB15-message		PRESENCE optional},
	...
}
<Unchanged Text Omitted>
-- S
<Unchanged Text Omitted>
RelativeTime1900 ::= 	BIT STRING (SIZE (64))

ShortDRXCycleLength ::=  ENUMERATED {ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32, ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ...}

ShortDRXCycleTimer ::= INTEGER (1..16)

SIB1-message ::= OCTET STRING

SIB10-message ::= OCTET STRING

SIB12-message ::= OCTET STRING

SIB13-message ::= OCTET STRING

SIB14-message ::= OCTET STRING

SIB15-message ::= OCTET STRING


SIB17-message ::= OCTET STRING

SItype ::= INTEGER (1..32, ...)

<Unchanged Text Omitted>
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231]9.4.7	Constant Definitions
-- IEs
--
-- **************************************************************

<Unchanged Text Omitted>
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message										ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626 
id-SIB15-message									ProtocolIE-ID ::= aaa


<Unchanged Text Omitted>
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