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1	Introduction
RAN4#103-e discussed Rel-18 basket WI arrangement and made a good progress except for HPUE basket handling under an e-mail discussion thread of [1] and the thread concluded the following. Note that some texts on non-block approval captured in [1] is omitted here since it’s not the main topic in this contribution.
1.  Agreements:
	· General:
· To merge 1BUL and 2BUL basket WI for NR CA, i.e. merged into xBUL (x=1,2).
· To establish one basket WI for SUL and one basket WI for V2X.
· NR_SUL_combos_R18
· NR_LTE_V2X_PC5_combos_R18
· 2UL CA in FR1 + 1UL in FR2 can be treated in 2UL since we don’t need to count the number of FR2 UL
· There is no need to set a dedicated WI for non-block approval combos
· Consider the following NR CA/DC band combination basket WIDs in Rel-18
· NR CA/DC
· NR_CA_R18_intra including TR and TP’s
· NR_CADC_R18_2BDL_xBUL (x=1,2) including TR and TP’s
· NR_CADC_R18_3BDL_xBUL (x=1,2) including TR and TP’s
· NR_CADC_R18_yBDL_xBUL (y=4,5,6, x=1,2) without TR and TP’s
· MRDC 
· DC_R18_1BLTE_1BNR_2DL2UL
· DC_R18_2BLTE_1BNR_3DL2UL
· DC_R18_xBLTE_1BNR_yDL2UL (x= 3, 4, 5)
· DC_R18_xBLTE_2BNR_yDL2UL
· DC_R18_xBLTE_yBNR_zDL2UL (x=1, 2, 3, y>2 , z≤6)
· DC_R18_xBLTE_yBNR_zDL3UL (x=1, 2, 3, 4, y=1, 2; 3≤z≤6)



1. FFS: How to consolidate the LTE and HPUE, companies have different views and more discussions would be needed. There are following options for further consideration:
	· How to consolidate LTE basket WIs:
· Option 1 (Alt.c): 
· LTECA
· LTE_CA_R18_xBDL_1BUL
· LTE_CA_R18_xBDL_2BUL
· Option 2:
· One LTE CA basket WI
· How to handle HPUE basket WIs:
· [bookmark: _Hlk104669662]Option 1: Basket WIDs is power class inclusive (Nokia, T-Mobile USA, ZTE, Ericsson, Meta, Skyworks, Vodafone, LGE, Verizon, Qualcomm, AT&T, LGE)
· Option 2: Separate default PC and HPUE combos basket WIs, i.e. (China Telecom, China Unicom, Huawei, Apple, Qualcomm, CHTTL, LGE)
· High power basket WIDs
· NR_PC2/1.5_CA_R18_2BDL_2BUL including TR and TP’s
· ENDC_UE_PC2/1.5_R18_NR_TDD including TR and TP’s
· NR_UE_PC2/1.5_R18_CADC_SUL_xBDL_yBUL including TR and TP’s
· ENDC_PC2/1.5_R18_xLTE_yNR including TR and TP’s
· NR_intra_HPUE_R18 including TR and TP’s
· Option 3: Others to merge all the HPUE combos basket WIs into one HPUE basket WI. (China Telecom, CHTTL, ZTE)


This contribution discusses how to handle LTE CA and HPUE basket WIs with the consideration of the agreed basket WIs for non-HPUE basket WI arrangement.
2	Discussion
2.1	LTE basket WIs
Since the number of LTE band configurations to be handled in Rel-18 would be very limited. In addition, for NR basket WI arrangement, RAN4 agreed to merge 1BUL and 2BUL basket WI for NR CA, i.e., they are merged into xBUL (x=1,2). Therefore, it’s quite natural for LTE CA to follow the same way as NR. 
· Proposal 1: Take option 2, i.e., only one LTE CA basket WI 
Moreover, RAN4#103-e discussed handling of the introduction of a new BCS for intra band contiguous UL CA for n8B while the CR was not agreed due to the reason that a new BCS must be requested and captured in the corresponding WID before RAN4 discusses it. There is, however, no basket WI to handle intra band contiguous UL CA. Hence, it would be good for the basket WI in proposal 1 also handles intra band contiguous/non-contiguous CA.
· Proposal 2: Include intra band contiguous/non-contiguous UL/DL CA into LTE CA basket in the Proposal 1
2.2	HPUE basket WIs
2.2.1	Clarification on “power class inclusive”
During the discussion, there was a comment that “PC1.5 hasn’t been discussed for NR UL CA or NR/EN/NE-DC, also PC2 hasn’t been discussed for NE-DC, so those cannot be covered by the baskets WIs, since the general part is missing”. At least our understanding is that “power class inclusive” means that objectives that have been treated in Rel-17 PC2 basket WIs are included into corresponding agreed Rel-18 basket WIs listed under agreements in the introduction in the section 1 in this paper. 
For example, currently “NR_PC2_CA_R17_2BDL_2BUL” handles PC1.5 single carrier for intra band CA as one of the objectives. This objective would be moved to “NR_CA_R18_intra including TR and TP’s”.
Yet another example is “NR_intra_HPUE_R17” has handled PC2 intra band UL CA where the generic requirements have already been established. Hence, the objective in “NR_intra_HPUE_R17” will be moved to NR_CA_R18_intra including TR and TP’s. On the other hand, in this meeting, there is a new WI for PC1.5 intra band UL CA whose generic requirements don’t exist. Hence, the objectives of the WI will not be moved to NR_CA_R18_intra including TR and TP’s, but rather will be handled in a standalone WI.

· Proposal 3: Agree with precondition that in principle, power class inclusive basket WIs in Rel-18 means the objectives included in Rel-17 PC2 basket WIs are moved to corresponding Rel-18 basket WIs agreed in the last RAN4 meeting.

Practically, however, the WID of “NR_PC2_CA_R17_2BDL_2BUL” was revised and covers PC1.5 single carrier while the WID of “ENDC_PC2_R17_xLTE_yNR” doesn’t cover PC1.5 signal carrier, but RAN4 has handled it. Hence, present state in RAN4 must be correctly reflected in Rel-18 WIDs. 
· Observation 1: Not all the Rel-17 PC2 basket WIs reflect the latest situation, e.g., “ENDC_PC2_R17_xLTE_yNR” doesn’t cover PC1.5 signal carrier, but RAN4 has handled it.
· Proposal 4: Allow some exceptions, e.g., to take Observation 1 into account for proposal 3.

2.2.2	HPUE basket WI arrangement
Though there were three options in section 1, our focus is to discuss option 1 vs option 2. Since if option 3 was OK, we would not see the clear reason why the option 1 is not OK. 
Regarding option 2, if we see more requests for HPUE band configurations, it would be expected that the more HPUE baskets can be seen. In fact, PC1.5 intra band UL CA basket, HPUE band combination WI up to PC1.5 would be proposed in RAN#96. Until the generic requirements are established, it would be reasonable for them to have separate WIs from the PC inclusive basket WIs, but once the generic WIs are finished, we don’t see that much reason to keep the WIs as they are. Otherwise, the number of WIs keeps increasing and challenging for people to follow what’s going on in each e-mail thread, CRs, WIDs etc.

· Proposal 5: Take option 1, i.e., Basket WIDs is power class inclusive, with consideration of proposal 3 and 4 and observation 1.

3	Conclusions
This contribution discussed handling of LTE CA basket and HPUE basket WI arrangement, and we propose the followings.
· Proposal 1: Take option 2, i.e., only one LTE CA basket WI 
· Proposal 2: Include intra band contiguous/non-contiguous UL/DL CA into LTE CA basket in the Proposal 1
· Proposal 3: Agree with precondition that in principle, power class inclusive basket WIs in Rel-18 means the objectives included in Rel-17 PC2 basket WIs are moved to corresponding Rel-18 basket WIs agreed in the last RAN4 meeting.
· Observation 1: Not all the Rel-17 PC2 basket WIs reflect the latest situation, e.g., “ENDC_PC2_R17_xLTE_yNR” doesn’t cover PC1.5 signal carrier, but RAN4 has handled it.
· Proposal 4: Allow some exceptions, e.g., to take Observation 1 into account for proposal 3.
· Proposal 5: Take option 1, i.e., Basket WIDs is power class inclusive, with consideration of proposal 3 and 4 and observation 1.
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