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Introduction
[bookmark: _GoBack]During RAN#95-e, two items for multi-RX chain has been approved for Rel-18: 
· [1] WID RP-220974 “Requirement for NR frequency range 2 (FR2) multi-Rx chain DL reception” 
· [2] SID RP-220988 “Study on NR frequency range 2 (FR2) Over-the-Air (OTA) testing enhancements” 

In [2] the objective states: “The objectives for FR2-1 OTA testing for UEs with multi-panel reception and 4DL layer are ...”. 
This is clearly limiting the study to FR2-1. 
In [1] the objective states: “Introduce necessary requirement(s) for enhanced FR2 UEs with simultaneous DL reception with two different QCL TypeD..”. 
This includes the whole FR2, that means FR2-1 and FR2-2 are included in the work item. 
This paper aims at alignment the objectives related to the [1] and [2] before long discussion will be needed in RAN4 which will reduce the productivity.

Discussion
The intent is to refine the scope of the WI [1] to FR2-1 which will align it with the scope of SI [2].
Proposal 1: Align the frequency range of the WI [1] to that of the SI [2], i.e. FR2-1, and update the WID [1] accordingly.

Conclusion
Proposal 1: Align the frequency range of the WI [1] to that of the SI [2], i.e. FR2-1, and update the WID [1] accordingly.
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