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1	Introduction
RAN#91e endorsed an improved handling of TEI CRs in [1] as the conclusion of TEI discussions over more than a year. Following recent questions in WGs on practical implications of the endorsed TEI handling, this document attempts to clarify some of the points that have caused questions.
2	Discussion
The reason for the TEI discussions that led to the endorsement of [1] was to improve the visibility and traceability of Cat.B/C TEI CRs. This led to a number of requirements. The Inter-RAN WG aspects are summarized in [1] as follows:
E.1	It is mandatory to fill out the "other specs affected" for all CRs, i.e. either Yes or No shall be ticked and
	if Yes is ticked at least the TS/TR shall be indicated and this for the present WG and all other WGs that have
	CRs linked to the present CR. TEI CRs missing this information or having wrong information shall not be approved.
E.2	Each TEI cat.B/C CR and each TEI cat.F/A CR that corrects functionality related to an earlier TEI 
	cat.B/C CR shall have a unique TEI identifier in square brackets [ ] at the end of the CR title on the CR 
	cover sheet. TEI cat.B/C CRs without such a unique TEI identifier cannot be approved at RAN.
E.3	WG chairman reports report to TSG RAN about all agreed and technically endorsed cat.B/C TEI CRs of 
	the last quarter. For each unique TEI identifier all related CRs of the considered WG are listed plus the 
	corresponding CRs in the other WGs (if there are any) or the potential impacts on other WGs.
E.4	MCC will support this tracking activity with a list of TEI CRs for a considered release that were handled at 
	RAN and that have the unique TEI identifier.
2.1	E.1 Other specs affected
The intention of this requirement is to identify the link with other specifications in the same or another WG that are impacted by the change in this CR. This information should be as complete as possible. That means, if in addition to the other specification it is known which exact CR to that spec is related to this CR, then that CR should be mentioned.
2.2	E.2 Unique TEI identifier - For which CRs?
Although the emphasis of the TEI handling has so far been on Cat.B/C CRs, the unique TEI identifier is used for traceability. That means that after the original introduction via Cat.B/C CR, there may be related follow-up Cat. F/A CRs. Such follow-up Cat. F/A CRs require the same unique TEI identifier as the original Cat.B/C CRs.

3	Conclusion
This document clarified two aspects of the handling of TEI CRs:
"other specs affected" field: Mention all other specifications that are impacted by the change in this CR, preferably by referring to the exact new CR numbers to the other specifications.
Unique TEI identifier: Follow-up Cat.F/A CRs require the same unique TEI identifier as the original Cat.B/C CRs.
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