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*** Unchanged text is omitted ***
[bookmark: _Ref491444649][bookmark: _Ref491451289][bookmark: _Ref491451291][bookmark: _Ref491451292][bookmark: _Ref491451293][bookmark: _Ref491451294][bookmark: _Ref491451297][bookmark: _Ref491458133][bookmark: _Toc12021463][bookmark: _Toc20311575][bookmark: _Toc26719400][bookmark: _Toc29894832][bookmark: _Toc29899131][bookmark: _Toc29899549][bookmark: _Toc29917286][bookmark: _Toc36498160][bookmark: _Toc45699186][bookmark: _Toc98434633]8.2	Random access response - Type-1 random access procedure
[bookmark: _Hlk505324461]In response to a PRACH transmission, a UE attempts to detect a DCI format 1_0 with CRC scrambled by a corresponding RA-RNTI during a window controlled by higher layers [11, TS 38.321]. The window starts at the first symbol of the earliest CORESET the UE is configured to receive PDCCH for Type1-PDCCH CSS set, as defined in clause 10.1, that is at least one symbol, after the last symbol of the PRACH occasion corresponding to the PRACH transmission, where the symbol duration corresponds to the SCS for Type1-PDCCH CSS set as defined in clause 10.1. If  or , as defined in [4, TS 38.211], is not zero, the window starts after an additional  msec where  is defined in [4, TS 38.211] and  is provided by K-Mac or  if K-Mac is not provided. The length of the window in number of slots, based on the SCS for Type1-PDCCH CSS set, is provided by ra-ResponseWindow.
*** Unchanged text is omitted ***
The TPC command value  is used for setting the power of the PUSCH transmission, as described in clause 7.1.1, and is interpreted according to Table 8.2-2. 
The CSI request field is reserved. 
The ChannelAccess-CPext field indicates a channel access type and CP extension for operation with shared spectrum channel access [15, TS 37.213] as defined in Table 7.3.1.1.1-4 in [5, TS 38.212] or Table 7.3.1.1.1-4A in [5, TS 38.212] if CchannelAccessMode-r16 = "semiStatic" is provided.	Comment by Aris Papasakellariou: The ‘-r16’ can also be removed for reference consistency of Rel-16 RRC parameters that do not have a Rel-15 parameter with same name. 
*** Unchanged text is omitted ***
[bookmark: _Toc29894833][bookmark: _Toc29899132][bookmark: _Toc29899550][bookmark: _Toc29917287][bookmark: _Toc36498161][bookmark: _Toc45699187][bookmark: _Toc98434634]8.2A	Random access response - Type-2 random access procedure
*** Unchanged text is omitted ***
-	a slot for the PUCCH transmission is indicated by a HARQ Feedback Timing Indicator field of 3 bits in the successRAR having a value  from {1, 2, 3, 4, 5, 6, 7, 8} for , from {7, 8, 12, 16, 20, 24, 28, 32} for , and from {13, 16, 24, 32, 40, 48, 56, 64} for  and, with reference to slots for PUCCH transmission having duration , the slot is determined as , where  is a slot of the PDSCH reception,  is as defined for PUSCH transmission in Table 6.1.2.1.1-5 of [6, TS 38.214],  is the SCS configuration of the active UL BWP, and  is provided by CellSpecific_Koffset; otherwise, if not provided, 
-	the UE does not expect the first symbol of the PUCCH transmission to be after the last symbol of the PDSCH reception by a time smaller than  msec where  is the PDSCH processing time for UE processing capability 1 [6, TS 38.214]
-	for operation with shared spectrum channel access, a channel access type and CP extension [15, TS 37.213] for a PUCCH transmission is indicated by a ChannelAccess-CPext field in the successRAR as defined in Table 7.3.1.1.1-4 in [5, TS 38.212] or Table 7.3.1.1.1-4A in [5, TS 38.212] if CchannelAccessMode-r16 = "semiStatic" is provided
-	the PUCCH transmission is with a same spatial domain transmission filter and in a same active UL BWP as a last PUSCH transmission
*** Unchanged text is omitted ***
[bookmark: _Ref497329097][bookmark: _Toc12021469][bookmark: _Toc20311581][bookmark: _Toc26719406][bookmark: _Toc29894839][bookmark: _Toc29899138][bookmark: _Toc29899556][bookmark: _Toc29917293][bookmark: _Toc36498167][bookmark: _Toc45699193][bookmark: _Toc98434640]9.1.2	Type-1 HARQ-ACK codebook determination
[bookmark: _Hlk104237106]*** Unchanged text is omitted ***
A UE reports HARQ-ACK information for a corresponding PDSCH reception or SPS PDSCH release or TCI state update only in a HARQ-ACK codebook that the UE transmits in a slot indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format or provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-ForDCI-Format1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format as described in clause 9.2.3. The UE reports NACK value(s) for HARQ-ACK information bit(s) in a HARQ-ACK codebook that the UE transmits in a slot not indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format. 
If the UE is provided pdsch-AggregationFactor-r16 in SPS-Config or pdsch-AggregationFactor in PDSCH-Config and no entry in pdsch-TimeDomainAllocationList and pdsch-TimeDomainAllocationListDCI-1-2 includes repetitionNumber in PDSCH-TimeDomainResourceAllocation-r16,  is a maximum value of pdsch-AggregationFactor-r16 in SPS-Config or pdsch-AggregationFactor in PDSCH-Config; otherwise . The UE reports HARQ-ACK information for a PDSCH reception
-	from DL slot  to DL slot , if  is provided by pdsch-AggregationFactor or pdsch-AggregationFactor-r16 [6, TS 38.214], or 
-	from DL slot  to DL slot , if the time domain resource assignment field in the DCI format scheduling the PDSCH reception indicates an entry containing repetitionNumber, or 
-	in DL slot , otherwise 
only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is
-	an UL slot overlapping with the end of the PDSCH reception in DL slot  if the UE is provided subslotLengthForPUCCH for the HARQ-ACK codebook
-	the last UL slot for PUCCH transmission overlapping with DL slot  if the UE is not provided subslotLengthForPUCCH for the HARQ-ACK codebook
and  is a number of slots indicated by the PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format, or provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-ForDCI-Format1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format. If the UE reports HARQ-ACK information for the PDSCH reception in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
*** Unchanged text is omitted ***
[bookmark: _Ref500250940][bookmark: _Toc12021473][bookmark: _Toc20311585][bookmark: _Toc26719410][bookmark: _Toc29894843][bookmark: _Toc29899142][bookmark: _Toc29899560][bookmark: _Toc29917297][bookmark: _Toc36498171][bookmark: _Toc45699197][bookmark: _Toc98434644]9.1.3.1	Type-2 HARQ-ACK codebook in physical uplink control channel
If a UE is configured to monitor PDCCH for multicast DCI formats with CRC scrambled by one or more G-RNTIs that the UE generates a Type-2 HARQ-ACK codebook, the UE separately applies the procedures in this clause per G-RNTI and determines the Type-2 HARQ-ACK codebook by concatenating the Type-2 HARQ-ACK codebook for unicast DCI formats followed by the HARQ-ACK codebooks for the multicast DCI formats in ascending order of the corresponding G-RNTI values. 
A UE determines monitoring occasions for PDCCH with DCI format scheduling PDSCH receptions, or having associated HARQ-ACK information without scheduling PDSCH reception, on an active DL BWP of a serving cell , as described in clause 10.1, and for which the UE transmits HARQ-ACK information in a same PUCCH in slot  based on
-	PDSCH-to-HARQ_feedback timing indicator field values, or a dl-DataToUL-ACK, dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-ForDCI-Format1-2 value if the PDSCH-to-HARQ_feedback timing indicator field is not present in a DCI format, for PUCCH transmission with HARQ-ACK information in slot , as described in clause 9.2.3, in response to PDSCH receptions, or in response to a DCI format having associated HARQ-ACK information without scheduling PDSCH reception
-	slot offsets  [6, TS 38.214] provided by time domain resource assignment field in a DCI format scheduling PDSCH receptions and by pdsch-AggregationFactor, or pdsch-AggregationFactor-r16, or repetitionNumber, when provided.
*** Unchanged text is omitted ***
[bookmark: _Ref500185963][bookmark: _Toc12021482][bookmark: _Toc20311594][bookmark: _Toc26719419][bookmark: _Toc29894854][bookmark: _Toc29899153][bookmark: _Toc29899571][bookmark: _Toc29917308][bookmark: _Toc36498182][bookmark: _Toc45699209][bookmark: _Toc98434656]9.2.5.2	UE procedure for multiplexing HARQ-ACK/SR/CSI in a PUCCH
*** Unchanged text is omitted ***
If a UE is provided a first interlace of  PRBs by interlace0 in InterlaceAllocation, the UE has HARQ-ACK, SR and wideband or sub-band CSI reports to transmit, and the UE determines a PUCCH resource with PUCCH format 2, or the UE has HARQ-ACK, SR and wideband CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 3, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field in a last of a number of DCI formats with a value of a PDSCH-to-HARQ_feedback timing indicator field, or a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-ForDCI-Format1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in a DCI format, indicating a same slot for the PUCCH transmission, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clauses 9.2.1 and 9.2.3 for  UCI bits
*** Unchanged text is omitted ***
If a UE is provided a first interlace of  PRBs by interlace0 in InterlaceAllocation, the UE has HARQ-ACK, SR and sub-band CSI reports to transmit, and the UE determines a PUCCH resource with PUCCH format 3, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field in a last of a number of DCI formats that have a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, or a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-ForDCI-Format1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the last DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set as described in clauses 9.2.1 and 9.2.3 for  UCI bits
*** Unchanged text is omitted ***
[bookmark: _Ref500831375][bookmark: _Toc12021489][bookmark: _Toc20311601][bookmark: _Toc26719426][bookmark: _Toc29894862][bookmark: _Toc29899161][bookmark: _Toc29899579][bookmark: _Toc29917318][bookmark: _Toc36498192][bookmark: _Toc45699220][bookmark: _Toc98434667]11.1	Slot configuration
*** Unchanged text is omitted ***
For operation on a single carrier in unpaired spectrum, if a UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols of a slot and the UE detects a DCI format indicating to the UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 
-	If the UE does not indicate the capability of [partialCancellation], the UE does not expect to cancel the transmission of the PUCCH or PUSCH or PRACH in the set of symbols if the first symbol in the set occurs within  relative to a last symbol of a CORESET where the UE detects the DCI format; otherwise, the UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], determined from clauses 9, and 9.2.5 and 9.2.6 or clause 6.1 of [6, TS 38.214], or the PRACH transmission in the set of symbols.
-	If the UE indicates the capability of [partialCancellation], the UE does not expect to cancel the transmission of the PUCCH or PUSCH or PRACH in symbols from the set of symbols that occur within  relative to a last symbol of a CORESET where the UE detects the DCI format. The UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], determined from clauses 9, and 9.2.5 and 9.2.6 or clause 6.1 of [6, TS 38.214], or the PRACH transmission in remaining symbols from the set of symbols.  
-	The UE does not expect to cancel the transmission of SRS in symbols from the subset of symbols that occur within  relative to a last symbol of a CORESET where the UE detects the DCI format. The UE cancels the SRS transmission in remaining symbols from the subset of symbols. 
	 is the PUSCH preparation time for the corresponding UE processing capability [6, TS 38.214] assuming  and  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the SRS, PUCCH, PUSCH or , where  corresponds to the SCS configuration of the PRACH if it is 15kHz or higher; otherwise .
*** Unchanged text is omitted ***
[bookmark: _Toc12021490][bookmark: _Toc20311602][bookmark: _Toc26719427][bookmark: _Toc29894863][bookmark: _Toc29899162][bookmark: _Toc29899580][bookmark: _Toc29917319][bookmark: _Toc36498193][bookmark: _Toc45699221][bookmark: _Toc98434668]11.1.1	UE procedure for determining slot format
*** Unchanged text is omitted ***
If neither CO-DurationPerCell-r16 nor SlotFormatCombinationsPerCell are provided and if CchannelAccessMode-r16 = "semiStatic" is provided, the procedures in this clause apply with assuming a channel occupancy time defined in clause 4.3 of [15, TS 37.213] is the remaining channel occupancy duration if a DL transmission burst(s) is detected within the channel occupancy time.
A SFI-index field value in a DCI format 2_0 indicates to a UE a slot format for each slot in a number of slots for each DL BWP or each UL BWP starting from a slot where the UE detects the DCI format 2_0. The number of slots is equal to or larger than a PDCCH monitoring periodicity for DCI format 2_0. The SFI-index field includes [image: ] bits where maxSFIindex is the maximum value of the values provided by corresponding slotFormatCombinationId. A slot format is identified by a corresponding format index as provided in Table 11.1.1-1 where 'D' denotes a downlink symbol, 'U' denotes an uplink symbol, and 'F' denotes a flexible symbol.
*** Unchanged text is omitted ***
If a UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols of a slot and the UE detects a DCI format 2_0 with a slot format value other than 255 that indicates a slot format with a subset of symbols from the set of symbols as downlink or flexible, or the UE detects a DCI format indicating to the UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 
-	If the UE does not indicate the capability of [partialCancellation], the UE does not expect to cancel the transmission of the PUCCH or PUSCH or PRACH in the set of symbols if the first symbol in the set occurs within  relative to a last symbol of a CORESET where the UE detects the DCI format; otherwise, the UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS38.214], determined from clauses 9, and 9.2.5 and 9.2.6 or clause 6.1 of [6, TS 38.214], or the PRACH transmission in the set of symbols. 
[bookmark: _Hlk104237875]-	If the UE indicates the capability of [partialCancellation], the UE does not expect to cancel the transmission of the PUCCH or PUSCH or PRACH in symbols from the set of symbols that occur within  relative to a last symbol of a CORESET where the UE detects the DCI format. The UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], determined from clauses 9, and 9.2.5 and 9.2.6 or clause 6.1 of [6, TS 38.214], or the PRACH transmission in remaining symbols from the set of symbols.  
[bookmark: _Hlk104237917]-	The UE does not expect to cancel the transmission of SRS in symbols from the subset of symbols that occur within  relative to a last symbol of a CORESET where the UE detects the DCI format. The UE cancels the SRS transmission in remaining symbols from the subset of symbols. 
	 is the PUSCH preparation time for the corresponding UE processing capability [6, TS 38.214] assuming  and  corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the SRS, PUCCH, PUSCH or , where  corresponds to the SCS configuration of the PRACH if it is 15kHz or higher; otherwise .
*** Unchanged text is omitted ***
[bookmark: _Hlk104238273]-	if the UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH, or PRACH in the set of symbols of the slot and the UE is not provided enableConfiguredUL, then 
-	if the UE does not indicate the capability of [partialCancellation], the UE does not expect to cancel the transmission of the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], as determined in clauses 9, and 9.2.5 and 9.2.6 or in clause 6.1 of [6. TS 38.214], or the PRACH in the slot if the first symbol of the PUCCH or the PUSCH or actual repetition of the PUSCH or the PRACH in the slot occurs within  relative to a last symbol of a CORESET where the UE is configured to monitor PDCCH for DCI format 2_0; otherwise, the UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], as determined in clauses 9, and 9.2.5 and 9.2.6 or in clause 6.1 of [6. TS 38.214], or the PRACH in the slot;
-	if the UE indicates the capability of [partialCancellation], the UE does not expect to cancel the transmission of the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], as determined in clauses 9, and 9.2.5 and 9.2.6 or in clause 6.1 of [6. TS 38.214], or the PRACH in symbols from the set of symbols that occur within  relative to a last symbol of a CORESET where the UE is configured to monitor PDCCH for DCI format 2_0. The UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], as determined in clauses 9, and 9.2.5 and 9.2.6 or in clause 6.1 of [6. TS 38.214], or the PRACH transmission in remaining symbols from the set of symbols;
-	the UE does not expect to cancel the transmission of SRS in symbols from the set of symbols that occur within relative to a last symbol of a CORESET where the UE is configured to monitor PDCCH for DCI format 2_0. The UE cancels the SRS transmission in remaining symbols from the set of symbols;
*** Unchanged text is omitted ***
[bookmark: _Toc29894876][bookmark: _Toc29899175][bookmark: _Toc29899593][bookmark: _Toc29917329][bookmark: _Toc36498203][bookmark: _Toc45699231][bookmark: _Toc98434678]16.1	Synchronization procedures
*** Unchanged text is omitted ***
-	 is the granularity of slots indication as described in Table 16.1-2
-	, , , ,  are the parameters of tdd-UL-DL-ConfigurationCommon as described in clause 11.1, or the parameters of sl-TDD-Configuration as defined in [129.3, TS 38.331]
-	 corresponds to SL SCS as defined in [4, TS 38.211]
*** Unchanged text is omitted ***
[bookmark: _Toc29894887][bookmark: _Toc29899186][bookmark: _Toc29899604][bookmark: _Toc29917340][bookmark: _Toc36498215][bookmark: _Toc45699245][bookmark: _Toc98434692]16.5	UE procedure for reporting HARQ-ACK on uplink
*** Unchanged text is omitted ***
For DCI format 3_0, if present, the PSFCH-to-HARQ _feedback timing indicator field values map to values for a set of number of slots provided by sl-PSFCH-ToPUCCH as defined in Table 16.5-2.
Table 16.5-2: Mapping of PSFCH-to-HARQ _feedback timing indicator field values to numbers of slots
	PSFCH-to-HARQ _feedback timing indicator 
	Number of slots [image: ]

	1 bit
	2 bits
	3 bits
	

	'0'
	'00'
	'000'
	1st value provided by sl-PSFCH-ToPUCCH

	'1'
	'01'
	'001'
	2nd value provided by sl-PSFCH-ToPUCCH

	
	'10'
	'010'
	3rd value provided by sl-PSFCH-ToPUCCH

	
	'11'
	'011'
	4th value provided by sl-PSFCH-ToPUCCH

	
	
	'100'
	5th value provided by sl-PSFCH-ToPUCCH

	
	
	'101'
	6th value provided by sl-PSFCH-ToPUCCH

	
	
	'110'
	7th value provided by sl-PSFCH-ToPUCCH

	
	
	'111'
	8th value provided by sl-PSFCH-ToPUCCH



With reference to slots for PUCCH transmissions and for a number of PSFCH reception occasions ending in slot , the UE provides the generated HARQ-ACK information in a PUCCH transmission within slot , subject to the overlapping conditions in clause 9.2.5, where  is a number of slots indicated by a PSFCH-to-HARQ _feedback timing indicator field, if present, in a DCI format indicating a slot for PUCCH transmission to report the HARQ-ACK information, or  is provided by sl-PSFCH-ToPUCCH for a transmission scheduled by a DCI format or for a SL configured grant type 2, or by sl-PSFCH-ToPUCCH-CG-Type1 for a SL configured grant type 1.  corresponds to a last slot for a PUCCH transmission that would overlap with the last PSFCH reception occasion assuming that the start of the sidelink frame is same as the start of the downlink frame [4, TS 38.211].
*** Unchanged text is omitted ***
For a PUCCH transmission with HARQ-ACK information, a UE determines a PUCCH resource after determining a set of PUCCH resources from up to four PUCCH resource sets provided by sl-PUCCH-Config, for  HARQ-ACK information bits, as described in clause 9.2.1. The PUCCH resource determination is based on a PUCCH resource indicator field [5, TS 38.212] in a last DCI format 3_0, among the DCI formats 3_0 that have a value of a PSFCH-to-HARQ _feedback timing indicator field indicating a same slot for the PUCCH transmission, that the UE detects and for which the UE transmits corresponding HARQ-ACK information in the PUCCH where, for PUCCH resource determination, detected DCI formats are indexed in an ascending order across PDCCH monitoring occasion indexes.
*** Unchanged text is omitted ***
[bookmark: _Toc45699246][bookmark: _Toc98434693]16.5.1	Type-1 HARQ-ACK codebook determination 
*** Unchanged text is omitted ***
A UE reports HARQ-ACK information for PSSCH transmissions with corresponding PSFCH reception occasions in slot  only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is a number of slots indicated by the PSFCH-to-HARQ _feedback timing indicator field in a DCI format 3_0 scheduling the PSSCH transmissions, or by a value of PSFCH-to-HARQ feedback timing indicator field in a DCI format 3_0 activating a SL configured grant Type-2 transmission, or by a value of sl-PSFCH-ToPUCCH-CG-Type1 for a SL configured grant Type-1. If the UE reports HARQ-ACK information for the PSSCH transmissions with corresponding PSFCH reception occasions in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
*** Unchanged text is omitted ***
[bookmark: _Toc45699248][bookmark: _Toc98434695]16.5.1.2	Type-1 HARQ-ACK codebook in physical uplink shared channel
*** Unchanged text is omitted ***
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format without an SAI field, then 
-	if the UE 
-	has not received any PDCCH with a DCI format 3_0 scheduling PSSCH transmissions with corresponding PSFCH reception occasions that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PSFCH-to-HARQ _feedback timing indicator field in a DCI format scheduling the PSSCH transmissions or on the value of PSFCH-to-HARQ feedback timing indicator field in a DCI format 3_0 activating a SL configured grant Type 2 transmission, or 
-	has not been provided PSSCH resources with corresponding PSFCH reception occasions that the UE transmits corresponding HARQ-ACK information based on the value of sl-PSFCH-ToPUCCH-CG-Type1 for a SL configured grant Type 1, 
then in any of the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, as described in clause 16.5.1.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else the UE generates the HARQ-ACK codebook as described in clause 16.5.1.1, unless the UE generates HARQ-ACK information only for 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant, or
-	PSFCH reception occasions associated with PSSCH transmissions that are scheduled by DCI format 3_0 with a counter SAI field value of 1, 
in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, in which case the UE generates HARQ-ACK information only for the PSFCH reception occasions as described in clause 16.5.1.
A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PSFCH reception occasions associated with PSSCH transmissions scheduled by a DCI format 3_0 that the UE detects in a PDCCH monitoring occasion that starts after a PDCCH monitoring occasion where the UE detects a DCI format scheduling the PUSCH transmission.
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by a DCI format that includes a SAI field, the UE generates the HARQ-ACK codebook as described in clause 16.5.1.1 when a value of the SAI field in the DCI format is . The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when  unless the UE generates HARQ-ACK information only for 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant, or 
-	PSFCH reception occasions associated with PSSCH transmissions that are scheduled by a DCI format 3_0 with a counter SAI field value of 1, 
in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions as described in clause 16.5.1. 
 if the SAI field in the DCI format is set to '0'; otherwise, .
*** Unchanged text is omitted ***
[bookmark: _Toc45699250][bookmark: _Toc98434697]16.5.2.1	Type-2 HARQ-ACK codebook in physical uplink control channel
*** Unchanged text is omitted ***
A UE determines monitoring occasions for PDCCH with DCI format 3_0 for scheduling PSSCH transmissions with associated PSFCH reception occasions on an active DL BWP of a serving cell , as described in clause 10.1, and for which the UE transmits HARQ-ACK information in a same PUCCH in slot  based on
-	PSFCH-to-HARQ _feedback timing indicator field values, or a value provided by sl-PSFCH-ToPUCCH-CG-Type1, for PUCCH transmission with HARQ-ACK information in slot  in response to PSFCH receptions;
*** Unchanged text is omitted ***
if a SL configured grant Type 1 is configured for a UE, or a SL configured grant Type 2 is configured and activated for a UE, and the SL configured grant provides a grant for PSSCH transmissions with PSFCH reception occasions in a slot , where  is the  PSFCH-to-HARQ-feedback timing value for the SL configured grant as described in clause 16.5
;
= HARQ-ACK information bit associated with the PSFCH reception occasions associated with the PSSCH transmissions scheduled by the SL configured grant
end if
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