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	1. Capture that the power control operation for NR-DC is applicable only when the SCG is activated in clause 7.6.2.
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	1. Condition the UE procedures for power control in clause 7.6.2 on the SCG being activated.
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-	If the UE is configured with reference TDD configuration for E-UTRA (by tdm-PatternConfig or by tdm-PatternConfig2 in [13, TS 36.213])
-	If the UE does not indicate a capability for dynamic power sharing between E-UTRA and NR for EN-DC, the UE does not transmit in a slot on the SCG in FR1 when a corresponding subframe on the MCG is an UL subframe in the reference TDD configuration.
-	If the UE indicates a capability for dynamic power sharing between E-UTRA and NR for EN-DC, and does not indicate a capability tdm-restrictionDualTX-FDD-endc-r16 in [186, TS 38.306], and is configured with tdm-PatternConfig2, the UE does not transmit on the SCG in FR1 when the UE has overlapped transmission on a subframe on the MCG.
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[bookmark: _Toc12021456][bookmark: _Toc20311568][bookmark: _Toc26719393][bookmark: _Toc29894824][bookmark: _Toc29899123][bookmark: _Toc29899541][bookmark: _Toc29917278][bookmark: _Toc36498152][bookmark: _Toc45699178][bookmark: _Toc99993795]7.6.2	NR-DC
The UE procedures described in this clause are not applicable if the UE is provided scg-State [12, TS 38.331].
If a UE is configured with an MCG using NR radio access in FR1 or in FR2 and with a SCG using NR radio access in FR2 or in FR1, respectively, the UE performs transmission power control independently per cell group as described in clauses 7.1 through 7.5.
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